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APPLE'llc/lle COMPATIBLE COMPUTER 




The follo^ng message is applicable to FCC Class B 
version units only : 



Note : This equipmeat has been tested and found to comply with the limits 
for a Class B digitai device, pursuant to Part 15, of FCC Rules. These limits 
are designed to provide reasonable protection against harmful interference 
in a residential installation. This equipment generates, uses and can radiate 
radio frequency energy and, if not installed and used in accordance with the 
instructions, may cause harmful interference to radio communications. 
However, there is no guarantee that interference will not occur in a 
particular installation. If this equipment does cause harmful interference to 
radio or television reception, which can be determined by turning the 
equipment off and on, the user is encouraged to try to correct the 
interference by one or more of the following measures: , 

Reorient or relocate the receiving antenna. 
Increase the separation between the equipment and receiver. 
Connect the equipment into an outlet on a circuit different from that to 
which the receiver is connected. 

Consult the dealer or an experienced radio/television teclmician for 
help. 

You may fmd the following booklet prepared by the Federal 
Communications Conmiission helpful: liow to Identify and Resolve Radio- 
TV Interference Problems'* This booklet is available from the U,S. 
Government Printing Office, Washington, DC20402, Stock No. 004-000- 
00345-4. 

To ensure that the use of this product does not contribute to interference, it 
is necessary to use shielded I/O cables. 
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CHAPTER 1 
INTRODUCTION 



t INTRODUCTION 



This manual is primarily written for those 
users who need to know the software and 
hardware details of the computer in order 
to utilize its features more efficiently. 
These include application programmers, 
hardware designers as well as hobbyists* It 
provides specific information on the 
internal workings of the computer and is 
intended to be a technical supplement to the 
user's manual that comes with your 
computer. 



1.1 Organisation of manual 

This manual can be conceptually divided 
into two sections. 

Chapters 1 to 10 describe the functional and 
software aspects of the computer in a 
programmer's point of view. The 

organisation and management of the 
memory and 1/0 devices arc described in 
detail. After going through these chapters, 
the reader should be able to access the 
resources on the computer directly, by- 
passing the built-in firmware, (Note: For 
compatibility reasons, access to these 
resources should be made through the built- 
in firmware whenever possible,) 
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Chapter 11 describes the hardware aspect of 

the computer. The entire circuit is divided 
into functional blocks and investigated one 
by one in depth. 

This chapter is particularly useful for those 
service personnel who need to know the 
function of each component, the structure 
and organisation of the system buses, the 
general signal flow and timing waveforms 
of the various signals. 

Besides, it also contains valuable 
information on the function and electrical 
characteristic of the signals on the various 
expansion connectors on the computer which 
is required by the peripheral hardware 
designers. 

The appendices at the end of this manual 
provides supplementary information to the 
reader^ These include schematics, PCB and 
component layouts, parts lists, gate-array 
pin assignments and data sheets for some of 
the major components used in the computer. 
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1.2 Other sources of inforjnation 

The materials provided in this manual is 
adhered to those technically inclined users. 
It assumes that the reader has some 
background knowledge on the basic 
structure and general operating principles 
of microcomputer systems and common 
peripheral devices. 

The descriptions throughout this manual arc 
clear, simple and easy to understand. 
Technical terms are avoided as far as 
possible and where they are uscd^ they arc 
explained clearly. 

However if the reader happens to be a first- 
time computer user, it is suggested that the 
reader should read some other reference 
books on relevant subjects, e.g. 
microprocessor system design, operating 
principles of peripheral devices such as disk 
drives and TV/monitors, assembly language 
programming etc.. This will help the reader 
in understanding the materials described in 
this manual more thoroughly. 

This manual focuses on the internals of the 
computer. To obtain further information on 
the installation and general operations of 
the computer, the readers arc referred to the 
user's manual 
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CHAPTER 2 

CENTRAL PROCESSING UNIT 

2. CENTRAL PROCESSING UNIT 

The computer uses 65C02, an enhanced 
version of its predecessor 6502^ as its central 
processing unit. In the *LASER 128", 1 MH2 
version is used. In the "LASER 128 EX\ 4 
MHz version is used. 

It has the following advantages compared 
with the NMOS 6502: 

• Uses CMOS (Complementary Metal Oxide 
Semiconductor) technology to reduce 
power consumption and increase noise 
immunity. 

• Completely static operation^ no lower- 
limit on CPU clock frequency (can be 

• Enhanced instruction set with new 
instructions and addressing modes. 

The 65C02 is a S-bit microprocessor having 
16 address lines to access a 64 K-byte 
address space. It has one 16-bit program 
counter, one 8-bit stack pointer, three 8-bit 
general purpose registers and one 8-bit 
processor status register. Figure 2-1 shows 
the programming model 
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OVERFLOW FLAG 
NEGATIVE FLAG 



Fig, 2-1 Programming model of 6SC02 



The program counter "PC" is an 16-bit 
counter which keeps tracit of the address of 
the next instruction to be fetched and 
executed. 

The stack pointer "S" is an 8-bit register 
which keeps track of the low-order eight 
bits of the address of the "top" of a 256-bytc 
RAM Stack maintained in $0100 to SOJFF of 
the address space. The stack is primarily 
used for storing the subroutine call or 
interrupt return addresses. Use of the stack 
allows nested subroutine calls and multiple 
level interrupts. 
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The accumulator "A" is an 8-bit general 
purpose register which is often used for 
storing the result of arithmetic and Logical 
operations- It also forms one of the input 
operands for many of these operations. 

The index registers "X** and "Y" are g-bit 
registers which are usually used with the 
indexed addressing mode of the 
microprocessor. Use of these registers 
facilitates the manipulation of tables 
maintained in main memory. 

The processor status register **P'* is an 8-bit 
register which holds the internal state of 
the microprocessor and status of some 
arithmetic and logical operations. 

The above is only a brief introduction to 
the 65C02 CPU. For more information, 
please refer to the data sheet and technical 
documentations published by the 

manufacturers. 
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MEMORY ORGANISATION 



The ROM and RAM memory system will be 
investigated in this chapter. 
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System address map 



Figure 3-1 shows the system address map. 
The CPU address space can be divided into 
four areas: 

a) ROM (Read Only Memory) 

b) RAM (Random Access Memory) 

c) I/O (Input / Output) 

d) Hardware page 



$FFFF 



$D000 
SCFFF 
$C100 
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AUXILIARY 
RAM 




I/O 
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BANK 
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RAM 




LOW 
BANK 

AUXILIARY 
RAM 



Fig. 3-1 System address map 
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The 65C02 has 16 address lines. It can only 
access 64K bytes of memory. In order to 
access more than 64 K bytes of memory » the 
bank-switching technique Is employed. 
There arc bank registers to map the physical 
memory to the 64K-bytc logical address 
space. 
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ROM 



The ROM consists of three parts; 

a) BASIC interpreter 

b) System monitor 

c) I/O drivers 



$FFFF 

$F800 
$F7FF 



$0000 
$CFFF 



SCIOO 



MONITOR 



BASIC 
INTERPRETER 



INTERNAL 
ROM AND 
lyo DRIVERS 



Fig. 3-2 ROM mapping 
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INTIOROM is a soft-switch which controls 
the I/O ROM bank configuration. Soft- 
switch is widely used in the computer. The 
logical state of the soft-switch is set by 
software. A summary of all soft-switches 
are listed in Table 3-5. 



3,2A The BASIC interpreter 

The address range is from SDOOO to $F7FF. 
Details of the BASIC commands can be 
found in the user's manual 



3»2.2 The System Monitor 

The monitor occupies $F800 to SFFFF, The 
basic I/O subroutines are in the monitor. 
You can enter the monitor from BASIC by 
typing CALL- 151 and pressing RETURN, 
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3.2.3 



I/O firmwares 



3,23,1 I/O firmwares map 



The mapping of the T/O firmwares are 
illustrated in Fig 3-3. 
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if 
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si 
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Fig. 3-3 I/O firmware areas 
3M 
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The only I/O firmware that remains active 
when INTIOROM is turned on is the 80- 
column display driver. When INTIOROM 
remains inactive, i.e. INTIOROM = 0, the 
possible I/O activities are: 

• parallel printer 

• serial printer 

• RS232 

• 80-colurtin text 

• mouse 

• 1 M RAM expansion 

• FDD (Floppy Disk Drive) controller 
(5.2573.5") 

At any one time, only one kind of printer 
can be used (either parallel or serial). This 
is selected by a switch on the front panel of 
the computer. 



3,2. 3<2 I/O firmware control 

a) INTIOROM = 1 

If INTIOROM equals one, all the Internal 
ROM area (SCI 00 to $CFFF) can be 

accessed freely. 

b) INTIOROM = 

If 80ROM is reset* then the internal $C3XX 
(for 80- column) and its expansion ROM 
cannot be accessed. Should 80ROM be 
active, the 80- column firmware can be 
accessed, 
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The 80-column expansion ROM can be 
accessed after reading from or writing to 
any location within $C300 - $C3FF. It is 
turned off by accessing $CFFF. 

For all I/O firmwarcs^ their expansion ROM 
can be turned off by accessing $CFFF. 

If reading from or writing to that I/O 

firmware entry point region, their 

expansion ROM will be automatically 
turned on, 

• The parallel printer and serial printer 
share the same expansion ROM ($C800 - 
$CFFF) so only one type of printer can 
be active at any one time, 

• RS232 firmware occupies the memory 
address range $C200 - $C2FF, 

• The mouse firmware only occupies $C400 
- $C4FF, Accessing any location in this 
range cannot affect any $C800-$CFFF 
expansion ROM, 

• The IM RAM expansion firmware 

occupies locations from $C500 - $C5FF. 

• The 5.25" floppy disk drive controller 
firmware occupies locations from $C600- 
$C6FF, 

• The 3.5'* disk drive firmware occupies 
locations from $C700 - $C7FF, 
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3.3 



RAM 



The RAM subsystem can be divided into; 

a) Low bank main RAM ($0000 - $BFFF) 

b) High bank main RAM ($D000 - $FFFF) 

c) Low bank auxiliary RAM ($0000 ■ 
SBFFF) 

d) High bank auxiliary RAM ($D000 - 
SFFFF) 
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Fig. 3-4 RAM map 
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The Operation of these memory banks will 
be discussed in detail in the following 
sections. 
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RAM memory usage 



Some RAM memory is dedicated for special 
functions due to the CPU and system 
requirement. However most of the RAM 
memory are free areas where the user's 
program can use* By knowing more of the 
RAM functional partition, the user can 
manage the RAM more efficiently. 




RAM 



fEI£:H'lt£!iUl.UTIDN 
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DISft AY 
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SflJFF 




SalFI- 
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$0000 





LINK ADDitE&S 
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K£YBOARI> 
INPUT UllFFER 



65CW STACK PAGE 
6SC01 ZERO PACE 



DISPLAY aUfrWRPAGR 



DIAPtAV BWrBJl PAQEl 

Fig. 3-S RAM memory usage map 
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• Page one 

The 65C02 uses page 1 as its stack. When 
subroutine call or an interrupt occurs the 
microprocessor will push the return 
addresses onto the stack. Upon return from 
a subroutine or an interrupt the address will 
be pulled from stack. Many programs also 
use the stack for temporary storage of 
registers. The 65C02 operates the stack on a 
first-in, last-out basis. 

• Page two 

This is the keyboard input buffer used by 
the Monitor and the BASIC interpreter. 

• Page three 

The DOS and Monitor use it to store link 
addresses or vectors. Since only the upper 
part of page 3 is used by the computer, most 
of the page 3 area may be used freely. 
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ADDRESS 


FUNCTION 


03 FO 


BRK request vector used by 


03FJ 


Monitor 


03F2 


Reset vector 


03F3 


. 


03F4 


Power-up signature byte 


03F5 


Jump instruction to the 


03F6 


subroutine that handles 


03F7 


BASIC "&" commands 


03F8 


Jump instruction to the 


03F9 


subroutine that handles 


03FA 


user (CTRL - Y) commands 


03FB 


Jump instruction to the 


03FC 


routine that handles 


03FD 


nOD-maskabJc interrupt. 


03FE 


Interrupt Request vector 


03FF 





Table 3-1 Page three vectors used by 
Monitor 
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• Video buffers 

The text mode and low resolution graphics 
mode share the same display buffer- Page 
one is from $0400 - $07FF and page two is 
from $0800 - SOBFF. High resolution 
graphics page one uses $2000 - $3FFF and 
page two is from $4000 - $5FFF. If the 
display buffer is not used for display, it can 
be used by the user as program area, 

• Free RAM area ($6000 - $BFFF) 

The user's program can be freely placed in 
this RAM area, 



3-3.2 Hlgh^bank RAM memory (SDOOO • $FFFF) 

This RAM memory refers to address SDOOO 
- SFFFF, An additional 4K RAM is placed 
next to SDOOO - $DFFF as BANK 2. 

This high-bank RAM can be freely selected 
as read-only, write-only, read/write or 
inhibited totally* It should be noted that 
this high-bank RAM occupies the same 
address range as ROM. Moreover^ there are 
separate high-bank RAM areas for main and 
auxiliary RAM memory. 
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MAIN RAM AUXILIARY RAM 



$FFFF 



SFOOO 
SOFFF 

SDOOO 



ROM 




























BANKl 


BANK! 




BANK I 


BANKl 



Fig. 3-6 High bank RAM memory mappihg 
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High - Bank «AM Switches 



To control the operation of the high-bank 
RAM, the switches in tabic 3-2 can be used. 
When power is turned on or CTRL-RESET 
is pressed, the high-bank RAM will always 
be set to write-enabled and ROM set to read 
enabled. 



Operation 


Address 


Function 


R 


SC080 


Read high- 




(or 


bank RAM 




$C084) 


only; bank2 


R TWICE 


$C081 


Read ROM, 




(or 


write 




$C085) 


high-bank 
RAM; bank2 
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Operation 


Address 


Function 


R 


$C082 


Read ROM 




or 


only 




$C086) 




R twice 


$C083 


Read and 




(or 


write high- 




$C087) 


bank RAM; 
bank2 


E 


$C088 


Read high- 




(or 


bank RAM 




$C08C) 


only; bankl 


R TWICE 


SC089 


Read ROM. 




(or 


write high- 




$C08D) 


bank RAM; 
bankl 


R 


$C08A 


Read ROM 




(or 


only 




$C08E) 




R TWICE 


$C08B 


Read and 




(or 


write high- 




$C08F) 


bank RAM; 
bankl 


W 


$C008 


Off AUXZP; 




(AUXZP) 


use main 
high-bank, 
page & 
page 1 
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Operation 


Address 


Function 


W 


$C009 


On AUXZP; 




(AUXZP) 


use 

auxiliary 
high-bank, 
page & 
page 1 


R7 


SCO J 6 


If bit 7- 




(Read 


1 then 




AUXZP) 


auxiliary 
bank RAM 
is in use 

If bit 7-0 
then main 
bank RAM 
is in use. 



Table 3-2 RAM control hardware locations 
for Zero Page and high-bank 
(N.B, R = Rcad; W=writc ; R7=read 

bit 7 of the location) 

How the switches affect the high-bank 
memory are illustrated in Fig 3*7 to Fig 3- 

la 
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R? $C5ll R£AD BANk2: BlTI'mD 
R7 scon READ HRAMRD: BIT 7^1 
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Read status: 
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R7 scon READ BANK 2: BIT 7-0 
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ROM 
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HEAD STATUS: READ STATtTS: 
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Fig. 3-7 High bank and zero page memory. 

(a) Read high-bank RAM bank 1 memory 

(b) Read high-bank RAM bank 2 memory 



3-15 



MEMORY ORGANISATION 



W SCOOS AVXZP OFF 
ft $C©B* TWICE 

-| I 




^usMUiry HAM 



ACTrON: 

W SCD09 AUXZP ON 
R SC089 TV^'ICE 

»f>M Main RAM 

-^ r 







B^ttkt 


&uik2 








AyxMtar} RAM 










Blakl 


Bankl 












READ STATUS: READ STATUS; 

R7 SC016 READ AVKJ.f: BIT 7fc0 fi7 $C0I6 BEAD AlJXZp; BIT 7±=l 

R7 scon READ BANK2t BIT 7-0 H7 SCOU READ BANK2; BH 7-0 

H7 scon READ IIRAMRD, BfT ^^t-O (a) R? SCOU READ HRAMRD; BIT 7-0 



ACTION^ 

W SC008 AUXZP OFF 

R tCOSl TU'ICE 

ROM Mjln fiAM 

E — ~t r " 



5I»(»00 j 



1 




BfinkI 









Baitkl 


BinkZ 







ACTION; 

W SCOO^ AliXZP OS 

R SC081 TW(C:t 



Atitihir> RAM 

r — — T 



MOM 




I RAM Au!iUliiri< RAM 
1 (" ! 



$BOMO 







IVinU 


aiHki 







1 
1 




llAnkI 


<Hiak^, 



S11I}I>E> 



READ STATUS: 

R7 SCO 16 REAO AUXZP; B1T7-I> 
R7 $C0l f READ BANK2: EJT 7=1 
R7 SCOU READ HRAMRD; BJT 7-0 



(b) 



SO IFF 




soooy 





READ STATL1S3 

R7 SCOt« READ AUXZP; BIT 7^1 
R7 SCOU READ BANKa: BIT7-J 
R7 scon READ HRAMRD; BIT 73^0 



Fig. 3-8 High-bank and zero page memory. 



(a) Read ROM; write high-bank RAM bank 1 
memory 

(b) Read ROM; write high-bank RAM bank 2 
memory 
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ACTIONi 

W SCOOi AUXZTOWf 
OR R £C0S2 RtAD RDM; USE BANK2 
R $COBA READ ROM; V&E BANK I 



ACTION 

W SCD09 AUXZP ON 
OR R %Ci)n R£AI> ROM: I^SE BAKK2 
R SCOJA HEAD SOM! USE BANKl 



*FFFF 



ftOSt Main RAM 



SIMOQ 




AutcilLiri HAM 

■> J ' 1 







Bsall 


B.hkl 







SFfFF 



ft DM Mitn HAM 

I — T r 



Autlllify IIAKt 



$DODa 



Biini} 







ftanti 


BiMkl 







-I 



iUlFF 

SPaoa 



$4)1 FFf 



BEA:D STATUS: 

Rt SCOiS KEAD AUXZFjBtTT-fl 

R7 scon READ DANK2; BIT 7^t OR D 

RT SCOW READ KRAMRO; BIT ?*ll 



READ STATDSi 

R7 SC0i6 READ AUXZP; BIT 7.] 

R7 scon READ BANKl; BIT 7»l OR 
mi SC012 READ HRAMRD: BIT 7-D 



Fig. 3-9 High bank and zero page memory (Read 
ROM onJy) 



ACTION: 

W SC008 AUXEP OFF 

R SC08B TWICE 



ACTIOS: 

w scoos auxxfon 

ft SCOgB TWICE 



SFFFF 



HOM MolD RAM 

r [ f— 



sciooo 




AuitMijiry HAM 



ROM 
!- 1 



MjJn ItAM 







Bjnkt 


BBBkl 











Bili^l 


ftankJ 







AuxiJdBF} RAM 
1 r 1 



1 




& 


Binbl 



^ ^ 



S^IFF 




iODOU 





READ STATUS: 

R7 SC016 READ AUXZFt BIT 7^1) 
R7 $C*n RtADBANKl;BlT7-0 
»7 scon READ HRAMRD: BIT 7- 



(a) 



READ STATUS: 

R7 $CD16 READ ADXXP: BIT 7*^1 
R7 SCDll READ BANK2: BIT 7.0 
R7 5C011 READ HRAMRD; BtT 7- 
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ACTION: 

W SCOOB AUXZ.P OFF 

R SCOW TWICE 



«OM 




AusUUfy RAM 



ACTION1 

W %CQQ9 AV%X¥ OH 

R SCO S3 TWICE 



BOM 



$0000 



Rinki pBaL^li^ 


1 


1 

1 

1 
1 















»iukl 


B*Dkl 







Avuinary R4M 
T i T 



4 « 




READ STATUS: 

fif SC016 KEAD AUXZrj flIT 7-fl 
RT $t01i READ BANK2^ BIT 7-1 
RT SCOtl READ liPAMKD: BIT 7*] 



(b) 



«EAO STATUS! 

R7 SCO [6 READ AUXZP; BIT T-I 
a7 SCOU READ BANK^i BIT 7-1 
S7 $COn READ HRAMRD: BIT 7- 



Fig. 3-10 High bank memory: 

(a) Read and write high-bank RAM bank I memory 

(b) Read and write high-bank RAM bank2 memory 



Read 



Write 
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3.3.3 Low-bank RAM memory ($0000 - SBFFF) 



The low-bank RAM can be divided into 2 
parts according to bank control switches: 

• Zero page ($0000 - SOOFF) RAM and the 
stack ($0100 - $01FF) 

• RAM addresses from $0200 - SBFFF 



3.3.3.J Zero page RAM and the stack 

This part of RAM can be controlled by the 
AUXZP switch as the high-bank RAM 
range. When AUXZP soft-switch is turned 
on, the auxiliary RAM page zero and stack 
($0000 - $01FF) is read and write accessible. 
If AUXZP is off, the main RAM ($0000 - 
SOIFF) is read and write accessible. The 
function of the soft-switches can be found 
in Fig. 3-7 to 3-1 0. 

The user is advised to take care in using 
zero page because the 65C02 and system 
software use this area for storage of 
important parameters. 
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3,3J,2 



$0200 - $BFFF RAM memory 



The switches which affect the read and 
write operation on this memory bank are 
shown in Table 3-3, However, the display 
buffer memory of either graphics or text 
mode is also within the range of $0200 to 
SBFFF. The display buffer memory 

switches have higher priority over memory 
control switches in Table 3-3, i.C- when the 
display buffer memory switches arc 
effective, the ARAMRD and ARAMWR 
switches lose control over the display buffer 
memory. The display buffer memory will 
be discussed fully in the next section. 



Address 


Operation 


Function 


SC002 
$C003 

$C004 


W 
W 

w 


off ARAMRD; 
read main RAM , 
($0200-$BFFF) 

on ARAMRD; 
read auxiliary 
RAM ($0200- 
$BFFF) 

off ARAMWR; 
write main RAM 
($0200-$BFFF) 
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Address 


Operation 


Function 


$C005 


W 


on ARAMWR; 
write auxiliary 

RAM ($0200 - 
SBFFF) 


SCO 13 


R7 


read ARAMRD 
status: If bit 7=1; 
read auxiliary 
RAM 

If bit 7=0; read 
main RAM 


SCO 14 


R7 


read ARAMWR 
Status: If bit 7=1; 
write auxiliary 
RAM 

If bit 7=0; write 
main RAM, 



Table 3-3 $0200-$BFFF RAM bank 
switches 

The ARAMRD and ARAMWR switches 
affect the READ / WRITE status of the 
S0200-$BFFF bank of RAM, These two 
switches operate independently. E.g, we can 
set main-RAM-read and auxiliary-RAM- 
write. 
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(a) 

Main RAM Auxiliary RAM 

JBFFF f^ 



$0200 





Operation: 

W SCOOO ; off INHPAGE2 

W $C002 ; read main RAM 

W $C005 ; write auxiliary RAM 

Read Status: 

R7 $C0I8 ; read INHPAGE2 bit 7=0 
R7 $C0I3 ; read ARAMRD bit 7=0 
R7 $C014 ; read ARAMWR bit 7=1 
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(b) 



SBFFF 



Main RAM Auxiliary RAM 



$0200 





Operation: 

W $C000 ; INHPAGE2 off 

W $C003 ; read auxiliary RAM 
W $C004 ; write main RAM 

Read Status: 

R7 SCO 18 ; read TNHPAGE2 bit 7=0 
R7 $C013 ; read ARAMRD bit 7=1 
R7 $C014 ; read ARAMWR bit 7=0 
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(c) 



SBFFF 



Main RAM Auxiliary RAM 



11 



$0200 



Operation: 

W SCOOO ; 1NHPAGE2 off 
W $C002 ; read main RAM 
W $C004 ; write main RAM 

Read Status: 

R7 SCO 18 ; read INHPAGE2 bit 7=0 
R7 $C013 ; read ARAMRD bit 7=0 
R7 SCO 14 ; read ARAMWR bit 7=0 
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(d) 



JBFFF 



Main RAM Auxiliary RAM 



$0200 




Operation: 

W SCOOO ; INHPAGE2 off 

W $C003 ; read auxiliary RAM 

W $C005 ; write auxiliary RAM 

Read Status: 

R7 $C018 ; read DOUBLE bit 7=0 
R7 $C013 ; read ARAMRD bit 7=J 
R7 $C014 ; read ARAMWR bit 7<=1 



Fig 3-11 $0200-$BFFF Bank RAM 

a) Read main RAM, write auxiliary RAM 

b) Read auxiliary RAM, write main RAM 

c) Read and write main RAM 

d) Read and write auxiliary RAM 



Read 
RAM 



Write 
RAM 
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3-3-3,3 Display buffer memory 

Fig. 3-12 illustrates the memory range 
covered by display buffer memory. 





MAIN RAM 


At 


JXILIARY 


RAM 












$5FFF 

$4000 


PAGE2 


* * 

* * 


PAGE2 


* 


HIGH RESOLUTION 
GRAPHICS PAGE 


$2000 


PACEl 


FAGEl 








i i 
J 1 




$OBFF 
S0800 


PAGF2 


PAGE2 


TEXT OR 


£0400 


PAGEl 


PAGEl 


LOW RESOLUTION 
GRAPHICS PAGE 



Fig. 3-12 Display buffer memory mapping 



Since the display buffer memory overlaps 
with part of the low bank RAM, when the 
display buffer memory soft-switches are 
active, ARAMRD and ARAMWR will have 
no effect on these memory areas. 
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The switches affecting the display buffer 
memory are shown in Table 3-4. 



Address 


Operation 


Function 


$cooo 


W 


off INHPAGE2; 
ARAMRD and 
ARAMWR control 
the display 
memory 


$C001 


w 


on INHPAGE2; 
DPAGE2 and 

HGR control the 
display memory 


$C054 


R/W 


off DPAGE2; 
refer to Fig. 3-13 


$C055 

1 


R/W 

1 


on DPAGE2; 
refer to Fig. 3-13 


SCO 5 6 


R/W 


off HGR: turns 
off high 

resolution 
graphics; refer to 
Fig. 3-13 
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Address 


Operation 


Function 


$C057 


R/W 


on HGR; turns on 
high resolution 
graphics refer to 
Fig. 3-13 


SCO 18 


R7 


Read INHPAGE2 

status: 

If bit 7 = I; 

1NHPAGE2 on 

If bit 7 = 0; 

INHPAGE2 off 


SCOIC 


R7 


Read DPAGE2 

status: 

If bit 7=1; 

DPAGE2 on 

If bit 7 = 0; 

DPAGE2 off 


SCO ID 


R7 


Read HGR status: 
If bit 7=1; 
HGR on 
If bit 7 = 0; 






HGR off 



Table 3-4 Display buffer memory switches 
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In Fig. 3-J3 the operational relation between 
INHPAGE2, DPAGE2 and HGR is shown. 
It should be noted that when INHPAGE2 is 
off, ARAMRD and ARAMWR control the 
reading or writing of the RAM. The 
DPAGE2 switch only affects the display. 
The relation between DPAGE2 and display 
memory is shown in Fig. 3-J4. 



MAIN RAM AUXILIARY RAM 





$5FFF 

$4000 
$3FFF 

$2000 

SOBFF 

$0800 

$07FF 

$0400 



Operation: 

W $C001;on INHPAGE 2 
W $C054; off DPAGE2 
W $C056; off HGR 

Read status: 

R7 $C0]8; Read INHPAGE2; bit 7=1 
R7 $C01C; Read DPAGE2; bit 7=0 
R7 $COID; Read HGR; bit 7=0 

(a) INHPAGE2 on HGR off and DPAGE2 
off 
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MAIN RAM AUXILIARY RAM 



S5FFF 

S4000 
$3FFF 

$2000 

$OBFF 

sosoo 

$07FF 
$0400 





Operation: 

W SCOOl; on INHPAGE2 
W $C053; on DPAGE2 
W $C056; off HGR 

Read status: 

R7 $C0I8; Read INHPAGE2; bit 7=1 
R7 SCOIC; Read DPAGE2; bit 7=1 
R7 $COID; Read HGR; bit 7=0 



(b) 1NHPAGE2 
DPAGE2 on 



on, HGR off and 
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MAIN RAM AUXILIARY RAM 



J5FFF 

$4000 
S3FFF 

S2000 

SOBFF 

S0800 
S07FF 
$0400 





Operation: 

W $C001; on INHPAGE2 
W $C054; off DPAGE2 
W $C057; on HGR 

Read status: 

R7 SCO IS; Read INHPAGE2; bit 7=1 
R7 $C01C; Read DPAGE2; bit 7=0 
R7 $cgiD; Read HGR; bit 7=1 

(c) INHPAGE2 on, HGR on and DPAGE2 
off. 
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MAIN RAM AUXILIARY RAM 



SSFFF 

$4000 
$3FFF 

$2000 

SOBFF 

$0800 
$07FF 

$0400 





Operation; 

W $C00I; on INHPAGE2 
W $C055; on DPAGE2 
W $C057; on HGR 

Read status: 

R7 $C018; Read INHPAGE2; bit 7=1 
R7 $C0IC; Read DPAGE2; bit 7=1 
R7 $C01D; Read HGR; bit 7=1 

^^^ RAM read and write 

(d) INHPAGE2 on, HGR on and DPAGE2 
on. 

Fig. 3-13 Display buffer switching 

* When INHPAGE2 is off, ARAMRD and 
ARAMWR will control which bank of 
RAM to be read or written. 
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MAIN RAM AUXILIARY RAM 



$5FFF 

$4000 
$3FFF 

$2000 

$OBFF 

$0S00 

$07FF 

$0400 



Operation: 

R/W $C054; off DPAGE2 

R/W $C056; off HGR 

(a) INHPAGE2 off, HGR off and 
DPAGE2 off. 
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M 


AIN RA^ 


4 AUXI 


LIARY I 


I AM 






$5FFF 

$4000 










$3FFF 

$2000 
















H 


$0BFF 




























$0800 






$07FF 
$0400 








Operation: 
R/W $C05 
R/W $C05< 


5; on DPAGE2 
5; off HGR 







(b) INHPAGE2 off. HGR off and 
DPAGE2 on. 
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MAIN RAM AUXILIARY RAM 



$5FFF 

$4000 
$3FFF 

$2000 

$OBFF 

sosoo 

$07FF 
$0400 



Operation: 

R/W $C054; off DPAGE2 
R/W $C057; on HGR 
R/W $C050; off TEXT 



(c) INHPAGE2 
DPAGE2 off. 



off, HGR 



on 



and 
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MAIN RAM AUXILIARY RAM 



$5FFF 

S4000 
$3FFF 

$2000 

$OBFF 

$0800 
$07FF 

$0400 




Operation: 

R/W $C055; on DPAGE2 
R/W $C057; on HGR 
R/W $C050; off TEXT 



i memory to be displayed on screen 



Fig. 3-14 Selection of video display buffer 



When in double resolution modes, display 
buffer ($0400-$07FF or $2000-$3FFF) of 
auxiliary RAM will display simultaneously 
with display buffer ($0400-$07FF or $2000- 
$3FFF) of main RAM. The setting of 
DPAGE2 will lose control in these modes. 
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$4 



Hardware page ($C000 - COFF) 



There is no physical RAM or ROM in this 
page. This page is important to the 
operation of the system because all the soft- 
switches and their status bits arc in this 
page. The operation of these soft-switches 
can be found in details in various chapters 
of this manual. 



Location 


Operation 


Description 


COOX 


R 


BIT 7=KEY 
STROBE; BIT 0-6 
KEYBOARD 
DATA 


COOO 


W 


OFF INHPAGE2 


COOl 


W 


ON mHPAGE2 


C002 


w 


OFF ARAMRD 


C003 


w 


ON ARAMRD 


C004 


w 


OFF ARAMWR 


C005 


w 


ON ARAMWR 


C006 


w 


OFF INTIOROM 


C007 


w 


ON INTTOROM 


C008 


w 


OFF AUXZP 
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Location 


Operation 


Description 


'C009 


W 


ON AUXZP 


COOA 


w 


OFF 80ROM 


iCOOB 


w 


ON 80ROM 


COOC 


w 


OFF DBLRES 


GOOD 


w i 


ON DBLRES 


COOE 


w 


OFF CHARSET2 


COOF 


w 


ON CHARSET2 


COIX 


w 


RESET KEY 
STROBE 


COIO 


R 


BIT 7=1; A KEY 
IS BEING 
PRESSED 


con 


R 


' BIT 7=1; BANK2 

ON 


C012 


1 R 


BIT 7=1; 
HRAMRD ON 


cou 


R 


1 BIT 7=1; 

, ARAMRD ON 


C014 


R 


BIT 7=1; 
ARAMWR ON 
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Location 


Operation 


Description 


C015 


R 


BIT 7=1; 
INTIOROM ON 


C016 


R 


BIT 7=1; AUXZP 
ON 


C017 


R 


BIT 7=1; 80ROM 
ON 


I C018 


R 


BIT 7=1; 
INHPAGE2 ON 


C019 


R 


BIT 7=1; 
VERTICAL 
1 BLANKING 
NOT ACTIVE 


COIA 


R 


BIT 7=1; TEXT 
ON 


COIB 


R 


BIT 7=1; MIX 
ON 


COIC 


R 


BIT 7=1; 
DPAGE2 ON 


COID 


R 


BIT 7=1; HGR 
ON 


COIE 


R 


BIT 7=1; 
CHARSET2 ON 
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Locatioo 


Operation 


Description 


COIF 


R 


BIT 7=1; 
DBLRES ON 


C02X 


R/W 


RESERVED 


C03X 


R/W 


TOGGLE 

SPEAKER 

OUTPUT 


C04X 


R/W 


RESERVED 


C050 


R/W 


OFF TEXT 


C051 


R/W 


ON TEXT 


C052 


R/W 


OFF MIX 


COS 3 


R/W 


ON MIX 


i C054 


R/W 


OFF DPAGE2 


C055 


R/W 


ON DPAGE2 


1 C056 


R/W 


OFF HGR 


C057 


R/W 


ON HGR 


C058- 


R/W 


RESERVED 


C05D 






COSE 


R/W 


OFF 
INHDRGR 
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Location 


Operation 


Description 


C05F 


R/W 


ON INHDRGR 


C06X 


W 


RESERVED 


C060 


R 


BIT 7=1; 40/80 
SWITCH TO 40 
POSITION 


C061 


R 


READ SWITCH 
INPUT OR @ 


C062 


R 


READ SWITCH 
INPUT 1 OR Q 


C063 


R 


READ MOUSE 
BUTTON 


CQ64 


R 


READ TIMER 


C065 


R 


READ TIMER 1 


C066 


R 


READ MOUSE 
XDIR 


C067 


R 


READ MOUSE 
YDIR 


C068- 


R 


RESERVED 


C06F 
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Location 


Operation 


Description 


C07X 


R/W 


RESET 
VERTICAL 
BLANKING 
INTERRUPT 
AND JOYSTICK 
PORT TIMERS 


C080- 


W 


RESERVED 


C08F 






C080 


R 


READ HIGH 
BANK 2 RAM 


C081 


R TWICE 


READ ROM ' 
AND WRITE 
HIGH BANK 2 
RAM 


C082 


R 


READ ROM 


C083 


R TWICE 


READ AND 
WRITE HIGH 
BANK 2 RAM 


C084- 


R 


REPEAT C080- 


C087 




C083 
FUNCTION 


C088 


R 


READ HIGH 
BANK 1 RAM 
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Location 


Operation 


Description 


C089 


R TWICE 


READ ROM 
AND WRITE 
HIGH BANK 1 
RAM 


CORA 


R 


READ ROM 


C08B 


R TWICE 


READ AND 
WRITE HIGH 
BANK i RAM 


C08C- 


R 


REPEAT C088- 


C08F 




C08B 
FUNCTION 


C090- 


R/W 


RESERVED 


C097 






C098 


R/W 


ACIAI 

RECEIVE/ 

TRANSMIT 

DATA 

REGISTER 


C099 


R/W 


ACIAl STATUS 
REGISTER 


C09A 


R/W 


ACIAI 

COMMAND 

REGISTER 
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Location 


Operation 


Description 


C09B 


R/W 


ACIAI 

CONTROL 

REGISTER 


C09C- 


R/W 


RESERVED 


C09F 






COAO- 


R/W 


RESERVED 


C0A7 






C0A8 


R/W 


ACIA2 

RECEIVE/ 

TRANSMIT 

DATA 

REGISTER 


C0A9 


R/W 


ACIA2 STATUS 
REGISTER 


COAA 


R/W 


ACIA2 

COMMAND 

REGISTER 


COAB 


R/W 


ACIA2 

CONTROL 

REGISTER 


COAC- 


R/W 


RESERVED 


COAF 






COBX 


R/W 


RESERVED 
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Location 


Operation 


Description 


COCO- 


R 


RESERVED 


C0C7 






COCO 


W 


ON MOUSE X- 
DIR RISING- 
EDGE 
INTERRUPT 


COCl 


W 


ON MOUSE X- 
DIR FALLING- 
EDGE 
INTERRUPT 


C0C2 


w 


ON MOUSE Y- 
DIR RISING- 
EDGE 
INTERRUPT 


C0C3 


w 


ON MOUSE Y- 
DIR FALLING- 
EDGE 
INTERRUPT 


C0C4 


w 


OFF MOUSE 
INTERRUPT 
SOURCE 


I 

C0C5 


w 


ON MOUSE 

INTERRUPT 

SOURCE 
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Location 


Operation 


Description 


C0C6 


W 


OFF VERTICAL 

BLANKING 

INTERRUPT 


C0C7 


W 


ON VERTICAL 

BLANKING 

INTERRUPT 


C0C8- 


W 


RESERVED 


COCE 






C0C8 


R 


BIT 7=1/0; ' 
MOUSE X-DIR 
FALLING/ 
RISING EDGE 
INTERRUPT 
SELECTED 


C0C9 


R 


BIT 7=1/0; 
MOUSE Y-DIR 
FALLING/ 
RISING EDGE 
INTERRUPT 
SELECTED 


COCA 


R 


BIT 7=1; MOUSE 

INTERRUPT 

ENABLED 
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Location 


Operation 


Description 


COCB 


R 


BIT 7=1; 

VERTICAL 

BLANKING 

INTERRUPT 

ENABLED 


COCC 


R 


BIT 7=1; MOUSE 
X-DIR 

INTERRUPT 
OCCURRED 


COCD 


R 


BIT 7=1; MOUSE 
Y-DIR 

INTERRUPT 
OCCURRED 


COCF 


R 


RESERVED 


COCF 


W 


RESET MOUSE 
INTERRUPT 


CODO- 


R/W 


RESERVED FOR 


C0D3 




EXPANSION 


' 


" 


RAM 
CONTROL 


C0D4- 


R/W 


RESERVED 


CODF 
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Location 


Operation 


Description 


COEX 


R/W 


RESERVED FOR 
FLOPPY DISK 
DRIVE 
CONTROL 


COFX 


R/W 


RESERVED 



NOTE 1: Read SCOIO to $C01F will read 
the keyboard code (bit 0-bit 6) 
and reading SCO 10 resets 
KEYSTROBE too. 

NOTE 2: $C081, SC083, $C089 and $C08B 
have to be read twice to 
achieve the described function 
in the table* 



Table 3-5 Hardware page locations^ 
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KEYBOARD AND SPEAKER 

Among the various I/O devices for the 
computer, the keyboard, speaker and video 
display are most commonly used. In this 
chapter^ we will focus on the keyboard and 
the speaker, while the video display will be 
discussed in the next chapter. 



4,1 Keyboard 

The keyboard of the computer has a 
typewriter layout, a numeric keypad and 
ten function keys. The specifications of the 
keyboard are listed in Table 4-1. 

Number of keys i 90 

Encoding format : ASCII 

of charsicter 

Special k«ys : 10 function keys, [aI 

[control [ - [reset I 

Cuwor Jteyi : B B H] Ul 

Feature* : Auto -repeat 

Table 4-1 Keyboard specifications 

The computer keyboard layout can be 
changed by the keyboard switch on the back 
paneL Keyboard layout is selectable between 
standard U.S.A. and aiternate Dvorak layout 
using the STD/ALT KBD switch on the 
back panel of the computer, 
(NOTE; some versions do not have the 
keyboard switch and only standard U.S.A. 
layout is available). 
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POWER ON 
CAPS LOCK 
DRIVE 1 



COLOR/MONO 

PARALLEL/SERIAL 
40/80 



I 

■H □□□□□□□□□H B i a D D D 



1 f ] 4 1 ■ r 1 ||i d - > 
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CONTROL KEY 
RESET BUTTON 



Fig, 4-J Keyboard switches and indicator 
lights. 
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Fig. 4-2 (a) Keyboard switch set to STD 
(The USA standard keyboard) 
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Fig. 4-2 (b) Keyboard switch is set to ALT 
(The simplified keyboard) 



There are 3 indicator lights on the front 
panel. They are 

a) POWER - when power is turned on^ 
the light will be on 

b) DISK - when the built-in drive is 
accessed, this light will glow. 

c) CAPSLOCK - when this light glows, it 
indicates that the keyboard is in 
capslock mode, that is all letter keys 
will produce capital letters on the 
screen irrespective of the position of 
the shift keys. 

The keyboard will generate ASCII code 
when any one key of the keyboard is 
pressed. The keys to generate ASCII codes 
arc tabulated in Table 4-2. 



Table 4-2 Keys & the ASCII codes 
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KEY 



NORMAL CHAR CTRL CHA» SHIFT CHAR BOTH CHAR 



IDELETE) 


7F 


DEL 


7r 


DEL 


7F 


DEL 


7r 


DEL 


1 — 1 


08 


BS 


OB 


BS 


OS 


BS 


OS 


BS 


TABI 


09 


HT 


09 


HT 


09 


HT 


09 


HT 


* 


OA 


LF 


OA 


LF 


OA 


LF 


OA 


LF 


♦ 


OB 


VT 


OB 


VT 


OB 


VT 


OB 


VT 


RE' TIBNI 


1 00 


CR 


OD 


CB 


OD 


CR 


OD 


Ci( 


1—1 


IS 


NAK 


15 


NAK 


IS 


NAK 


15 


NAK 


ifisei 


IB 


ESC 


IB 


ESC 


IB 


ESC 


IB 


ESC 


[SPACEi 


20 


SP 


30 


SF 


20 


SP 


20 


SP 


» * 


17 




17 


^ 


22 


" 


21 


M 


f < 


IC 




2C 


i 


3C 


* 


3C 


< 


- 


2D 




IF 


US 


5F 




IF 


US 


< > 


2E 




2£ 


• 


3E 


> 


3E 


> 


/ ? 


2F 




IF 


/ 


3F 


7 


3F 


T 


) 


30 




30 





29 


> 


29 


) 


I T 


31 




31 


1 


11 


! 


21 


t 


1 # 


31 




00 


NUL 


40 


@ 


00 


^fUL 


3 # 


33 




3^ 


3 


23 


# 


23 


# 


4 $ 


34 




34 


4 


24 


S 


24 


$ 


5 % 


3S 




3S 


5 


25 


% 


15 


% 


6 ^ 


H 




IE 


RS 


SE 


^ 


IE 


RS 


7 & 


37 




37 


7 


26 


&. 


26 


^ 


8 ■ 


38 




39 


8 


2A 


% 


2A 


« 


9 < 


39 




39 


9 


2S 


i 


28 


( 


f ' 


3B 




3B 


1 


3A 


I 


3A 


; 


k + 


3D 




3D 


= 


2B 


+ 


2B 


■I- 


I t 


5B 




IB 


ESC 


7B 


( 


IE 


ESC 


\ 1 


5C 




IC 


FS 


7C 


1 


IC 


FS 


1 1 


5D 




ID 


GS 


7D 


} 


ID 


GS 


• ^^ 


60 




60 


* 


7E 


.^ 


7E 


- 


A 


€l 




01 


SOH 


41 


A 


01 


SOH 


fi 


62 




o: 


STX 


42 


B 


02 


STX 


C 


63 




03 


ETX 


43 


C 


03 


ETX 


D 


64 




04 


EOT 


44 


D 


04 


EOT 


£ 


6S 




05 


ENQ 


45 


E 


05 


ENQ 


F 


€^ 




06 


ACK 


46 


F 


06 


ACK 


G 


67 




07 


BEL 


47 


G 


07 


BEL 


H 


6B 




08 


BS 


4» 


H 


OS 


BS 


I 


69 




09 


HT 


49 


1 


09 


IIT 


J 


6A 




OA 


LF 


4A 


J 


OA 


LF 


K 


6B 




OB 


VT 


4B 


K 


OB 


VT 
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KEY 



NORMAL CHAR CTRL CHAR SHIFT CHAR BOTH CHAR 



I. 


«: 




OC 


FF 


4C 


L 


OC 


FF 


M 


60 




OD 


CR 


4D 


M 


OD 


CR 


N 


6E 




OE 


SO 


4E 


N 


OE 


SO 





6f 




OF 


SI 


4F 


O 


OF 


SI 


P 


70 




10 


OLE 


50 


P 


10 


DLE 


Q 


71 




11 


DCl 


51 


Q 


n 


DCl 


R 


73 




n 


DC2 


52 


R 


12 


DCI 


S 


73 




13 


DC3 


53 


s 


13 


DC3 


T 


74 




14 


DC4 


54 


T 


14 


DC4 


U 


75 




15 


NAK 


55 


U 


15 


NAK 


V 


76 




16 


SVN 


56 


V 


16 


SYN 


W 


77 




17 


ETB 


57 


w 


17 


ETB 


X 


78 




18 


CAN 


58 


X 


18 


CAN 


Y 


79 




19 


EM 


59 


Y 


19 


EM 


2 


7A 




lA 


SOB 


5A 


Z 


lA 


SUB 





n 




10 





30 





30 





t 


31 




31 


1 


3J 


1 


31 


1 


2 


32 




32 


2 


32 


2 


32 


2 


3 


3J 




33 


3 


33 


3 


33 


3 


4 


34 




34 


4 


34 


4 


34 


4 


5 


35 




3S 


5 


1$ 


S 


35 


5 


6 


36 




36 


6 


36 


6 


36 


6 


7 


37 




37 


7 


37 


7 


37 


7 


8 


38 




38 


S 


38 


8 


38 


8 


9 


39 
IE 




39 
2E 


9 


19 

IE 


9 


39 
2E 


9 


+ 


IB 




2B 


♦ 


2B 


+ 


2B 


+ 


- 


10 




2D 


- 


ID 


- 


2I> 


- 


* 


lA 




3A 


■ 


2A 


• 


2A 


• 


/ 


2F 




2F 


/ 


t¥ 


/ 


2F 


/ 


IPAUSEI 


13 


DC3 


13 


DC3 


11 


DC3 


13 


DC3 


IBREAKI 


03 


ETX 


03 


ETX 


03 


ETX 


03 


ETX 


irarrai 


OD 


CR 


OD 


CR 


OD 


CR 


OD 


CR 


om 


00 


NIJL 





NUL 





NUL 





NUL 


\m 


OE 


SOH 


1 


SOH 


1 


SOH 


1 


SOH 


mj 


02 


STX 


2 


STX 


I 


STX 


2 


STX 


r^n 


03 


ETX 


3 


ETX 


3 


ETX 


3 


ETX 


an 


04 


EOT 


4 


EOT 


4 


EOT 


4 


EOT 


|F6| 


OS 


ENQ 


5 


EPMQ 


5 


ENQ 


5 


ENQ 


[fTj 


06 


ACK 


6 


ACK 


6 


ACK 


6 


ACK 


[FTl 


07 


BEL 


7 


BEL 


7 


BEL 


7 


BEL 


fF^n 


oc 


FF 


OC 


FF 


OC 


FF 


OC 


FF 


i^ifti 


ts 


CAN 


18 


CAN 


fS 


CAN 


18 


CAN 
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Accessing the keyboard 



The keyboard input status and the ASCII 
keycode caa be accessed by reading the 
hardware locations in Table 4-3, 



Address 


Operation 

__ . 


Fuuction 


SCOOX 


R7 


Bit 7=1; a 
key has 
been pressed 
Bit 7=0; no key 
has ever been 
pressed 

Bit 0-6 
ASCII code 
of the pressed 
key 


SCO 10 


R7 


Bit 7=1; Any 

key is being 
pressed down 

Bit 7=0; No 
key is 






being 

pressed 

down 


SCO IX 


R 


Bit 0-6; ASCII 
code of the 
pressing key 
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Address 


operation 


Function 


SCO 10 


R/W 


reset the 
keyboard strobe 
latch 


SCO IX 


W 


reset the 
keyboard strobe 
latch. 



Table 4-3 keyboard hardware locations 



When any key is pressed, the keyboard 
strobe latch is set to 1. This keyboard 
strobe status can be read at bit 7 of location 
SCOOX. At the same time, the ASCII code 
of that key is also contained in bit 0-6, 
Reading SCO IX can also read the ASCII 
code, but it will reset the keyboard strobe 
status- To check if any key is being pressed 
down, the location SCOIO can be read but it 
will reset the keyboard strobe status at the 
same time. Usually we can check SCOOX 
first to sec if any key has been pressed 
before, then we can read the ASCII code by 
reading SCOiX- Fig. 4-3 illustrates this 
event. 
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Keyboard fl 
ttr«bf -J L 



Any key 
iCowii 



ILJL 



Keyboard 
*trobe r 

Ulch I 



Pressing the key continuously 
generates repetitive ttrobes 



Reset by reading $C01X 

— Release key 

- Set by keyboard strobe 



Fig. 4*3 Timing of pressing a key on the 
keyboard 

The keyboard encoding IC has an auto- 
repeat function. If a key is constantly held 
down, then that key will be generated 
automatically at a fixed rate. 
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There are some keys which do not generate 
any ASCII code* These keys affects the 
system immediately. 



a) 



CTRL 


- 


RESET 



Pressing these two keys simultaneously will 
reset the microcomputer system. 



4-8 



KEYBOARD AND SPEAKER 



b) S . H 



The status of these two keys can be read 
from locations $C061 and $C062 
respectively* These two keys can be used as 
game control keys. 



c) 



CAPS 
LOCK. 



This is a toggling switch. When upper-case 
letters are activated, the CAPS LOCK 
indication light will glow. 

d) 40 / 80 switch 

80 column text mode can be turned on only 
when the 40 / 80 switch is set to 80 position. 



Address 


Operation 


Function 


$C060 


R7 


BIT 7=1; 40/80 
switch set to 40 
position 

BIT 7=0; 40/80 
switch set to 80 
position 


$C061 


R7 


BIT 7=l;[ilprcsscd 


$C062 


R7 


BIT 7=l;Bpresscd 



Table 4-4 Special keys and switch location 
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Speaker 



Address 


Operation 


Function 


$C03X 


R 


Speaker toggles 
when this is 

accessed 



Table 4-5 Sound control hardware location 



A speaker is built-in. Sound of different 
tones will be generated depending on the 
rate SC03X is being accessed. The loudness 
of the speaker can be adjusted by the 
volume control The user can also use the 
ear-phone jack if he docsn*t want to use the 
internal speaker* 
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THE VIDEO DISPLAY 



THE VIDEO DISPLAY 

Besides conventional text display, the 
computer is also capable of displaying high- 
resolution color graphics. The following is 
a brief summary of the features of the 
video display: 

• 40-colomn x 24-row text 

• 80-column x 24-row text 

• 40H X 24V, 16-CQlor low-resolution 
graphics 

• 80H X 24 V, 16-coIor doubte-Iow- 
resolution graphics 

• 280H X I92V, 6-coIor high-resolution 
graphics 

• 560H X 192V, 16-coIor double-high- 
resolution graphics 

• Mixed text/graphics display 

• Secondary display page 

The video display is controlled by a number 
of "software-switches" resided in the 
hardware page described in chapter 3. 
Table 5-1 lists the locations and functions 
of the various video display control 
switches while Table 5-2 and 5-3 shows the 
switch settings for selecting the various 
video display modes and display pages. 
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Addf^ss 


Operalloo 


SwUch 


StiiU 


Function 


scooo 


W 


1NHPAGE2 


off 


Enable display 
page 2 


SC001 


W 


INHPAGE2 


on 


Inhibit display 
page 2 


seme 


W 


DBLRES 


off 


Select normal 
resolution 


SCOOD 


w 


DBLRES 


on 


Sekci double 
resolution 


SCOOE 


w 


CHARSET2 


off 


Select character 


SCOOF 


w 


CHARSET2 


on 


Select character 
set 2 


SC050 


Ryw 


TEXT 


off 


Select graphics 
modes 


SC051 


1 R/W 


TEXT 


on 


Select rest modes 


SC052 


R/W 


MIX 


off 


Select non-mixed 
graphics 


scQsy 


R/W 


MIX 


on 


Select mixed text/ 
graphics 


$C054 


R/W 


DPAGE2 


off 


Select display 
page 1 


SC055 


R/W 


DPAGE2 


on 


Select display 
page 2 


$C056 


R/W 


HGR 


off 


Select low- 
resolution graphics 


SC057 


R/W 


HGR 


on 


Select high- 
resolution graphics 


SCOSE 


R/W 


INHDRGR 


off 


enable double- 
resolution graphics 


SCOSF 


R/W 


INHDRGR 


on 


Inhibit double- 
resolution graphics 



Tabic 5*1 Video display control switches 
I/O locations 
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Display tnode 


Control iv^ilch letting, 


DBLRtS 


TEXT 


MIX 


HGK 


IMIDRCR 


413-column icjtt 


off 


on 


- 


- 


- 


SO'Co^tiinii tett 


on 


on 


- 


- 


- 


LOW>res graphjcii 


off 


off 


off 


off 


- 




- 


off 


off 


off 


on 


Dbl-low-rcs graphics 


on 


off 


off 1 


off 


off 


li]-re» grit p hies 


off 


off 


off 


on 


- 




- 


off 


off 


on 


on 


Dbl'hi-res graphics 


on 


off 


off 


1 on 


Off 


Low- re 5/40 -column text 


off 


off 


on 


off 


- 


Low-rcs/8Q-column testi 


on 


off 


on 


off 


on 


DbMow-r«/80-€olumn. tcjtt 


on 


off 


on 


off 


off 


Hi'rcs/40- column text 


off 


off 


on 


on 


- 


H i - res/ SO -co I u m ti text 


on 


0fr 


on 


on. 


on 


Dbl-hi-rca/80-column text 


on 


off 


on 


on 


1 off 



Table 5-2 Selection of video display mode 



Display page 


Control switch setting 


DPAGE2 


INHPAGE2 


1 
2 


off 

on 


on 

off 



Table 5-3 Selection of display page 
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The video display of the computer is 
memory-mapped, i.e. part of the system 
main memory is reserved for video display 
purposes. Each of the video memory 
locations is "mapped" to a particular 
drawing position on the screen. Depending 
on the video display mode, the resolution 
and color of the display, memory 
requirement, memory mapping and 
interpretation of video memory data may be 
different. These will be described in detail 
in the following sections. 



5.1 Text modes 



Text modes are selected by turning the 
"TEXT"* switch on. In both the 40-column 
and 80"Column text mode, the screen can 
display 24 rows of text. Each of the 
characters occupies a 7H x 8V dot-matrix on 
the screen. Except for some special 
characters, most of the characters are 
actually made up of a 5H x 7V dot-matrix, 
leaving a blank dot column at both sides 
and a blank dot row at the bottom of the 
character. Figure 5-1 shows the dot-matrix 
of the character ^'C^ 
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' 



Fig. 5-1 Dot-matrix of character "C* 
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Character sets 



The characters that caa be displayed in the 
text modes include: 

• Uppercase and lowercase letters 

• Numerals 

• Punctuation marks 

• Special characters 

An unique 8-bit character code is assigned 
to each of the displayable characters. The 
low-order six bits are simply the ASCII code 
for the character while the two high-order 
bits select one of three character display 
formats: 

• Normal (white character on a black 
background) 

• Inverse (black character on a white 
background) 

• Flashing (atternating between normal and 
inverse format) 
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The computer has two character sets 
selected by the XHARSET2" switch. 

Whea "CHARSEXr switch is off, the 
primary character set is displayed. 
Uppercase letters, numerals and punctuation 
marks can be displayed in all three formats 
while lowercase letters and some special 
characters can only be displayed in normal 
format- The primary character set and the 
corresponding character codes arc shown in 
Table 5-4. 





l«*vefl£E 


FiASHJWG 


NOfllWAL J 




m 


tia in 


S3ft 


S4« 


S^ ^t 


i?t 


tm 


S9ft 


iAil 


sad sen 


SUA 


S£:o 


SF^ 


'*f 


IJI! 


p 




& 






Bl 


P 






p 






^^it 


A 


Q 1 




A 


! 




A 


Q 













^n 


8 


f* 




9 






i 


n 






R 






-« 


C 


5 




C 


s • 




c 


s 






s 






-u 


Q 


T $ 







T » 







1 






T 






*S6 


E 


U It 




E 


U % 




E 


If 






U 






*i6 


F 


V K 




f 


V * 




F 


V 






V 






^%J 


G 


w f 







w J 




G 


* 






w 






.«a 


H 


X i 




N 


X 1 




H 


K 






?( 






r$S 


1 


y ] 




1 


¥ > 




1 


V 






Y 






V$A 


J 


^ 




J 


z 




4 


« 






2 






♦S8 


K 


t 




K 


\ '* 




H^ 


t 


f; 




1 






'iC 


L 


\ . 




L 


\ « 




t 


N 






\ 




1 


*iO 


W 


I 


- 


Nl 


1 - 




M 


1 


- 


« 


1 


iTi 




t*E 


H 


A 




►) 






M 


A 




■> '^ 


^ 


n 


_ 1 


**F 





- 


> 





f 




o 


- 


,1 





- 


D 


1 



Tabic 5-4 Primary character set 
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When "CHARSET2*' switch is on, the 
secondary character set is displayed. 
Flashing format is not available for this 
character set but lowercase letters can now 
be displayed in inverse format. Moreover, 
some special characters (called mouse 
characters) can be displayed. Table 5-5 
shows the secondary character set and the 
corresponding character codes. 





1 IV VERSE 


MO^SE 


INVERSE 


NDflMAL ] 




i«e 


Sli S?fl 


%n 


UZ i6« 


$e4 |7(* 


$a» 


tm 


IA« 


HB* K« 


|t>8 


$E* 


(i"? 


•« 


fe 


P 


a 


• * 


P 


9 


? 




t ^ 


P 






**1 


A 





1 


A 4;. 


i q 


A 


Q 




\ A 


Q 






*t2 


a 


H 




^ ? 


& r 


a 


f1 




Z B 


fl 






+t3 


c 


5 t 




C I 


c 


S 




J c 


s 






*U 





T $ 




y L 


£5 f 


p 


r 




4 E> 


T 






4^ 


t 


U \ 




S ^ 


* u 


E 


u 




S E 


U 






*%K 


F 


V A 




ii « 


\ V 


F^ 


V 




6 F 


V 






*V 


G 


W J 




s ^ 


g w 


G 


w 




7 G 


w 






*tB 


M 


X i 






h s 


H 


X 




S H 


X 








1 
J 






r ? 


V 

1 I 


1 

J 


Y 




3 ■ 

J 


V 

z 






**a 


PC 


T * 




1 1 ♦ 


k 


K 


f 




R 


1 






*$c 


L 


V . 




• 1 


1- 


\ 




^ i 


\ 






**o 


^ 


1 




i? 


^ 


M 


1 


_, 


M 


J 


m 




+w 


ft 


f- 




f^ 


N 


,'\ 




N 


^ 


n 




*«F 


fl 


i 




"■ m 





- 


/ 


? 




r. 


i 



Table 5-5 Secondary character set 
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5.1,2 Memory mapping 



In both of the text modes, each character 
position on the screen is mapped to an 
unique location in the system memory. To 
display a specific character at a particular 
position on the screen, you only need to 
store the character code for the character to 
be displayed in the memory location which 
is mapped to the desired character position 
on the screen. 



5.1.2.1 40-coIunin text 



40-column text mode is selected by turning 
the "DBLRES'^ switch off. In this mode, the 
screen is divided into 40 x 24 character 
positions. The 40 characters in a row are 
stored in contiguous memory locations 
called a row buffer. However, the row 
buffers for adjacent rows on the screen are 
not adjacent in the system memory. 
The primary 40*column text page occupies 
locations $0400 to $07FF while the 
secondary page occupies locations $0800 to 
SOBFF of the main bank system memory. 
The memory mapping is illustrated in Fig. 
5-2. 
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Ease add 
Page 1 

$0400 
S0480 
$0500 
$OSSO 
$0600 
$0680 
$0700 
$0780 



ress 
Page 2 $00 $27 

$0800 
$0880 

$0900 
$0980 
$0AO0 

$aASO 

$0BO0 
$0B8O 



Offset 

$28 $4F $50 $77 



$78 



$7F 



Row 


Row 8 


Row 16 


Reserved 


Row 1 


Row 9 


Row 17 


Reserved 


Row 2 


Row 10 


Row 18 


Reserved 


Row 3 


Row 1 1 


Row 19 


Reserved 


Row 4 


Row 12 


Row 20 


Reserved 


Row 5 


Row 13 


Row 21 


Reserved 


Row 6 


Row 14 


Row 22 


Reserved 


Row 7 


Row J 5 


Row 2S 


Reserved 



Fig, 5-2 40-CDlumn text inode memory 
mapping 



Notice that some memory locations inside 
both of the display pages are marked as 
"reserved". They are sometimes referred to 
as "screen holes" since they are not used for 
display purposes, j,e. they are not mapped to 
any position on the screen. 

These "screen holes" are used by the system 
firmware and some application programs for 
data storage. As a result, the user should 
pay particular attention when using these 
memory locations in order to avoid 
destroying any data which may cause system 
failure. 
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5.1.2.2 80-calumn text 



80-coIumn text mode is selected by turning 

"DBLRES" switch on. In this mode, the 

screen is divided into 80 x 24 character 
positions. 

The primary 80-coIumn text page occupies 
locations $400 to $7FF while the secondary 
page occupies locations $800 to $BFF of 
both the main and auxiliary bank system 
memory. Thus a 80-coiumn text page uses 
twice as much memory as a 40-coIumn text 
page. 

The row buffer for a particular row on the 
screen uses the same set of memory 
addresses as 40-column text* However, both 
the main and auxiliary bank memory is 
used and adjacent character positions in a 
row on the screen are not mapped to 
contiguous memory locations in system 
memory. 

If we label the character positions in a row 
on the screen as 0,1,2,...,,78J9 (starting from 
the leftmost position), then the even-number 
character positions (0,2,4,.. ..J6J8) arc 
mapped to the auxiliary bank system 
memory while the odd-number character 
positions (1,3,5,....77J9) are mapped to the 
same memory addresses in the main bank 
system memory. For example, the first 
character position of the first row on the 
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screen is mapped to location $0400 (or $0800 
if secondary page is being displayed) of 
auxiliary bank system memory while the 
second character position is mapped to 
location $0400 ($0800 for secondary page) 
of main bank system memory. Figure 5-3 
illustrates this mapping scheme 

conceptually. 
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Fig. 5-3 80-coIumn text mode memory 
mapping 
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SJl Graphics modes 



Graphics modes arc selected by turning the 
switches 'TEXT" and "MIX* off. 

Iti all of the graphics modes, the entire 
screen is divided into a rectangular pixel- 
matrix. Each of the pixels on the screen is 
mapped to one or more bits of a particular 
location in the system memory. 

The resolution, color and memory mapping 
are different for the various graphics modes 
and will be described in the following 
sections. 

By the way* we made a distinction between 

a "dot" and a "pixel" here. 

A ''dot" is the smallest element that can be 
drawn on the screen. The entire screen is 
made up of 560H x 1 92V drawing positions 
at which a "dot" can be plotted. 

On the other hand, a "pixeP is the basic 
picture clement of a particular graphics 
mode which may be made up of one or more 
dots- Thus the size of a "pixel" may be 
equal to or larger than that of a "dot". 
Obviously, the smaller the pixel size, the 
higher the resolution. 



5-12 



THE VIDEO DISPLAY 



5.2.1 Low-resolution graphics 

This is selected by turning off "HGR" 
switch and either turning off "DBLRES" 
switch or turning on "JNHDRGR" switch. 
In this mode, the screen is divided into 40H 
X 48V pixels. Each pixel can take on any 
one of 16 colors. 

It uses the same memory area as 40-column 
text, ix. $0400 to $07FF (primary page) and 
$800 to $OBFF (secondary page) of the main 
bank system memory. 

The mapping scheme is also similar to that 
of 40-column text except that each character 
position is now divided vertically into two 
pixel positions (upper and lower) which are 
mapped to the low-nibble and high-nibble 
of the memory location mapped to that 
particular character position on the screen. 
The mapping scheme is shown in Fig, 5-4, 
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Fig. 5-4 Low-rcsolutlon graphics memory 
mapping 



To set the color of a particular pixel 
position on the screen, you only need to 
store the 4-bit color code for the desired 
color in the low-nibble or high-nibble (as 
appropriate) of the memory location which 
is mapped to that pixel position. Tabic 5-6 
shows the 16 available colors and their 
corresponding color codes* 
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Code 


Color 


Code 


Color 


$0 


Black 


$8 


Yellowish- 
green 


SI 


Dark red 


$9 


Orange 


$2 


Dark blue 


$A 


Gray 2 


$3 


Violet 


SB 


Pink 


$4 


Dark green 


SC 


Medium 
green 


$5 


Gray 1 


SD 


Yellow 


$6 


Medium blue 


$E 


Cyan 


$7 


Light blue 


$F 


White 



Table 5-6 Low-resolution graphics colors 



5.2.2 



Double-low-resoliition graphics 



This mode is selected by turning off "HGR" 
and TNHDRGR" switch and turning on 
"DBLRES" switch. 

In this mode, the screen is divided into 80H 
X 48V pixel positions, each of which can 
take on any one of the 16 colors shown in 

Table 5-7. 
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Color 


Code 


Even 


Odd 




column 


column 


Black 


$0 


$0 


Dark Red 


$8 


$1 


Dark Blue 


$1 


$2 


Violet 


$9 


$3 


Dark green 


$2 


$4 


Gray 1 


$A 


$5 


Medium blue 


$3 


$6 


Light blue 


$B 


$7 


Yellowish-green 


$4 


S8 


Orange 


$C 


$9 


Gray 2 


$5 


$A 


Pink 


$D 


$B 


Medium green 


$6 


$C 


Yellow 


$E 


$D 


Cyan 


$7 


$E 


White 


$F 


$F 



Table 5-7 Double low-resolution graphics 
colors 



Notice that the 4-bit color code of a 
particular color for pixels on even columns 
(0,2,4,.,,,,78) of the screen is different from 
that for pixels on odd columns (1.3,5 J9). 
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An observant reader may recognize that the 
color codes for odd-column pixels are the 
same as those of low-resolution graphics 
while the even-column color codes are 
obtained by rotating their odd-column 
counterparts one bit to the right. The 
memory mapping is similar to that of 80- 
column text except that, as in low-resolution 
graphics, each character position is divided 
vertically into two pixel positions mapped 
to the low-nibble and high-nibble of the 
memory location mapped to that character 
position. 

The primary display page occupies locations 
$0400 to $07FF and the secondary display 
page occupies locations $0800 to SOBFF of 
both the main and auxiliary bank system 
memory. Odd-column pixels are mapped to 
main bank memory while even*column 
pixels are mapped to auxiliary bank 
memory. 

Even-row pixels are mapped to low-nibbles 
while odd-row pixels are mapped to high- 
nibbles of the memory locations in the 
display buffers* 
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The mapping scheme is illustrated in Fig, 5- 
5. 
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5,2.3 High-resoIutioD graphics 

High-rcsolutioii graphics screen cODtalns 
280H X 192V plotting positions. This mode 
is selected by turning on "HGR" switch and 
cither turning off "DBLRES" switch or 
turning on "INHDRGR" switch. 

There are two submodes, namely 
monochrome and color, selected by the 
"COLOR/MONO" switch located on the top 
cabinet. 



5.2.3.1 Monochrome higli-resolution graphics 

The monochrome submode, selected by 
throwing the XOLOR/MONO" switch to the 
"MONO" position, is for use with a high- 
resolution monochrome monitor. 

The primary display page occupies locations 
$2000 to $3FFF while the secondary display 
page occupies locations $4000 to $5FFF of 
the main bank system memory. 

Each of the display buffers is organized as 
a collection of line buffers. Each line 
buffer is made up of 40 contiguous memory 
locations and is mapped to one of the 192 
lines on the screen. Line buffers for 
adjacent lines on the screen are not adjacent 
in memory. The organisation of the display 
buffers is shown in Fig, 5-6. 
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Bit to bit 6 of each memory location in a 
line buffer is mapped to seven adjacent 
plotting positions on the associated line, 
with bit mapped to the left and bit 6 
mapped to the right. Bit 7 is not used. 

Bit 6 of a particular memory location in a 
line buffer and bit of the next sequential 
location in the buffer are mapped to 
adjacent plotting positions on the screen. 
The bit-mapping scheme is illustrated in 
Fig, 5-7. 

In the monochrome mode, each pixel 
occupies one plotting position on the screen 
and can either be black or white only. 
Color is not available. 

To set a particular plotting position to 
white^ store a one to the memory bit 
mapped to that position. Storing a Zero set 
the corresponding plotting position to black. 
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Fig. 5-6 Display buffer organisation in 
high-resolution graphics 
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Fig. 5-7 Bit-mappieg of high-rcsoIution 
graphics. 



5,2J,2 Color bigh-resoliitioii gr^fifatcs 

The color submodc selected by throwing the 
"COLOR/MONO" switch to the "COLOR" 
position is for use with a color TV or color 
monitor. 

In this mode, four colors can be displayed 
on the screen in addition to black and 
white. If viewed with a composite 
monochrome monitor, the different colors 
will be displayed as different gray levels. 

The memory mapping is the same as that of 
the monochrome submode except that the 
video memory data is interpreted in a 
different manner in order to generate a 
color display. The color of a particular 
plotting position on the screen is determined 
by five factors: 
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• The plotting position is on even columns 
(0,2A— .278) or odd columns (1,3,5,...,279) 
of the screen. 

• The state of the memory bit mapped to 
that plotting position. 

• The state of bit 7 of the memory location 
which contains ihc bit mapped to that 
plotting position. 

• The state of the two memory bits mapped 
to the left of the plotting position. 

• The state of the memory bit mapped to 
the right of the plotting position. 

A plotting position will be white if the 
memory bits mapped to the current plotting 
position and either one of the adjacent (left 
or right ) plotting positions on the same line 
are on. 

A plotting position will be black if the 
memory bit mapped to the current plotting 
position is off and either the bit mapped to 
the position at the left is off or that 
platting position is white in color. 

A plotting position can only be displayed in 
colors other than black or white if the 
memory bit mapped to it ts on and the bits 
mapped to the two adjacent plotting 
positions arc off. The plotting position at 
the right will be forced to the same color. 
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By the way, the horizontal border area, i.e. 
the left of column and the right of 
column 279, will always be black in color. 
The memory bits mapped to this area can be 
treated as zero's. 

The color encoding scheme is illustrate in 
Table 5-8. 



Column 


Stat 


e of 


memory bits 




Color 


SO 


SI 


S2 S3 


B7 


X 


X 





X 


X 


Black 


X 


1 


1 


X 


X 


Black 


X 


X 


1 


1 X 


X 


White 


X 


X 


X 


1 1 


X 


White 


Even 


X 





1 





Violet 


Even 


X 





] 


1 


Medium blue 


Odd 


X 





] 





Medium green 


Odd 


X 





1 


1 


Orange 


X 





1 


X 


X 


Unchanged 



SO 
SI 
S2 
S3 
B7 



Two plotting positions to the left 
One plotting position to the left 
Current plotting position 
One platting position to the right 

Bit 7 of location mapped to current 
plotting position 
Don*t care (0 or 1) 



Table 5-8 High-resolution graphics color 
encoding scheme 
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Using this color encoding scheme, each color 
pixel (except black) occupies two or more 
plotting positions on the screen so that the 
effective horizontal color resolution is 140 
instead of 280 as in the monochrome 
sobmode. 

This is to be expected since with the same 
amount of display memory, there is always 
a trade-off between higher resolution and 
more colors. 



5*2.4 Double-high-resalution graphics 

Double-high-resolution graphics screen is 
divided into 560H x 192V plotting positions. 
It is selected by turning on "HGR" and 
*'DBLRES" and turning off "INHDRGR". 

As in high*resoIutJon graphics, there are two 
submodcs (monochrome and color) selected 
by the "MONO/COLOR" switch on the top 
cabinet of the computer. 



5.2.4,1 Monochrome double-htgh-resolution graphics 

The monochrome submodc is selected by 
throwing the ^'MONO/COLOR" switch to the 
"MONO" position. 
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In this mode, each pixel occupies one 
plotting position on the screen and can 
either be black or white only. Color is not 
available. 

The display buffers occupy locations $2000 
to $3FFF (page 1) and $4000 to $5FFF (page 
2) of both the main and auxiliary bank 
memory. Thus double-high-resolution 

graphics uses twice as much memory as 
high-resolution graphics. 

The organisation of line buffers is similar 
to that of high-resolution graphics, except 
that each line buffer is made up of 40 
contiguous memory locations in the main 
bank memory and the 40 memory locations 
in the auxiliary bank memory having the 
same addresses. 

As in high-resolution graphics, each memory 
location in a line buffer is mapped to seven 
adjacent plotting positions on the screen, 
with bit mapped to the left and bit 6 
mapped to the right. Bit 7 is not used. 

However, data in adjacent memory locations 
in either the main or auxiliary bank 
memory are not displayed sidc-by-side on 
the screen. Instead, the data in main and 
auxiliary bank memory are displayed 
alternately, i.e. one byte in the auxiliary 
bank memory is displayed first, followed by 
another byte in the main bank memory and 
so on. 
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If you conceptually divide a line on the 
screen into 80 segments, each of which is 
seven plotting positions in width, then the 
even-number segments (0,2,4,...,78) are 
mapped to the 40 contiguous memory 
locations of the line buffer in the auxiliary 
bank memory while the odd number 

segments (1,3>5 79) are mapped to the same 

addresses in the main bank memory. 

To set a particular plotting position on the 
screen to white, you simply need to place a 
one into the memory bit which is mapped to 
that plotting position. Placing a zero in the 
memory bit set the corresponding plotting 
position to black. 

The bit-mapping scheme is illustrated in 
Fig, 5*8, 
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Fig, 5-8 Double-high-resolution graphics 
bit-mapping 



Sp2.4,2 Color double-high-re^olution graphics 

The color submode selected by throwing the 
•MONO/COLOR" switch to the "COLOR" 
position is intended to be used with a color 
monitor or TV. 

It has the same memory mapping as the 
monochrome submode. However, the video 
data addressed from the display buffer is 
interpreted as specially encoded color data 
instead of a simple bit pattern. 
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The color of a particular plotting position 
on the screen is determined by the following 
factors: 

• The column at which the plotting 
position locates (0-559)* 

• The state of the memory bit mapped to 
that plotting position. 

• The state of the memory bits mapped to 
the four plotting positions at the left. 

• The state of the memory bits mapped to 
the three plotting positions at the right 

If the memory bits mapped to four or more 
adjacent plotting positions on a line are on» 
then all of the plotting positions will be 
white. 

If the memory bit mapped to a particular 
plotting position is on and the bit mapped 
to the plotting position at the left is off, 
then it will take on different colors 
depending on the state of the memory bits 
mapped to the three plotting positions at the 
right and the column number at which it 
locates as shown in table 5-9* 
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One to three plotting positions at the right 
will be forced to the same color as that of 
the current position. Thus the width of a 
pixel (other than black and white) varies 
from two to four plotting positions so that 
the effective horizontal color resolution is 
only 140, 
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C ; Column number of current plotting 

position (0 to 559) 
BO : Bit mapped to one plotting position 

to the left 

BJ ; Bit mapped to current plotting 

position 
B2 : Bit mapped to one plotting position 

to the right 
B3 : Bit mapped to two plotting positions 

to the right 
B4 : Bit mapped to three plotting 

positions to the right 



Table 5-9 Doublc-high-resolutlon graphics 
color encoding scheme 
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As in high-resolution graphics, the 
horizontal border area can be treated as if 
they are mapped to memory bits in the off 
state* 

If the memory bit mapped to a particular 
plotting position and those mapped to the 
three plotting positions at the left are all 
off, then that plotting position will be 
black. However, if one or niore bits mapped 
to the three plotting positions at the left is 
on, then it will take on the color of the 
previous plotting position except when the 
previous plotting position is white, in which 
case the current plotting position will be 
black. 

Like color high-resolution graphics, the 
color double-high-resolution graphics 
scarifies resolution for colors. The 

horizontal resolution is reduced from 560 to 
140 in order to increase the available colors 
from two to 16, 

When viewed with a composite monochrome 
monitor, the different colors will appear as 
different levels of gray. 
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Mixed graphics/text modes 



Mixed modes are selected by turning 
TEXT^' switch off and "MIX" switch on. In 
all of the mixed modes, the screen is 
divided vertically into two sections. 

The upper section is a graphics display, the 
particular graphics mode being selected by 
the software-switches "HGR\ *'DBLRES" and 
"INHDRGR" as described in section 5.2. 
The lower section is a text display which 
contains four rows of text. The text may be 
in 40-column or 80-column forma t> selected 
by the "DBLRES" software-switch. 




Graphics 
display 



Four lines 

of text 



Fig. 5-9 Mixed graphics/text display 
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Notice that since double-low-resolution 
graphics and doublc-high-resolution graphics 
require the "DBLRES" software-switch to be 
turned on, they can only be mixed with 80- 
column text Low-resolution graphics and 
high-resolution graphics can be mixed with 
either 40-column or 80-column text 

For the two low-resolution graphics modes, 
the graphics screen can only display 40 
lines. For the two high-resolution graphics 
modes, 160 lines can be displayed. 



5.4 Secondary display page 

For each of the display modes, there are 
two display pages or display buffers 
available. Some display modes may share 
the same display buffers, e.g* 40-column text 
and low-resolution graphics. The display 
page is selected by the software-switches 
'•DPAGE2" and "INHPAGE2" as shown in 
Table 5-3, 

When 'TNHPAGE2" is off, "DPAGE2" is 
used for selecting the display page. If 
"DPAGE2" is off, display page 1 is selected. 
If *'DPAGE2" is on, display page 2 is 
- selected. If ■iNHPAGE2" is turned on, 
display page 1 is always selected 
irrespective of the state of the "DPAGE2" 
switch. "DPAGE2" is used for other 
purposes (switching between main and 
auxiliary bank display buffers) as described 
in Chapter 3, 
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With this secondary display page feature 
and the ability to monitor the state of the 
vertical blanking signa! by reading bit 7 of 
I/O location SCO 1 9, it is possible to perform 
flicker-free animation. 

To produce a flicker-free display, you must 
not write to the display buffer during the 
active display interval when the video 
generation circuitry is accessing the 
contents of the video memory. 

With only one display buffer, it is possible 
to achieve this by monitoring the vertical 
blanking signal and writing to the display 
buffer during the blanking interval. 
However if the amount of data to be 
handled is large, there may not be enough 
time for updating the display buffer during 
the blanking intervaL 

With two display buffers, you may modify 
the content of one of the display buffers 
while displaying the other and switch to it 
during the vertical blanking interval after 
you have finished writing. Since the entire 
display is switched at the same time, no 
flickering will be observed. 

As a final remark, when you switch the 
display page of a mixed mode display, both 
the graphics section and the text section 
will be switched at the same time. It is not 
possible to display graphics page 1 and text 
page 2 on the screen at the same time. 
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6* DISK INPUT/OUTPUT 

The computer has all the necessary 
hardware and firmware built-in for 
interfacing with 5.25'* and 3.5" disk drives. 
The following types of disk drives are 
supported: 

• LASER FD-lOOc 5.25" drives or 
compatibles 

• Unidisk^"5,25 drives or compatibles 

• LASER FD-356 3.5" drives or compatibles 

• Unidisk™'3.5 drives or compatibles 

The "LASER 128" and "LASER 128 EX" has 
a 5,25" disk drive built-in. 

The DB-19 connector on the back panel of 
the computer is for connecting an optional 
second drive. 
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Basic operating principles of disk drives 



A disk drive is an assembly of electrical 
and mechanical parts for reliable data 
storage and retrieval on a magnetic media, 
ix, the diskette* 

Basically, a disk drive is composed of a 
spindle motor, a stepper motor^ a magnetic 
read-write head, electronic components for 
controlling the motors and read/write head 
and other mechanisms for mounting the 
diskette, moving and loading the magnetic 
head etc.. Fig. 6-1 shows the construction of 
a typical drive assembly. 
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Fig. 6-1 Basic construction of a disk drive 
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When a diskette is Inserted into the disk 
drive and the drive door is closed properly, 
the diskette will be mounted firmly on the 
drive hub which is connected to the shaft of 
the spindle motor, either directly or through 
a rubber belt. If the spindle motor is then 
turned on, the diskette will revolve at high 
speed about its center axis. 

The read- write head is held above the 
surface of the diskette by a disk arm which 
is connected to the shaft of the stepper 
motor through some mechanisms. When the 
drive door is closed, the read-write head 
will be ^'loaded'*, i.e. brought into contact 
with the surface of the diskette. 

The stepper motor is responsible for 
accurately controlling the position of the 
read/write head* The read/write head can 
be moved inwards (towards the centre) or 
outwards (away from the centre) in fixed 
"steps". 

Data are stored on concentric "tracks'* on 
the diskette. The outermost track is often 
referred to as track 0. The number of 
tracks depends on the accuracy of the 
magnetic head positioning mechanism and 
the quality of the stepper motor which may 
be different for different disk drives. 
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The magnetic read/write head is the 
component which is responsible for actually 
storing and retrieving data on the diskette. 

When writing to the diskette, it converts the 
one*s and zero*s in the serial bit stream 
from the host computer into magnetic flux 
changes which magnetize the magnetic 
media coated on the surface of the diskette 
in opposite poles. When the disk surface 
moves at high speed under the read/write 
head, the magnetic flux changes recorded on 
the track induce voltage spikes in the 
read/write head. These voltage spikes are 
amplified and shaped by the electronics in 
the disk drive and passed to the host 
computer for reading. 

For more effective error detection, a track 
is usually divided into a number of sectors. 
Some disk drives use "hard-sectoring" while 
others use "soft-sectoring". All the disk 
drives which work with the computer uses 
the "soft-sectoring" scheme. 

In this scheme, each data sector is preceded 
by an address mark which uniquely 
identifies the current track and sector. The 
number of sectors in a track and the 
number of bytes in a sector is defined by 
software, typically 16 sectors/track. The 
larger the number of sectors, the smaller the 
number of bytes per sector. 
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Usually, each sector has a data checksum 
for error detection. For cfricient error 
detection and recovery, smaller sector size js 
preferred. However, this also increases the 
overhead spent in storing the address marks, 
checksums, inler-sector gap etc. which 
results in reduced useful storage space per 
track. This tradeoff is another 

consideration which a programmer has to 
bear in mind. 
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Fig. 6-2 Typical format of a soft-sectored 
diskette 



6-5 



DISK INPUT/OUTPUT 



«.2 



Universal Disk Controller 



The disk drive interface hardware in the 
computer is collectively known as the 
Universal Disk Controller (UDC). The UDC 
uses a number of memory mapped I/O 
locations for controlling the operation of 
the disk drives. The locations and functions 
of these I/O locations are shown in Table 6- 
1 and Table 6-2, 
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Tabic 6-1 UDC 1/0 Locations 
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Bit 


Name 


Function 


7 


SIDESEL 


Set to select 

side 1, reset to 
select side 
(for double-side 




*■ 


drives only) 


6 


P7ROM2 


Port 7 ROM baTik 
select bit 2 


5 


P7R0M1 


Port 7 ROM bank 
select bit 1 


4 


P7ROM0 


Port 7 ROM bank 
select bit 


3 


P7RAM0 


Port 7 RAM bank 
select bit 


2 


DRIVE35 


Set for 33** 
drive, reset 
for 5.25" 
drive 


1 


RDYMODE 


Set to enable 
ready mode 





- 


Unused 



Table 6-2 UDC select register format 
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The disk drives which are supported by the 
computer can be classified into two 
categories: intelligent and non-intelligent* 

Intelligent disk drives have dedicated 
microprocessor and hardware for controlling 
the disk read/write operation and it only 
receives high-level commands from the host 
computer. These include the Unidisk 
5,25/3.5 compatible disk drives, 

AM the other disk drives supported by the 
computer are non-inteIHgent in the sense 
that all or most of the disk read/write 
operations have to be directly controlled by 
the CPa 

The following sections will describe the 
interfaces with the various types of disk 
drives in detail. 



6J Interfacing with non-intelligeiit 5.25" disk 

drives 

These refer to LASER FD-IOOc compatible 
5,25" disk drives. They are single-sidcd and 
have a formatted storage capacity of 143K- 

bytes. 
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Moving the read/write head 



The stepper motor used in the disk drive 
has four phases, namely PHASED, PHASE!, 
PHASE2 and PHASE3, To position the 
magnetic head over a particular track 
accurately, you must control the voltage 
applied to these phases properly. 

The voltage applied to the four stepper 
phases can be turned on or off 
independently by accessing (read or virile) 
the I/O locations from $COEO to $C0E7, 
These locations are paired into four groups, 
with each group controlling one of the four 
phases as shown in Table 6-L 

To move the head outwards, i,e. away from 
the centre of the disk, the stepper phases 
must be turned on and then off one by one 
in descending order as shown in Fig, 6-3, 
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Fig. 6-3 Stepper phase sequence to move 
the magnetic head outwards 
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Reversing the phase sequence, i.e. turning 
the stepper phases on and then off one by 
one in ascending order, will move the 
magnetic head towards the centre of the 
diskette. 



PHASEO 


PHASEI 


PHASE2 


PHASE3 


Track 


On 


Off 


orf 


Off 


T 


Off 


On 


Off 


Off 


T+0.5 


Off 


Off 


On 


Off 


T+1 1 


Off 


Off 


Off 


On 


T+1.5 


On 


Off 


Off 


Off 


T+2 


Off 


On 


Off 


Off 


T+:.5 


* 


^ 


• 


• 


' 


" 


■ 


* 


■■ 





Fig, 6-4 Stepper phase sequence to move 
the magnetic head inwards 



The above phase sequences will cause the 
shaft of the stepper motor to be rotated in 
steps of 90 degrees or 1/4 revolution. Each 
''step" of the stepper motor corresponds to a 
"half-track" on the diskette. To move the 
read/write head by one track, the stepper 
motor has to be "stepped" twice- Due to the 
inertia of the mechanical parts in the disk 
drive, the stepper motor will not respond 
immediately after new inputs arc applied to 
the four phases. This latency is usually 
referred to as the "track-to-lrack seek time". 
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In addition, the magnetic head will oscillate 
at its new position and it requires a certain 
amount of time before it can settle down. 
This is called the "head-settling time". 

As a result, the inputs to the stepper phases 
must be applied for a sufficiently long 
period of time in order to hold the magnetic 
head at its new position steadily. Typically^ 
this requires about 20 ms. However^ this 
value is different for disk drives of 
different manufacturers and is one of the 
criteria for evaluating the quality of the 
drive mechanisms. 

The following is an example program for 
recalibrating the magnetic head to track 0, 
i.e, the outermost track. 



Read/write head recalibration routine 



LDA $COEE 

LDA JCOEA 
LDA $C0E9 

LDX #80 



Select read 
mode 

Select drive 1 
Enable disk 
drive 
Pull head 
outwards for 
80 half-tracks 
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LOOP I 



TXA 




PHA 


; Save track 




count 


AND #$03 


; Extract phase 




number from 




two LSB's 


ASL 




TAX 




LDA $COEI,X 


; Turn on 




selected phase 


LDY #20 


; Delay for 20 ms 



Time delay loop 

- each pass of the loop takes about 1 ms 

- this section of code should not cross 
page boundary 



LOOP2 TYA 


; 2 cycles 


LDY #198 


; 2 cycles 


LOOP3 DEY 


; 2 cycles 


BNE LOOP3 


; 2 cycles (+ 1 




for successful 




branch) 


TAY 


; 2 cycles 


DEY 


; 2 cycles 


BNE LOOP2 


; 2 cycles (+ 1 




for successful 




branch) 
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LDA $COEO,X 

PLA 

TAX 
DEX 

BNE LOOPl 
LDA $C0E8 

RTS 



Turn off 
selected phase 
Recover track 
count 

Next 

Done ? 
Yes, disable 
disk drive 



6,3,2 Reading data from the disk drive 

The VDC is configured to operate in read 
mode by turning the "WRITE" switch off. 

In the read mode, the UDC can read two 
types of data from the disk drives, namely 
drive status and disk data, selected by the 
"SENSE" switch. The data is stored in the 
UDC data register, the contents of which 
can be read at locations $COEO to $COEF 

If the "SENSE" switch is turned on, the 
drive status, which is the write-protect 
status in the case of LASER FD-lOOc 
compatible 5.25" drives can be read at bit 7 

of the UDC data register. 

If bit 7 is on, the diskette in the drive is 
write-protected. Otherwise, it is not. Bit 
to bit 6 of the data register is not used 
when sensing drive status. 
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Notice that the drive status cannot be read 
correctly at locations $C0E8 (disable drive), 
SCOEC (read disk data) or $COEF (turn on 
write mode). 

Depending on whether drive 1 or drive 2 is 

currently selected, reading SCOEA (select 
drive 1) or $COEB (select drive 2) may cause 
the wrong status to be sensed, 

Reading from locations $COEO to $C0E7 
may disturb the voltages applied to the four 
stepper phases and should also be avoided. 

As a result, the drive status can only be 
sensed reliably at locations $C0E9 (enable 
drive), SCOED (sense drive status) and 
SCOEE (select read mode). 

If the "SENSE" software-switch is off, the 
data stored on the track below the 
read/write head can be read at the UDC 
data register. 

However, since the data are recorded 
serially on the diskette bit by bit, how can 
the UDC identify the start of a valid disk 
data byte? 
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The answer is that the hardware requires 
each valid disk data byte to have the MSB 
set. As a result, you can determine whether 
the UDC data register contains a valid disk 
data by polling bit 7 of the data register. If 
it is off, then the data read is not valid and 
should be discarded. Otherwise, it is a valid 
disk data and can be stored somewhere or 
used for further processing. 

However, it should be noted that the 
contents of the UDC data register will only 
be held constant for about 10 us once a 
valid disk data is received* As a result, the 
UDC data register polling loop should take 
less than 10 us in order to avoid loss of 
data. 

Again, the content of the data register 
should not be read from locations $C0EO to 
$C0E7 (stepper phases), $C0E8 (disable 
drive), JCOEA/SCOEB (drive select), SCOED 
(sense drive status) and $COEF (write mode). 

Instead, disk data should be read from 
locations $C0E9 (enable drive), SCOEC (read 
disk data) and SCOEE (read mode). The 
following is an example of a 7 us polling 
loop for reading a byte of data from drive 
1; 
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LDA SCOEE 
LDA SCOEA 
LDA $C0E9 



Select read mode 
Select drive I 
Enable drive 



READ LDA $COEC 



BPL READ 



Read UDC data 
register (4 
cycles) 

Again if data 
not valid ( 3 
cycles) 



Data bytes will be transferred from the disk 
drive to the UDC data register every 32 us. 
As a result, the user has less than 32 us for 
processing the data read from the data 
register. The programmer should pay 
particular attention to this timing 
restriction in order to prevent loss of data. 
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633 Writing data to the diskette 

The UDC enters write mode if the "WRITE*' 
software-switch is turned on. To write a 
byte of data to the diskette, the user only 
needs to write the data to the UDC data 
register. 

In order to prevent the states of the 
software-switches from being modified, the 
user should only write the data to the 
locations $C0E9 (enable drive), SCOEC, 
SCOED and $COEF (write mode). 

The data in the UDC data register will be 
shifted out bit-by-bit to the disk drive every 
4 us. This time period is called the "bit-cell 
time^ It takes 32 us to shift out the entire 
8-bit data byte written to the data register. 

As a result, to write a contiguous block of 
data to the disk drive, it is required to load 
the UDC data register with new data bytes 
in exactly 32 us intervals. Otherwise^ zero's 
will be written to the disk drive after all 
the data bits in the data register has been 
shifted out- 
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The following is an example program to 
write a block of 256-byte data to drive !• 



LDA $COEE 
LDA SCOEA 
LDA $C0E9 



Select read mode 
Select drive 1 
Enable disk 
drive 



LDA SCOED 
BMI EXIT 

LDY #0 



Sense writc- 

protcct 

Skip writing if 

disk write- 

protected 

Initialize buffer 

pointer 



The following section of code should be 
assembled in the same page in memory 



WRITE 



LDA (BUFFERKY ; Get data to 




be written 




(5 cycles) 


STA $COEF 


, Write to data 




register (4 




cycles) 


PHA ; 


; (3 cycles) 


PLA 


, {4 cycles) 


PHA 


, (3 cycles) 


PLA 


; (4 cycles) 
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NOP 


; (2 cycles) 


NOP 


; (2 cycles) 


TNY 


; Next entry in 




buffer (2 cycles) 


BNE WRITE 


; Done ? (2 cycles. 




+ 1 for 




branching) 



EXIT 



After enabling the disk driven sufficient 
time should be allowed for the spindle 
motor to come up to speed before writing to 
the diskette. Otherwise, the data written 
cannot be read correctly at normal speed. 

After finished with writing, you should 
switch the UDC back to read mode. 
Otherwise, zero's will be shifted out 

continuously and may possibly over-write 
some of the data stored on the diskette. 

As mentioned before, the UDC hardware 
requires each data byte written to the disk 
drive to have the MSB set so that the read 
circuit can identify the data boundary 
correctly. 
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Besides^ in order to read the data back 
reliably, it is also required that there should 
be at most two adjacent zero's in a data 
byte. 

As a result, not all of the 256 combinations 
of an 8-bit byte can be used. Tt is necessary 
to scramble and encode the user data into a 
form which satisfies the above requirements 
before actually writing to the diskette. This 
is known as "prc-nibblization". The reverse 
process of transforming the raw data read 
from the diskette back to the original form 
is called *'post-nibblization'\ 

The oibblization process is done in software 
instead of hardware for greater flexibility. 
There are numerous methods of 
implementation and will not be discussed 
here. 



6.4 Interfacing with aon-intelHgent 3,5" disk 

drives 

These refer to LASER FD-356 compatible 
3,5" disk drives They are double-side, 
double-density drives with a formatted 
storage capacity of 800 K-bytes. The 
control sequences of 3.5" drives are 
different from that of 5.25" drives- Two 
additional registers are required for 3.5" 
drive interface^ namely PWM register 
("PWMREG") and select register ("SELREG^'). 
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They are write-only registers which occupy 
the same set of addresses as the UDC data 
register, U. $COEO to $COEF. However, 
they arc writc-enabled only if the 
"ENABLE" switch is turned off. This is to 
prevent their contents from being modified 
when writing data to the diskette through 
the UDC data register, during which the 
drive must be enabled. 

When "ENABLE" is off, the data written to 
SCOEX will be transferred to cither the 
PWM register or the select register 
depending on the state of the "SENSE" 
software-switch. If "SENSE" is off, data 
win be written to the PWM register* 
Otherwise, data will be written to the select 
register. 

Notice that when data is written to either 
the PWM or the select register, the contents 
of the UDC data register will also be 
modified at the same time. However^ this is 
permitted because the disk drive is disabled 
at that moment so that there wilt not be any 
read or write operations in progress. 
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6.4.1 



Reading drive status 



The status of tKe 3.5" drive can be read at 
bit 7 of the UDC data register as for 5. 25'' 
disk drives. There are totally 9 drive status 
signals which can be sensed^ selected by 
PHASEO, PHASEl, PHASE2 and SIDESEL 
as shown in Tabic 6-3* 



SIDESEL 


PHASE2 


FHASEl 


PHASEg 


SUtiK 


Descrlpllon 














DIR 


Z<To if step direeljon ii in 


[) 








1 


STEPOK 


One if finished stepping 








1 





MTKON 


Zero if spindle niolor is on 


X 


i 


1 





SIDES 


One ifdoublc-sidi; dtivc 


X 


J 


1 


1 


DKVIN 


Zero if drive a connected 


1 











DSICiN 


Zero if 3 disk is inserted 


1 








1 


WRTFRT 


Zero if disk write-protecled 


1 





1 





TRACKG 


Zero if head is at track 


I 


1 


J 


1 


TACHO 


Fai rnoniiorini! speed of 

spindle motor 

(60 pufscj/TCvoluUan) 



Table 6-3 Selecting XS"* drive status to be 
sensed 
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To sense a particular drive status, first of 
all you have to enable the 3.5" disk drive. 
For other models in which the 3.5" disk 
drive is attached to the external drive 
connector, this can be done by turning the 
"ENABLE" switch and "DRIVE2" switch on. 

Secondly, you should select the particular 
drive status to be sensed by setting the 
software-switches and register bit according 
to Table 6-3, 

Finally, you should turn the "WRITE" 
switch off and "SENSE" switch on. The 
appropriate drive status can then be read in 
bit 7 of the UDC data register. 

The status "DIR" indicates the current 
setting of the stepper motor direction 
control If it is zero, the read/write head 
will move towards the centre of the disk at 
the occurrence of the next step pulse. 
Otherwise, the read/write head will move 
away from the disk centre at the next step 
pulse< 
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Immediately after sending a step pulse to 
the disk drive, you can check whether the 
stepping operation has finished or not by 
checking the "STEPOK" status. It will be 
set low after the application of a step pulse 
and will return high after stepping is 
finished. 

If a disk is inserted in the disk drive and 
the spindle motor is turned on^ the 
"MTRON" status will be read as a zero. 
Otherwise, it will be read as one, 

The "SIDES" status indicates the number of 
heads in the disk drive. For single-side 
drives* this will be read as a zero. For 
double-side drives, this will be read as one. 

The "DRVIN" status indicates whether the 
selected disk drive is actually connected or 
not. This should always be read as a zero if 
the drive is properly connected to the 
computer. 

If the disk inserted in the drive is write- 
protected, the "WRTFRT" status will be read 
as zero. Otherwise, it will be read as one. 

The "TRACKO" status will be read as zero if 
and only if the read/write head is at the 
outermost track on the disk. 
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The rotational speed of the spindle motor 
can be monitored by reading the "TACHO" 
status* Every revolution of the spindle 
motor will generate 60 pulses at this status 
bit. The pulses have a 50% duty cycle. 



6,4.2 



Sending comitiaiids to the disk drive 



Unlike 5.25" disk drives, the spindle motor 
and stepper motor of 3.5*" disk drives, cannot 
be controlled directly. Instead, control is 
effected by sending special command 
sequences to the disk drive. There are 
totally six valid commands which can be 
send to the disk drive, selected by 
"SIDESEL", "^PHASEl", "PHASET and 
"PHASEO" as shown in Table 6-4. 



SIDESEL 


FHASE2 


PHASE! 


PHASEO 


■ 1 

Commaad 


DesttripfJon 











1 

X 


1 
1 

_J 





I 
1 
1 





1 




1 


DJRJN 

DIROUT 

STEP 

MOTORON 

MOTOROFF 

EJECT 


Set s(cp aErcction 10 in 
Scl Sicp direction lo ogl 
Step the rc3d/wfi(c head 
Turn on spindle motnt 
Turn orr spifidle motor 
Eject the diskette 




Tat 


Me 6-4 


Selec 
comi 


:ting 3,5" 
Tiands 


drive control 
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To send a particular command to the 3.5" 
disk drive* first of all you should enable the 
disk drive as described in the previous 
section. Then, depending on the command, 
you should set "SIDESEL", "PHASE2", 
"PHASE!" and "PHASED" to the appropriate 
states according to tabic 6-4. The command 
is not transferred to the disk drive until 
"PHASES" is turned on and then off again, 

"DIRIN" sets the stepping direction of the 
read/write head to "in", i,e. towards the 
centre of the diskette, 

"DIROUT" sets the read/write head stepping 
direction to "out", ix, away from the centre 

of the diskette, 

"STEP" moves the read/write head in the 
pre-defined direction (using the "DIRIN" 
and "DIROUT" command) by one track. 

"MOTORON" and "MOTOROFF" turns the 
spindle motor on and off respectively. 

TJfECT" causes the diskette to be ejected 
auiomatically. In order to eject the diskette 
successfully, "PHASE3" should be turned on 

for at least 750 ms. 
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6.4.3 Reading disk data 



To read the data stored on the diskette, first 
of all you should enable the disk drive as 
described before. Secondly, you should 
configure the UDC to read mode by turning 
"WRITF' and "SENSE** off. Thirdly, you 
should Jnform the disk drive that disk data 
instead of drive status is to be read by 
turning off "PHASED" and "PHASE T^ and 
turning on "PHASE2". Finally, you should 
select one of the two disk surfaces to be 
read by properly setting the "SIDESEL" bit 
of the UDC select register. The disk data 
can then be read at the UDC data register 
as in 5.25" disk drive. 

However, since the recording density in 3.5" 
drive is twice that of 5.25" disk drive, the 
bit cell time is reduced from 4 us to 2 us. 
As a result, valid disk data will be shifted 
into the UDC data register every 16 us. 

As described before, determining whether 
the contents of the UDC data register is a 
valid disk byte can be done by a program 
loop which polls bit 7 of the data register 
for a one. This is perfectly alright for 5.25** 
disk drives in which there are plenty of 
processing time available (32 us) between 
arrivals of valid disk data. 
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However, for 3.5" disk drive, things are not 
that simple. Since the program loop for 
reading disk data usually includes 
instructions for transforming and storing 
the disk data, updating the loop counter 
etc., it may not be possible to fit in a 16 us 
time interval if polling is used. 

As a result, a special mechanism for reading 
disk data from 3.5" disk drive is employed 
in the UDC which is known as the 
"READY" mode. It is entered by setting the 
"RDYMODE" bit of the UDC select register 
to one. 

In the "READY" mode, whenever the CPU 
reads the UDC data register through the 
location $CFF8 (after accessing any location 
from $C700 to $C7FF), the read cycle will 
be extended automatically if bit 7 of the 
UDC data register is zero. The read cycle 
can only be completed after bit 7 of the 
UDC data register goes high, indicating a 
valid disk data is available. 

With this feature, you don't have to poll the 
UDC data register for a valid disk data and 
hence the processing time wasted on this 
task previously can now be spent on other 
operations. This mifkes a 16 us program 
loop for reading disk data feasible. 
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6.4.4 Writing data to the disk drive 

TKe procedure of writing data to a 3,5" disk 
drive is similar to that of 5,25*" disk drive 
except that the data written to the UDC 
data register is shifted out every 2 us. 

To write data to the disk drive, first of all 
you should enable the drive by setting 
"DR1VE35" to one, turning on "ENABLE** 
and setting "DRfVE2'* to the appropriate 
state depending on whether you have a 
built-in or external 3.5" disk drive. 
Secondly, you should turn on the spindle 
motor as described previously. Thirdly, you 
should configure the UDC to write mode by 
turning on the "WRITE" software-switch. 
You should then proceed to store the stream 
of data to be written to the diskette into the 
UDC data register in exact 16 us intervals. 
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There is another difference between 5,25" 
and 3. 5" disk drives in regards to drive 
speed and recording density. For 5.25*' disk 
drive^ the rotational speed of the spindle 
motor is fixed at about 300 rpm (revolution 
per minute). Since for constant angular 
velocity, the linear velocity of a particular 
point on the disk surface is directly 
proportional to its distance from the disk 
centre, it follows that the "width" of a bit 
cell on a particular track is proportional to 
the radius of that track. As a result, the 
recording density is not uniform on the 
entire diskette (higher on inner tracks) so 
that some storage capacity (on the outer 
tracks) is wasted. 

For 3*5" disk drives, the rotational speed of 
the spindle motor is variable from 300 rpm 
to 600 rpm» The motor speed is software* 
controllable through the PWM register of 
the UDC. The larger the value written to 
the PWM register, the higher the rotational 
speed of the spindle motor. The actual 
speed can be figured out by reading the 
"TACHO" status as described in section 6.4.1. 
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With this speed control capability^ it is 
possible to control the spindle motor in the 
way such that it rotates at lower speed in 
outer tracks and higher speed in inner 
tracks while keeping the linear velocity of 
the disk surface relative to the read/write 
head constant. As a result, the recording 
density is the same over the entire diskette 
and the maximum storage capacity is 
exploited. 



6.5 Tnterfacitig wiffa intelligent disk drives 

Intelligent disk drives include the Unidisk" 
5.25 and Unidisk™ 3.5 compatible disk 
drives. They have built-in microprocessor, 
ROM, RAM and other circuitries for 
controlling the disk read/wrjtc operations 
and are effectively microcomputers on their 
own. They only receive and process high- 
level commands (such as read status^ format, 
read block and write block etc.) from the 
host computer. 
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The intelligent disk drives communicate 
with the host computer through the signal 
lines on the external drive connector. 
Control parameters and data are exchanged 
between the computer and the disk drive in 
the form of data packets which are 
transmitted and received byte-by-bytc in a 
specially encoded format through the UDC 
data register. These data bytes have similar 
format as the disk data, e.g. they must have 
their bit 7 on. Moreover, successive data 
bytes must be written in exact time 
intervals as In normal disk write operation. 

The detail implementation will not be 
described here. For more information, 
please refer to the technical documentations 
published by the drive manufacturers* 
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EXPANSION RAM 

Besides the 128 K-byte system RAM that 
comes with the computer, it also has all the 
necessary hardware and firmware buitt-in 
for accommodating up to 1 M-byte 
expansion RAM 

For the "LASER 128 EX", a fully-socketed 
expansion RAM card is built-in for 
supporting up to 32 dynamic RAM chips. 

For the "LASER 128", the expansion RAM 
card is purchased separately. For more 
information on installation of the RAM 
board, please refer to the user's manual that 
comes with the RAM card. 



7.1 Accessiag the expansloD RAM 

Unlike the system RAM» the expansion 
RAM is not directly addressable. Instead, it 
is "indirectly" addressed through a 20-bit 
read/write address register mapped to 1/0 
locations $COD0, SCODl and $C0D2 of the 
address space of 65C02 as shown in Table 7- 
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Aditreif 


Op^fAlian 


RegUrtf 


t^ctrrLpMoit 


JCODD 


R/W 


XAREGL 


Low'byte of address rtghlcr 


KCODI 


R/W 


XAREGM 


Mid-byi^ of address reiister 


SCQD2 


Ryw 


XA14ECH 


Hl-nlbblc or aiidrcsj rcgiattr 
in bit to bit 3; bit 4 lo 
7 unused and read is I's 


SCQD3 


R/W 


XDIiEG 


Ejtpiitta]dn RAM data rciister 


SL5XX 


R/W 


XRAME 


Expfltision RAM enable; d^rg 
written tO the re^kicr is not 
used 



Table 7-1 Expansion RAM control I/O 
locations 



To address a particular expansion RAM 
location, you only need to store the 20-bit 
address into the expansion RAM address 
register. 

If the expansion RAM is enabled, the 
addressed expansion RAM location can be 
read from or written to through the data 
register at $C0D3. 

Moreover^ the content of the 20-bit address 
register will be incremented automatically 
each time the data register is accessed for 
cither read or write. This feature can 
reduce the software overhead spent on 
moving a large block of data to or from 
contiguous expansion RAM locations and 
thus speeding up the data transfer 
operation. 
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Immediately after power-up or "CTRL- 
RESET" is pressed, the expansion RAM is 
disabled. The address register can still be 
read or write correctly. However, the 
function of the data register is inhibited. 
Data cannot be transferred to or from the 
addressed expansion RAM location through 
the data register and the address register 
will not be incremented after the data 
register is accessed. 

To enable the expansion RAM, you only 
need to access any location from $C500 to 
$C5FF, where part of the firmware driver 
for the expansion RAM is stored- 

The entire expansion RAM interface can be 
disabled by throwing the "INT/EXT PORT 
5" switch located inside the ROM door on 
the bottom cabinet to the "EXT PORT 5" 
position. In this case, both the address 
register and data register will lost their 
functions. Moreover^ the firmware driver 
for the expansion RAM will also be 
disabled. 
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7*2 Ap[)]icatJons of the expansion RAM 

As described before, the expansion RAM is 
not directly addressable by the CPU, As a 
result, it cannot be used as program memory 
for executing programs. Instead^ it is 
specially designed for efficient storage and 
retrieval of a large block of data which is 
accessed sequentially. 

The most common application of the 
expansion RAM is to use it as a "RAM disk", 
Lc. emulating a very high-speed disk system 
for storage of program or data files* 

Before you begin to work with the programs 
and data stored on a diskette, you may load 
some or even all of the data files stored on 
the diskette into the expansion RAM. You 
can then work with this "RAM disk" instead 
of the actual diskette. Since no mechanical 
movement is involved in the operation of 
the "RAM disk", the information can be 
accessed much faster than a real disk 
system. Moreover, program and data files 
from more than one diskette can be loaded 
into the "RAM disk" at the same time (if the 
size of the expansion RAM is large enough) 
so that no disk swapping is required. 
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After you have finished with your work, 
you can then copy the contents of the "RAM 
disk" back to the actual diskette* Notice 
that since the diskette is only accessed twice 
in the entire working section, damage to the 
disk surface due to mechanical movement is 
greatly reduced and the working life of the 
diskette is lengthened. 

The expansion RAM is already recognized 
by some operating systems (e.g. Pascal 
version 13 or later versions, DOS 3J and 
ProDOS etc.) and will be formatted as a 
storage device automatically. However, you 
may also write your own device driver for 
the expansion RAM so as to support other 
application programs. 
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i. PARALLEL PRINTER PORT AND SERIAL 

PORTS 

A parallel printer can be connected to the 
DB-15 parallel printer connector on the 
back panel oT the computer for printing 
hard-copies of your work. 

Besides, there arc also two serial interface 
connectors for connecting serial printers or 
other serial communication devices such as 
modems. 



8,1 Parallel printer port 

The computer can support both parallel 
printer and serial printer. The option is 
selected by a small slide switch on the front 
panel. The parallel printer port is the D- 
type connector next to the game port. 



8-1 



PARALLEL PRINTER POET AND SERIAL PORTS 



PR7 PR& FR5 PR4 PR3 PR2 PR I PRO 



u 



PTRSTB 



D D 

BUSY 



Fig. 8-1 Parallel printer port pin 

assignment 



The timing diagram or sending data to the 
printer is shown in Fig. 8-2. Before sending 
data to the printer, the printer busy signal 
is checked first. If the printer is busy, the 
computer will wait until the printer is not 
busy. 



Busy 

Printer 
data bus 

PTRSTB 



< 



Fig. 8-2 Parallel printer control timing 



H 



PARALLEL PRINTER PORT AHD SERIAL PORTS 

The hardware page locations for 
manipulating the parallel printer arc listed 
in Table 8-1. 



Address 


Operation 


Description 


$C09X 


W 


Send PRINTER 
STROBE Eo 
printer 


$CiCl 


R7 


Bit 7 ^ 1; printer 

Busy 



Tabic 8-1 l^ardwarc page locations of 
parallel printer 
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The computer has two serial ports built-in. 
Port I is used for the serial printer and port 
2 is for the modem. However, with the help 
of system utility programs, the 
characteristics of the two I/O ports can be 
reconfigured. The hardware page locations 
of the two serial I/O ports are listed in 
Table 8-2. The pin assignments of the serial 
interface connector arc shown in Fig. 8-3. 
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Address 


Descripfion 


$C098 


Port I ACIA receive/transmit 




data register 


SC099 


Port J ACIA status 




register 


SC09A 


Port 1 ACIA command 




register 


$C09B 


Port I ACIA control 




register 


$C0A8 


Port 2 ACIA 




receive/transmit 




data register. 


$C0A9 


Port 2 ACIA status 




register 


SCOAA 


Port 2 ACIA command 




register 


SCOAB 


Port 2 ACIA cootrol 




register 



Table 8-2 Hardware page locations of the 
serial I/O ports 
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DSRl 



RBI 




DTRl 



TDl 



Serial Port 1 



DSR3 



RB3 




DTR2 



TD2 



Serial Port 2 
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Pin 


Pin name 


Descriptioa 


1 


DTRI 


Data Terminal Ready 




DTR2 


output 


2 


TDl/ 
TD2 


Transmit Data output 


3 


GND 


Power and signal 
common ground 


4 


RDl/ 
RD2 


Receive Data input 


5 


DSRI/ 
DSR2 


Data Set Ready input 



Fig 8-3 Pin assignment of serial port 1 

and 2, 
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GAME PORT 

The game control port can be functionally 
divided into 2 parts, namely: 

a) The switch and analog (paddle) inputs. 

b) The mouse inputs. 



5 4 3 2 1 

o o o o o 

o o o o 

9 8 7 6 



1 MOUSE SIGNATURE / GAMESWl 

2 +5V 

3 GND 

4 XDIR 

5 XINT / PDLO 

6 N.C. 

7 MOUSE BUTTON / GAMESWO 

8 YDIR / PDLl 

9 YINT 



Fig. 9-1 Game Port Connector Pin 
assignment 
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9.1 



Switch and analog inputs 



The connection of the paddle and switch 
input is shown In Fig, 9-2» 



+5V 



150K 



1. ^ 



^H^ 



PDLO\ 5 4 3 2 1 

o o o o o 

9 a 7 e 
IME V *^ 9 V O 



^.-^o 1 



PDL1 



^ 



220a- 47PJ1 



GAMESWO 

^"^o * 



+5V 



210A-470il 



Fig. 9-2 Paddle and switch input 
requirement 
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GAME PORT 



The hardware page locations are listed in 
Table 9-1. 



Address 


Operation 


Description 


$C06I 


R7 


Bit 7=1 and 
Bit 7 of 
$C063 equals 
1, GAMESWO 
is pressed; 
if only bit 
7=1 thcniil 
is pressed 


$C062 


R7 


Bit 7=1; H 
or GAMESWl 
is pressed 


$C063 


R7 


Bit 7=1 and 
bit 7 of 
$C06I is 1, 
then GAMESWO 
is pressed. 
If bit 7=0 
then mouse 
button is 
pressed. 


$C064 


R7 


Analog 
(paddle 0) 






input 1 
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Address 


Operation 


Description 


$C065 

$C07X 


R7 
R/W 


Analog 
(paddle J) 

input 

Trigger 

paddle i 

timer 



Tabic 9-1 Hardware page locations of 
switch and analog input 



The analog inputs can be connected to two 
150K paddles as game control. Usually, a 
two-axis joystick is connected to these 
inputs. The keys A and A , connect to these 
two locations permanently. The switch 
inputs GAMESWO and GAMESWl also 
connect to these locations. However, to 
distinguish these game switch inputs from 
mouse button, $C063 has to be read. When 
reading $C063 gives a one in bit 7, 
GAMESWO is pressed. If the mouse button 
is pressed, the value will be for bit 7 of 
$C063. 
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9.2 



Mouse input 



The game port of the computer also accepts 
mouse as its input. The connection of the 
mouse to the game port is shown in Fig, 9-3. 



xum 



XINT 



YINT 
YDIR 




MOUSE SIGNATURE 



MOUSE BUTTON 



Fig, 9-3 Connection of game port to mouse 



When a mouse is moved along a flat surface, 
square pulses are output on pin XINT, 
XDIR, YINT and YDIR. The XINT and 
YINT are the interrupt signals to the MPU. 
With software control, either the rising or 
the falling edge of the mouse interrupt 
signal can cause interrupt to the MPU, The 
direction of movement of the mouse can be 
observed from the XDIR or YDIR signals. 
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To illustrate the operation, we can study an 
example. The XINT rising-edge causes the 
interrupt. When the MPU receives the 
interrupt, it immediately checks the XDIR. 
If the XDIR is at a high level, the mouse 
moves in -X direction. Similarly* if the 
value of YDIR is *0' immediately after 
YTNT interrupt edge, the mouse must move 
in a +Y direction. 



-*- X 



Mouse movement direction 



XlNT _ 

XDm 



rLTLrLTLri 

JTUTJUTJU 



XINT Interrupt 

edge 



YiKT 
YDIR 



JirLTLJlJ 

^JUT-TLrU YINT Interrupt 
-^*^ edge 
I 



Fig. 9-4 Example to illustrate the mouse 
operation 



The mouse signature pin is connected to 
ground so as to disable the paddle analog 
input. The mouse button status can be read 
from $C063, 
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The vertical blanking signal (VBLK) can 
cause an interrupt to the ?vlPU if this 
interrupt source is enabled. The 

programmer can then enable the mouse and 
update the mouse position information If 
there is any mouse movement. The 
hardware page locations which control all 
these interrupts arc listed in Table 9-2, 



Address 


Operation 


Function 


$C063 


R7 


Bit 7-0: 
mouse button 
pressed 


scoco 


W 


Select 
rising-edge 
of XINT as 
int. source 


SCOCl 


W 


Select 

falling-edge 
of XINT as 
int. source 


$C0C2 

t 


W 


Select 
rising-edge 
of YINT as 
int. source 
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Address 


Operation 


Function 


$C0C3 


W 


Select 

railing-edge 
of YINT as 
int. source 


$C0C4 


W 


Disable XINT 
and YINT 
interrupt 


$C0C5 


W 


Enable XINT 
and YINT 
interrupt 


$C0C6 


w 


Disable VBLK 
interrupt 


$C0C7 


w 


Enable VBLK 
interrupt 


SC0C8 


R7 


Read selected 
XINT int 
edge; 
Bit 7=1: 
falling-edge 


$C0C9 


R7 


Read selected 
YINT int. 
edge; 
Bit 7=1: 
falling-edge 
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Address 


Operation 


Function 


$COCA 


R7 


Read XINT and 
YINT int. 
enable flag 
BU 7=1; XINT 
and YINT 
enabled 


SCOCB 


R7 


Read VBLK. 

int. enable 

flag; 

Bit 7=1: VBLK 

int. enabled 


SCOCC 


R7 


Read XINT 

interrupt 

status; 

Bit 7=1: XINT 

interrupt 

occurred 


$COCD 


■R7 


Read YINT 
interrupt 

status; 

Bit 7=1: YINT 

interrupt 

occurred 
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Address 


Operation 


Function 


SCOCE 


R7 


Read VBLK 

interrupt 

status; 

Bit 7=1: VBLK 

interrupt 

occurred 


SCOCF 


W 


Reset XINT 
and YINT 
interrupt 
Status 


$C07X 


w 


Reset VBLK 






interrupt 
status 



Table 9-5 Mouse Hardware Page Locations 



There are routines in the Monitor program 
to handle the mouse movement. The 
programmer may use these routines instead 
of writing their own. 
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SYSTEM FIRMWARE 



10. SYSTEM FIRMWARE 

The rirmware that is stored permanently in 
the ROM of the computer can be divided 
into three main sections: 



10.1 



L SCI 00 * SCFFF 


I/O device drivers 


2. $D000 - $F7FF 


BASIC interpreter 


3. $F800 - SFFFF 


System kerne! 


System Kernel 





Most of the "System Kerner' resides at 
$F800 - SFFFF, though a few system 
routines lie in other areas of ROM The 
System Kernel forms the lowMcvcl basis for 
how the computer works. It can be 
functionally divided into three main 
categories: 

1. Power-up, interrupt, BRK, and 
CONTROL-RESET handling 

2. Miscellaneous routines available for use 
by application programs 

3. The System Monitor program 
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10,M Power-up and CONTROL-RESET 

When the computer is turned on, circuitry 
inside the computer notices that the 
computer is being turned on and responds 
by asserting the RESET line for a moment 
(This action is equivalent to a user pressing 
CONTROL-RESET). 

Any time RESET is asserted, whether by 
turning the computer on or by pressing 
CONTROL-RESET, other circuitry inside 
the computer responds instantly with several 
actions (described in detail elsewhere in this 
manual). The most important actions are 
that the main bank of RAM is enabled, and 
the ROM area is enabled for reading. This 
puts the computer in a ""standard" memory 
configuration after every Reset. 

The 65C02 microprocessor also responds to 
the Reset. It abandons whatever it was 
previously doing, and reads the two-byte 
address stored in locations $FFFC,$FFFD. 
This two-byte address comes from the ROM, 
since the ROM is always enabled at this 
point. 

The microprocessor begins executing the 
code found at the address it just read. This 
code is also in the ROM area. 
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The Reset-handling code in ROM begins by 
initializing several system locations in 
memory, and setting up a standard 40- 
column text-only video display* It checks 
the setting of the 40/80 column switch to 
determine whether or not to "map in" the 
80-column firmware at $C300-$C3FF to 
make the 80-column display available. 

It then checks if the hollow-triangle key is 
currently being held down (part of 
CONTROL-HOLLOW TRIANGLE-RESET). 
If it is, then it "blasts" one byte of memory 
in every page from page $01 to page $BF. 
The byte blasted in page $03 is the 
"application Reset checksum" (described 
below). The stack pointer is also reset to 
$FF. 

Next, the Reset handler beeps the speaker 
for about a tenth of a second. It then 
checks if the "P"* key (upper-case or lower- 
case P or CTRL-P) IS being held down 
(CONTROL-P-RESET). If it is, then it goes 
to execute the port configuration program 
described in the user's manual 
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Otherwise, it next cKecks the "application 
Reset vector and checksum". An application 
can store the address of its own Reset 
handler into the application Reset vector at 
locations $3F2,$3F3, For the vector to be 
recognized^ the application must also 
cxcIusivc-OR the high-byte of the address 
with the constant $A5, and store the result 
into the application Reset checksum at 
location $3F4, 

The Reset handler itself cxclusive-ORs the 
high-byte of the application Reset vector 
with $A5 and compares it with the 
application Reset checksum. If they arc 
identical^ then the Reset handler "knows" 
that the Reset vector was correctly set up. 
If it was, the Reset handler does one more 
check: if the Reset vector points to $E000, 
then it changes the vector to point to $E003 
and jumps directly to SEOOO (This allows 
BASIC to be "coldstarted" on the first Reset 
or power-up, and "warmstarted" on 
subsequent Resets). If the vector does not 
point to SEOOO, then the Reset handler 
simply jumps to the address contained in 
the vector. 

Note: The application Reset vector will not 
match the checksum if the computer was 
just turned on (since nothing has initialized 
it yet) or if CONTROL-HOLLOW 
TRIANGLE-RESET was pressed (since the 
byte-blasting that occurred stored an invalid 
Reset checksum). 
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If the application Rescl vector did not 
match the checksum, then the Reset handler 
takes several more steps. It initializes the 
application Reset vector and checksum to 
correctly point to $E000 (so that if 
CONTROL-RESET is subsequently pressed, 
then BASIC will be coldstarted). It clears 
the screen and displays the ROM version 
number and a copyright message at the top 
of the screen. It then checks if a bootable 
disk device is present in port 7 (either 
internal or external depending on the 
setting of the "INT/EXT PORT 7" switch). 
If one is, then the handler jumps to it so 
that the disk device will boot. If not, then 
the port 6 floppy disk driver is called to 
boot a disk in the built-in floppy disk drive. 



10.L2 Interrupt and BRK Handling 

Interrupt handling can usually be ignored 
by application programs on the computer. 
The mouse and the two serial ports on the 
computer can generate interrupts, but these 
are normally handled transparently by the 
system firmware. 
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When the 65C02 microprocessor has 
determined that an IRQ interrupt has 
occurred or a BRK instruction has been 
executed, it pushes the program counter and 
status register values onto the stack, reads 
the two-byte address from locations 
$FFFE,$FFFF, and jumps to that address. 
Note, however, that locations $FFFE,$FFFF 
can be occupied by either ROM, main RAM, 
or auTciliary RAM. If an application 
program is using either the main or 
auxiliary upper 16K of RAM and requires 
interrupts to work and/or BRK instructions 
to be handled correctly, it must store a valid 
interrupt handler address into SFFFE, 
SFFFF of these areas, (Initializing the 
mouse will automatically copy the address 
of the built-in interrupt handler into both 
the main and auxiliary upper 16K RAM 
areas). 

In the buiU-in firmware in ROM, 
$FFFE,$FFFF point to the computer 
interrupt handler that begins in the $C4 
page. In the computer, $C400-$C4FF is 
shared between mouse routines and 
interrupt handler routines. This page of 
ROM is always mapped in and always 
available, regardless of what memory 
configuration soft-switches have been 
accessed. This makes it the ideal entry 
point for the interrupt handler, because it 
means that interrupts can occur and be 
handled correctly with any memory 
configuration. 
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The interrupt handler in page $C4 saves the 
contents of the registers along with a byte 
representing the current memory 

configuration, then switches to main 
memory, ROM active^ It then checks 
whether a BRK or a real interrupt has 
occurred. 

[f a BRK occurred, it transfers information 
about the BRK into several zero page 
locations: 

$3A, Program counter value (The 
$3B number stored here will actually 
be 2 greater than the address 
of the BRK that occurred.) 

$44 Memory configuration - Each bit is a 
boolean value (]=TRUE, = FALSE) 

Bit 7 = Auxiliary zero page, stack, & 

upper 16K are switched in 
Bit 6 = Both 80-cotumn store and 

**page 2" access arc switched 

in 
Bit 5 = Auxiliary 48K RAM is 

switched in for reading 
Bit 4 = Auxiliary 48K RAM is 

switched in for writing 
Bit 3 = Upper I6K is switched in 

for reading 
Bit 2 = Bank I of the upper 16K is 

switched in 



10-7 



SYSTEM FIRMWARE 



Bit 1 = Bank 2 of the upper 16K is 

switched in 
Bit = Internal SCXXX ROM is 

switched in 

$45 Accumulator valTie 

$46 X-register value 

$47 Y-register value 

$48 Processor status register value 

$49 Stack pointer value 

The BRK handler then reads the two-byte 
address from $3F0,$3Fl, and jumps to the 
routine at this address. Unless altered by 
an application program, this vector will 
point to the "second halP of the BRK 
handler. This second half switches to a 
standard 40-column text-only display, and 
prints: 

BRK:$nnna 

where nnnn is 2 greater than the address of 
the BRK instruction, then enters the System 
Monitor. A technically inclined user can 
then examine location $44-$49 to determine 
the circumstances surrounding the BRK. 

(Note: The BRK handler will always save 
the correct register values into zero page, 
even if the BRK occurs while the auxiliary 
memory stack and zero page are active, and 
the stack needs to be switched.) 
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If an interrupt occurred (rather than a BRK 
instruction), the interrupt handler 
determines if the source of the interrupt 
was either an "invisible" mouse interrupt or 
a serial port handshake-line interrupt. In 
either case, the interrupt is simply handled 
internally^ then control is returned back to 
the interrupted program. 

If the source of the interrupt was either a 
"visible" mouse interrupt, a modem port 
receiver or transmitter interrupt, or an 
interrupt generated by a circuit card 
plugged into the expansion box then it 
pushes some return information onto the 
stack, reads the two-byte address stored at 
locations $3FE,$3FF, and jumps to this 
address. This vector must be initialized by 
the application ahead of time! Otherwise, 
the computer will hang or behave 
erratically. 

The application interrupt routine should 
exit with an RTI instruction. The RTI will 
return control to the computer firmware, 
which will unstack the configuration 
information^ restore the memory 

configuration and register values, then 
return back to the interrupted program. 
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Note: Applications which use the mouse 
should ALWAYS use the built-in interrupt 
handling firmware, rather than handling the 
interrupts directly themselves. The internal 
handling of the mouse on the computer is 
not identical to other computers. (A couple 
of current mouse-based software programs 
do bypass the built-in interrupt handler 
The computer's mouse firmware is designed 
to accommodate these programs, but these 
accommodations should not be relted upon 
for future products*) Application programs 
which need visible mouse interrupts should 
connect their interrupt routines through the 
application interrupt vector at $3FE,$3FF 
rather than intercepting $FFFE,$FFFF, 



10.1*3 Miscellaneous Routines 

The System Kernel contains a large number 
of useful routines and entry points. 
Application programs can call these routines 
to help accomplish a variety of tasks. 
Listed below arc entries for each of the 
supported routines. Each entry includes the 
routine address, a brief description of the 
routine, and any other information that 
might be necessary to use it. 
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WARNING: Do not attempt to call or 
make use of any system code 
that is not documented below. 
Any undocumented routines 
are subject to possible changes 
in future versions of the 
computer ROM, and will not 
correspond to routines in 
other 65C02 based computers. 
(A few entry points which are 
not documented are provided 
for the sake of compatibility 
with current software 

products, but these entry 
points are not guaranteed in 
future ROM versions, and 
should not be relied upon for 
future software development,) 
Also, do not expect 65C02 
registers to contain specific 
values on return, unless 
specified below. 

$C305 Get a character from the 
keyboard, displaying a solid box 
cursor using SO-column firmware 
routines. Returns: Ace = character 
typed. The 80-coIumn firmware 
must be initialized for this to 
work. A preferred method is to 
initialize the 80-column firmware 
and obtain characters through the 
routine at $FDOC 
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$C307 Print a character to the text 
disptaVi using 80-column firmware 
routines. Pass in: Ace = character 
to print. Returns; Ace, Xreg, Yreg 
unchanged. The 80-column 

firmware must be initialized for 
this to work. A preferred method 
is to initialize the 80-coIumn 
firmware and print characters 
through the routine at $FDED. 

$C31I Move a block of data from main 
48K RAM to auxiliary 48K RAM, 
or vice versa. Pass in: $3C,$3D 
contain two-byte address of first 
byte in block to move* $3E,$3F 
contain two-byte address of last 
byte in block to move, $42,$43 
contain two-byte address of where 
to move block to, carry flag clear 
to move from auxiliary memory to 
main memory. The computer 
40/80-column switch must be set 
to 80 for this routine to be 
available. 
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$C314 Switch program execution from 
main 48K RAM to auxiliary 48K 
RAM, or vice versa, also 
specifying which zero page and 
stack area to use. Pass in: 
$3ED,$3EE contain two-byte 
address of code to execute next, 
carry flag clear for execution in 
main 48K RAM, else carry flag set 
for execution in auxiliary 48K 
RAMj overflow flag clear for 
main zero page and stack, else 
overflow flag set for auxiliary 
zero page and stack. The 40/80- 
column switch must be set to 80 
for this routine to be available. 

$F800 Plot a block in current color on 
the low-resolution graphics screen. 
Pass in: Yreg = horizontal 
coordinate. Ace = vertical 
coordinate. 

$F819 Draw a horizontal bar in current 
color on the low-resolution 
graphics screen. Pass in: Yreg = 
left coordinate, $2C = right 

coordinate. Ace = vertical 
coordinate. 
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$F828 Draw a vertical bar in current 
color on the low-resolution 
graphics screen. Pass in; Yreg = 
horizontal coordinate. Ace - top 
coordinate, $2D = bottom 
coordinate. 

$F832 Clear the entire low-resolution 
graphics screen to black. 

$F836 Clear the top 40 lines of the low- 
resolution graphics screen to 
black, (If in mixed text /graphics 
mode, this leaves the bottom four 
lines of text unaffected,) 

$F864 Set the current color for low- 
resolution graphics. Pass in: Ace = 
color number {0-1 5). The color for 
each color number can be found 
in the BASIC manual* 

$F871 Determine the color at a given 
coordinate on the low-resolution 
graphics screen. Pass inr Yreg = 
horizontal coordinate. Ace = 
vertical coordinate. Returns: Ace 
= color number, 

$F941 Print a 4-digit hex number. Pass 
in: Ace ^ high byte of number, 
Xreg => low byte of number. 
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$F948 Print three spaces, 

$F94A Print 1 to 256 spaces. Pass in: 
Xreg ^ number of spaces to print. 

$FB1£ Read a game paddle or one axis of 
a joystick. Pass in: Xreg ^ paddJe 
number (0 or I). Returns; Yreg = 
value of paddle {0 to 255), 

$FB2F Switch in the standard text 
display and initialize the window 
to the fuU screen. If 80-columns 
arc already active, will initialize 
to go-column text display, 
otherwise will initialize to 40- 
column display. 

$FB39 Alternate entry to $FB2F, does not 
enforce display page 1 or 
(invisible) low-resolution graphics 
mode. 

$FB40 Switch in the mixed low-resolution 
graphics and text display, and set 
a 4-1106 text window at the bottom 
of the screen, 

$FB5B Set the vertical cursor position. 
Pass in: Ace - new vertical 
position. 



10-15 



SYSTEM FIRMWARE 



$FB6F Set the correct application Reset 
checksum. Pass in: $3F2,$3F3 
coBtaiB desired application Reset 
vector address. Returns: $3F4 
contains correct checksym for the 
Reset vector address, 

$FBDD Pause for about one-hundredth of 
a second, then beep the speaker 
for about a tenth of a second, (If 
you want to beep the speaker 
repeatedly - admittedly an 
annoying idea - the pause is just 
long enough to separate the sound 
into distinct beeps.) 

SFBCI Set the left margin "base address** 
for a given line on the screen. Pass 
in: Ace = vertical position. 

Returns: $28, $29 = address of the 
leftmost character position on that 
line, (For normal text display, 
$FB5F or $FC22 are the preferred 
entry points.) 

$FBE2 Beep the speaker for about a tenth 
of a second (no pause), 

$FBF4 Advance the cursor one position. 

SFCIO Back up the cursor one position. 

$FC1A Move the cursor up one line* 
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$FC22 Set the vertical cursor position. 
Pass in: $25 contains new vertical 
position. 

$FC42 Clear from the current cursor 
position to the bottom of the text 
window. 

$FC58 Clear the entire text window and 
place the cursor at the upper left 
corner of the text window, 

$FC62 Move the cursor to the leftmost 
position on the next line down. 

$FC66 Move the cursor down one line. 

$FC70 Scroll the text window up one 
line. 

$FC9C Clear from the current cursor 
position to the end of the line. 

$FCA8 Pause for a moment. Pass in: Ace 
^ how long to pause. Approximate 
example times: $01 = 32 
microseconds, $04 = 110 
microseconds, $10 - 1 millisecond, 
$40 = 11 milliseconds, $80 = 45 
milliseconds, $00 = 170 

milliseconds (.17 seconds). 

$FDOC Call the current character input 
routine. Returns: Ace = character 
input. 
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SFDIB Character input routine for 40- 
column display. Blink a 

checkerboard cursor at the current 
cursor position, waiting for a key 
to pressed, generating a random 
number in locations $4E,$4F. 
Returns: Ace = key pressed. A 
preferred method is to Initialize 
40-column I/O, then call SFDOC 
instead.) 

$FD35 Character input routine, handling 
ESCape codes for either 40 or 80 
column display. 

$FD67 Print carriage return, prompt 
character, and read a line of text 
into page $02 from the current 
character input routine, 

terminated with carriage return. 
Handles ESCape codes, left and 
right arrow keys (for backspace 
and retype), and CTRL-X to 
cancel line. Returns: Xreg = 
number of characters in line, not 
including carriage return. 

$FD6A Similar to $FD67, but does not 
print initial carriage return. 

$FD6F Similar to $FD6A, but does not 
print prompt character. 
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$FD8& Clear from current cursor position 
to end of line^ then print carriage 
return. 

$FD8E Print carriage return to current 
character output port, 

$FDDA Print a two-digit hex number. 
Pass in: Ace = number to print. 

$FDE3 Print a single-digit hex number. 
Pass in: Ace = number to print, 

SFDED Print character through current 
character output port. Pass in: 
Ace - character to print. 

SFDFO Print character to text display. 
Pass in: Ace = character to print. 
Returns; Acc^ Xreg, Yreg 
unchanged. A preferred method is 
to initialize the 40-coIumn display 
and print characters through the 
routine at $FDED. 

$FE1F "Computer compatibility routine** - 
a "nuir routine in the computer. 
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$FE2C Copy a block of data from one 
area of memory to another. Pass 
in: $3C,S3D contain address of 
first byte of block to copy; 
$3E,$3F contain address of last 
byte of block to copy; $42,$43 
contain address of where to copy 
block to, 

$FE80 Set normal (white-on-black) 
character display. 

$FE84 Set inverse (black-on-whitc) 
character display. 

$FE89 Set character input to standard 40- 
column routines. 

$FE8B Set character input to given port. 
Pass in: Ace = desired port 
number, 

$FE93 Set character output to standard 
40-column routines. 

$FE95 Set character output to given port 
Pass in: Ace = desired port 
number. 

$FF2D Priot "ERR'' and beep the speaker, 

$FF3A Print CTRL-G (bell character) to 
the current character output port. 
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$FF3F Retrieve register contents from 
zero page; $45 -> Acc^ $46 -> Xreg, 
$47 -> Yreg, $48 -> Processor 
status register, 

$FF4A Save register contents into zero 
page: Ace -> $45, Xreg -> $46, 
Yreg -> $47, Processor status 
register -> $48, stack pointer -> 
$49. 

$FF58 Documented location of an RTS 
instruction. 

$FF59 Initialize standard 40-colunin 
display Und character 

input/output routines, clear 
decimal mode, beep the speaker, 
and enter System Monitor 
program. 

$FF65 Clear decimal mode, beep the 
speaker, and enter System Monitor 
program, 

$FF69 Enter system Monitor program. 
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$FFA7 Attempt to parse a hex number 
from the line of text in page $02. 
Pass in: Yreg ^ offset into line of 
first character to parse. Returns: 
Ace = first non-hex-digit 
character; Xreg = nonzero if 
number found, zero if number not 
found; Yreg = offset into line 1 
past first non-hex-digit character; 

S3E, $3F contain parsed number, 
or zero if no number to parse. 

$FFFA, Contains address of NMI 

$FFFB handler: $03FB. (Handler must 

be set up by application.) 



$FFFC, Contains address 
SFFFD handler in ROM. 



of 



Reset 



SFFFE, Contains address of IRQ 
SFFFF interrupt handler in ROM 
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10.1.4 Th€ System Monitor 



Included in th€ System Kernel is a "System 
monitor", a program designed to allow 
technically inclined users to examine and 
change memory locations directly. The 
System Monitor includes commands for 
displaying the contents of memory as 
hexadecimal numbers, or optioaally as 
ASCII characters and disassembled 65C02 
instructions. Commands are also available 
for moving blocks of data from one area of 
memory to another, executing a 65C02 
routine, and reading the 6-digit version code 
of the ROM The System Monitor works 
strictly with hexadecimal numbers. 

Warning: Because of the way input/output is 
mapped in the computer, changing or even 
examining certain areas of memory can 
cause the computer to hang or behave 
erratically. In general, you should avoid 
accessing locations from SCOOO to SCFFF. 
If you want to examine these areas, you 
should understand the I/O mapping in this 
area and take appropriate care. (The I/O 
mapping is explained In chapter 3 of this 
manual.) 
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The three entry points into the System 
Monitor, as described in the last section, arc 
$FF59,$FF65, and $FF69. The easiest way 
to enter the Monitor is to turn on the 
computer, immediately press CTRL-RESET 
to stop the drive, then type: 

JCALL ^151 

(Decimal -151 is equivalent to $FF69.) 

You'll see an asterisk and a blinking 
checkerboard cursor. You're now in the 
System Monitor program. Here arc the 
System Monitor commands: 

addr RETURN 

To examine the content of a single memory 
location, type the hex address and press 
RETURN. You'll see the address, a dash, 
and the value at that address, 

addrLaddr2 RETURN 

To see the contents oT a range of locations, 
type the starting address, a period, the 
ending address, and press RETURN. The 
monitor will print one or more lines, with 
an address, a dash, and up to eight data 
values on each line, covering the range you 
specified. 
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RETURN 

To see the contents of a few memory 
locations beyond where you last looked, just 
press RETURN. You'll sec up to eight more 
data values. 

addndata data data ,„ data RETURN 

To change the contents of onfe^ or more 
consecutive memory locations, type the 
starting address and a colon, followed ^ 
one-digit or two-digit data values separated 
by spaces. Press RETURN after the last 
data value* The contents of the memory 
locations will be changed to the values you 
specified. 

addrL RETURN 
L RETURN 

To disassemble the instructions in an area 
of memory, type the starting address and 
the letter "L", and press RETURN. Twenty 
lines will be printed, each with the address 
of the instruction, the bytes shown as ASCII 
characters, the bytes shown as hexadecimal 
numbers, and the disassembled instruction* 
To continue disassembling, type "L** and 
RETURN* (Note: because of the way 
various ROM areas are automatically 
switched in and out by the computer 
firmware, not all areas of ROM can be 
directly viewed or disassembled*) 
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addrl<addr2.addr3M RETURN 

To move a block of data from one area of 
memory to another, type the starting 
destination address, a less-than sign, the 
starting source address, a period, the ending 
source address, and the letter "NTV The data 
will be moved from the source area to the 
destination area. 

addrG RETURN 

To execute a 65C02 routine, type the 
address of the routine and the letter ''C* 
The routine will execute. If it ends with an 
RTS, the routine will return to the System 
Monitor* 

CTRL-V RETURN 

Displays the six-digit ROM version code. 

Multiple commands can also be entered on 
one line, separated by spaces. If you want 
to enter bytes into memory and do another 
command on the same line, you can separate 
the bytes entered from the other commands 
with the letter "N". For example: 

•addrdata data data N addrG RETURN 
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10-2 INPUT/OUTPUT ROUTINES 

The input/output routines in the computer 
arc divided into 8 ports, numbered to 7, 
They arc: 



Port 


- built-in 40-column display 


Port 1 


- printer port 


Port 2 


- serial communications (modem) 




port 


Port 3 


* built-in 80-column display 


Port 4 


" mouse port 


Port 5 


- I M expansion RAM 


Port 6 


- 5.25" disk drive 


Port 7 


- 3.5" disk drive 


(Port 5 


and port 7 firmware may be 


inhibited 


by the "INT/EXT PORT 5" and 


"INT/EXT PORT 7" switch.) 



Most of the I/O firmware resides in the 

area $CIOO-$CFFF. 

Below is a memory map for this area. 
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"Inferur Primer Modera Mouse/ Expiesioa 5.25" disk XS" disk 

Ut^ VUlM drive drive 



scooo 

scioo 

sc3oa 

SC4C0 
SC500 
EC600 
SC700 
SC&OO 
5CFFT 



Port 3 



Port 3 



Port I 



Port I 



Porta 






Port 4 










Port 5 






Port 1 




Port 5 



Fori 6 



Port 6 



Port 7 



Port 7 



Fig. lO-l Logical I/O address mapping 
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The computer hardware allows different 
portions of ROM to be mapped in and out* 
The actual switching arrangement is 
described in chapter 3 of this manual, but is 
really unimportant as far as most 
application programs are concerned. The 
ROM is divided into an "internal'* portion 
that spans SCIOO to SCFFF, and several 256- 
byte areas for port 1 to 7. Except for port 
4, all the other ports can also switch in 
additional areas (only one at a time!) at 
$C800 to SCFFF. 

The "internar portion of ROM contains 
additional internal code for 40 and 80 
column displays, mouse & IRQ routines, etc* 
This portion is switched in only by the 
firmware as long as necessary, then 
switched out again to make the I/O ports 1, 
2 and 4 through 7 (as well as the expansion 
connector) available. If the 40/80 switch on 
the front of the computer is set to 80, then 
the port 3 area in the internal portion is 
always available, regardless of whether the 
rest of the internal portion is switched in. 



10-29 



SYSTEM FIRMWARE 



The usual method for activating these ports 
rroin machine language is to load the port 
number into the Accumulator and call the 
routine at $FE95 to set an output port or 
$FE8B to set an input port. (See the 
Miscellaneous Routines listed earlier. These 
arc equivalent to PR#n and IN#n.) $FE95 
will store the actual address of the port 
driver code into the output port vector at 
locations $36,$37, $FE8B will store the 
address of the port driver code into the 
input port vector at locations $38,$39, Then 
to print a character through an output port, 
load the character to be printed into the 
Accumulator and call $FDED, This routine 
will actually jump "through" $36,$37 to the 
current output driver code* To read a 
character from a port, call $FDOC. This 
routine will jump through $38,$39 to the 
current input driver code. 

Note: The port I printer routines and the 
port 3 80-column display routines will 
actually change the addresses stored in $36- 
$39 as part of the port initialization when 
they are first called. Some operating 
systems will also change the addresses stored 
here for internal bookkeeping reasons. 
Programs should normally call the $FD£D 
and $FDOC routines to print and get 
characters through whatever port or 
operating system is "current", rather than 
access the ports directly. 
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For programs that do not use the System 
firmware at $F800 - $FFFF (for example, if 
the upper 16K RAM area is active), there 
are alternate entry points for ports 1,2,3. 
and 4. (But port 4 is a special case; see the 
section later on using the port 4 mouse 
firmware,) Ports 1, 2, and 3 contain special 
entry points to initialize the port, write 
characters to the port, read characters from 
the port, and determine the status of the 
port. These entry points arc used by Pascal, 
newer versions of CP/M, and some 
application programs. 

The initialization entry point needs to be 
called once, before reading from or writing 
to the port. After the read entry point is 
called, the character read wiil be returned 
in the Accumulator, Before the write entry 
point is called, the character to be printed 
should be loaded into the Accumulator. For 
the Status call, the Accumulator should 
contain a "0" to check writc-ready status^ or 
a "1** to check read-ready status. It will 
return either carry set meaning yes-ready, 
or carry clear meaning not-ready. 
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Port 1: 

Inlt address = SCIOO + contents of 

SCIOD 
Read address = $C100 -t- contents of 

$CIOE 
Write address - SCIOO + contents of 

ClOF 
Status address = $CI0O -f contents of 

SCUO 

Port 2: 

Init address = $C200 + contents of 

$C20D 
Read address - $C200 + contents of 

$C20E 
Write address = $C200 + contents of 

C20F 
Status address = $C200 + contents of 

$C210 

Port 3: 

Init address = $C300 + contents of 

SC30D 
Read address = $C300 + contents of 

SC30E 
Write address = $C300 + contents of 

$C30F 
Status address = $C300 + contents of 

$C3I0 
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10.2.1 Part 0: 40*columti Display Routines 

As the computer displays each character on 
the 40-columii screen, the firmware 
maintains an invisible cursor position, 
marking where the next character will be 
printed. The horizontal position ($00 to $27 
for 40-column) is kept in locations $24, and 
the vertical position ($00 to $17) is kept in 
location $25. 

To set a new horizontal position directly, a 
program can store a new value into location 
$24, There are two ways to directly change 
the vertical position: Either load the new 
value into the Accumulator and call $FB5B, 
or store the value into location $25 and call 
$FC22. 

The 40-column display routines normally 
print to the entire 40-column by 24-line 
display, though this can be changed* The 
video display routines (described earlier 
with the miscellaneous System routines) 
limit themselves to the current "text 
window"*. The text window is a rectangular 
area on the screen in which all printing 
takes place. Four zero-page locations 
determine the bounds of the text window: 

$20 - horizontal position of left-edge of 

window 
$21 - width of window (number of 

characters) 
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$22 ' vertical position of top line in 

window, 
$23 - vertical position of first line below 

bottom-edge of window 

The routines at $FB2F and $FB39 set a full- 
screen 40 by 24 text window, A program 
can also change the text window values 
directly. The position of the left-edge 
added to the width should not exceed 40 for 
a 40-column display, or 80 for an 80-column 
display. 

The left-edge of the window can be on 
either even or odd column, and the window 
width can be either an even or odd number 
of columns. If the window size or position 
is changed, the cursor should be placed 
inside of the window before any subsequent 
printing is done. 

Besides displaying the normal printable 
characters, the port output routines also 
recognize four printer control characters: 

CTRL-G (ASCII $87) beeps the computer 

speaker, 

CTRL-H (ASCII $88) moves the cursor left 

one position, 

CTRL-J (ASCII $8A) moves the cursor down 

one line. 

CTRL'M (RETURN, ASCII $8D) moves the 

cursor to the leftmost position and down 

one line* 
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When the port input firmware is called to 
get a character from the keyboard, a 
checkerboard cursor blinks at the current 
cursor position* When a key is pressed, the 
original character is restored, and the ASCII 
value (high bit on) of the key pressed is 
returned in the Accumulator* An alternate 
entry point at $FD35 allows several special 
ESCape characters to be recognized from 
the keyboard. To use the ESCape codes, 
first press the ESCape key, then press the 
desired key: 

ESC @ moves the cursor to the upper-left 
corner and clears the te^it window. 

ESC E clears from the cursor position to the 
end of the line. 

ESC F clears from the cursor position to the 
bottom of the text window. 

The following keys can be pressed 
repeatedly after pressing ESCape; 

ESC I or up arrow; moves the cursor 

up one tine. 
ESC J or left arrow: moves the cursor 

left one position. 
ESC K or right arrow: moves the cursor 

right one position. 
ESC M or down arrow: moves the cursor 

down one line« 
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10.2,2 Port 3: SO-column Display Routines 

The 80-column routiDes arc basically an 
enhancement of the 40-column routines. 
When port 3 is initialized, the video 
circuitry displays each character half as 
wide to allow up to 80 characters on each 
line. Locations $24 and $25 are still used to 
keep track of horizontal and vertical cursor 
position. Another location, $57B, also 
maintains the 80-column horizontal cursor 
position. Location $24, however, does 
maintain the horizontal position correctly 
for both 40 and 80 column displays on the 
computer. 

The 80-column output firmware recognizes 
the same four control characters as the 40- 
column firmware, as well as several new 
ones. These control character are intended 
to be printed from a program. (Typing 
these characters directly at the keyboard 
may or may not cause them to be printed 
through the output firmware. For keyboard 
control, see the ESCapc codes described 
below.) 

CTRL-E: If using PASCAL, (alternate write- 
character entry point) "turns on" the visible 
cursor, displaying it as each character is 
printed* This is the usual setting for 
PASCAL. 
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CTRL-F: If using PASCAL, (alternate write- 
character entry point) "turns off" the visible 
cursor. Text display is faster with the 
visible cursor off, 

CTRL-K: Clears the display from the cursor 
position to the bottom of the text window, 

CTRL-L: Moves the cursor to the upper-left 
corner of the text window, and clears the 
entire text window, 

CTRL-N: Displays subsequent text as 
"normal", white characters on a black 
background, 

CTRL-O: Displays subsequent text as 
"inverse", black characters on a white 
background, 

CTRL-Q: Switches to a 40-column display 
while keeping SO-column features, 

CTRL-R: Switches back to an 80-column 
display. 

CTRL-U; Switches to a 40-column display 
and turns off 80-column features, 

CTRL-W: Scrolls the contents of the text 
window up one line, without moving the 
cursor. 

CTRL-X: Do not display special graphics 
characters, 
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CTRL-Y: Moves cursor to upper-left corner 
of text window; docs not clear text window, 

CTRL-Z: Clears the entire line that the 
cursor is on; does not move the cursor, 

CTRL-[: Displays special graphics characters 
instead of capital letters if "inverse" text is 
also set. 

CTRL-\: Moves the cursor one position to 
the right. 

CTRL-]: Clears from the cursor position to 
the end of the line. 

CTRL- ^: Move the cursor up one line. 

When the SO-column input routine is called 
to get a keypress, it displays an inverse^ 
block cursor (the character at the cursor 
position is made inverse) while waiting for 
a keypress. If the alternate ESCape code 
entry point at $FD35 is called, additional 
ESCape codes become available from the 
keyboard. If the ESCape key pressed, the 
cursor changes to an inverse plus sign. 

In addition to the 40-coIumn ESCape codes, 
these codes are also recognized: 

ESC 4: Switches to a 40-column display 
while keeping 80-coIunin features. 

ESC 8: Switches back to 80-column display. 
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ESC CTRL-Q; Switches to a 40-column 
display and turns off 80-column features. 

ESC CTRL»D: DisabJes recognition of extra 
$0-column control character commands. 

ESC CTRL-E: Enables recognition of extra 
80-coIumn control character commands. 



10.2.3 Port 1: Printer Routines 

The printer port is an output-only port 
You can print characters through port 1 to a 
printer, but there is no provision for 
character input (since printers do not 
normally send characters back to a 
computer). 

Besides simply sending the printed 
characters on to the printer, the port I 
firmware provides several other functions, 
depending on its current settings: 

K It will usually mask off the high bit of 
each character sent to a parallel printer 
(since many parallel printers use the 
high bit to represent some special code). 

2. It can count the number of characters 
printed between each carriage return. 
If the number exceeds a given line 
widths it can send its own carriage 
return to the printer to start a new line. 
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3* It can follow any carriage return 
(whether printed by a program or added 
by the firmware) with a linefeed 
character, in case the printer needs one 
to begin printing on the next line down. 

4, It can watch if the horizontal cursor 
position has been changed since the last 
character was printed (if an HTAB or 
BASIC command tab occurred), and 
send a series of spaces to the printer to 
accommodate the tab. 

5. It can optionally echoes the text to the 
video display. 

6- It can watch for special command 
character sequences for changing any of 
these features. 

The Serial/Parallel switch on the front of 
the computer determines whether the serial 
or the parallel printer port is active. When 
the computer is first turned on, port 1 uses 
these settings: 

80 characters per line 

Insert linefeeds after carriage return 

Do not add carriage return if line width is 

exceeded. 

Do not echo characters back to the video 

display 

Command character is a CTRL-I 
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Mask off high bit of each character (if 

parallel printer) 

Formal is 8 data bits, 2 stop bits (if serial 

printer) 

Baud is 9600 (if serial printer) 

Parity is set for No parity (if serial printer) 

Several of these options can be changed by 
the Port Configuration Program, which is 
described in the computer User's Manual, 
The options set by the Port Configuration 
Program remain in effect as long as the 
computer is on. If you want to temporarily 
override those settings from within a 
program, you can issue individual command 
to the printer port* The override changes 
remain in effect until CTRL-RESET is 
pressed. Here are the command character 
sequences to print: 

Parallel printer commands: 

CTRL*I C: Add carriage return if line 
width is exceeded^ 

CTRL-I H: Send all 8 bits of each character 
to the printer. This is useful for some 
graphics printing. - 

CTRL-I I: Echo the text being printed back 
to the screen. This may cause problems for 
line widths other than 40 or 80 columns. 
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CTRL-I K; Don't automatically print a 
linefeed character after carriage return, 

CTRL-I L: Automatically print a linefeed 
character after carriage return. 

CTRL-I nnixN: Turn off screen echo and set 
the line width to nnn (where nnn is a 
number form to 255). CTRL-I ON sets "no 
line width" (do not insert carriage returns) 

CTRL-I X: Send 7 (not 8) bits of each 
character to the printer. This is the usual 
setting. 

CTRL-I 2: Do not check for any more 
commands. 

CTRL-I "c": Change the printer command 
character from CTRL-I to the control 
character "c". 
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Serial printer commands: 

CTRL-I nnB: Set the baud rate according to 
the number nn, where nn is: 



1 


50 baud 


2 


75 baud 


3 


110 baud 


4 


135 baud 


S 


150 baud 


6 


300 baud 


7 


600 baud 


8 


1200 baud 


9 


1800 baud 


10 


2400 baud 


11 


3600 baud 


12 


4800 baud 


13 


7200 baud 


14 


9600 baud 


15 


19200 baud 



CTRL-I C: Add carriage return if line 
width is exceeded. 

CTRL'I nD: Set the data format according 
to the number n, where n is: 

8 data bits, 1 stop bit 

1 7 data bits, 1 stop bit 

2 6 data bits^ 1 stop bit 

3 5 data bits, 1 stop bit 

4 8 data bits, 2 stop bits 

5 7 data bits, 2 stop bits 
$ 6 data bits, 2 stop bits 
? S data bits, 2 stop bits 
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CTRL-I I: Echo the text being printed back 
to the screen. This may cause problems for 
line widths other than 40 or 80 columns. 

CTRL-I K: Don't automatically print a 
linefeed character after carriage return, 

CTRL*I L: Automatically print a linefeed 
character after carriage return. 

CTRL-I nnnN: Turn off screen echo and set 
the tine width to nnn (where nnn is a 
number from to 255), CTRL-I ON sets "no 
line width" (do not insert carriage returns). 

CTRL-I nP: Set the parity according to the 
number n, where n is: 



CO parity 

1 odd parity 
3 even parity 
3 mark parity 
7 space parity 



CTRL-I Z: Do not check for any more 
commands, 

CTRL-I "c**: Change the printer command 
character from CTRL-I to the control- 
character "c". 
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10.2.4 Port 2: Serial Comtnunications Routines 

Port 2 is designed for two-way 
communjcation with modems, computer 
terminals, and otticr serial communications 
devices. A program can use port 2 to 
receive characters (after initializing with 
the routine at $FE8B or the BASIC 
command IN#2) or send characters (after 
initializing with $FE95 or PR#2), or both. 

Since the serial input is not buffered, the 
firmware routines are best suited for 
communication at slower baud rates. For 
example, consider a program that gets 
characters from port 2 and prints them to 
the screen. Most of the screen display 
routines arc quite fast, but scrolling 
operations take a little time. If too much 
time elapses between subsequent calls to 
read from port 2, one or more characters 
coming into the port may be missed or lost, 
because the program wasn^t yet ready to 
receive them. For reliable high-speed 
communication, a modem program or 
terminal program that accesses the computer 
serial hardware directly is recommended. 

Besides simply sending and receiving 
characters with port 2, the serial 
communications firmware provides several 
other functions, depending on its current 
settings: 
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1. It can follow any carriage return sent 
by the program with a linefeed 
character, in case the modem or 
terminal needs one at the end of every 
line. 

2. It can optionally print the text to the 
video display. 

3. It can watch for special command 
character sequences, for changing any 
of these features. 

When the computer is first turned on, port 2 
uses these settings: 

Insert linefeeds after carriage return 

Do not echo characters back to the video 

display 

Command character is a CTRL-A 

Formal is 8 data bits, I stop bit 

Baud is 300 

Parity is set for No parity 
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As with the printer, several of the port 2 
communications options can be changed by 
the Port Configuration Program. The 
options set by the Port Configuration 
Program remain in effect as long as the 
computer is on. If you want to temporarily 
overricle those settings from within a 
program, you can issue individual 
commands to port 2, The override changes 
remain in effect until CTRL-RESET is 
pressed. Here are the command character 
sequences to send: 

CTRL* A nnB: Set the baud rate according 
to the number nn, where nn 
is: 



1 


50 baud 


.2 


75 baud 


3 


no baud 


4 


135 baud 


5 


150 baud 


$ 


300 baud 


8 


1200 baud 


9 


1800 baud 


10 


2400 baud 


II 


3600 baud 


12 


4800 baud 


13 


7200 baud 


14 


9600 baud 


15 


19200 baud 
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CTRL-A nD; 




1 
2 
3 
4 
5 

$ 

7 



Set the data format 
according to the number n, 
where n is: 



8 data 
7 data 

6 data 
5 data 

5 data 

7 data 

6 data 
5 data 



bits, 
bits, 
bits» 
bits, 
bits, 
bits* 
bits, 
bits. 



t stop bit 
1 stop bit 
1 stop bit 

1 stop bit 

2 stop bits 

1 stop bits 

2 stop bits 
2 stop bits 



CTRL-A I: Echo the text being printed 

back to the screen. This 
may cause problems for 
line widths other than 40 
or SO columns. 

CTRL-A K: Don't automatically print a 

linefeed character after 
carriage return, 

CTRL-A L: Automatically print a 

linefeed character after 
carriage return. 
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CTRL-A 


bP: 


Set the parity according to 
the number e, where n is: 







no parity 


1 




odd parity 


3 




even parity 


$ 




mark parity 


7 




space parity 


CTRL-A Z: 


Do not check for any more 






commands. 


CTRL-A 


"c": 


Change the command 



character from CTRL-A to 
the control-character "c". 
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CHAPTER 11 

HARDWARE IMPLEMENTATION 

11- HARDWARE IMPLEMENTATION 

This chapter is written for those users who 
want to have a deeper understanding of the 
internal workings of the computer. 

Besides providing valuable hardware 
information and trouble-shooting guidelines 
for service personnel, the materials 
described are also useful for hardware 
designers who need to know the 
characteristics and functions of the signals 
available at the various peripheral 
connectors on the computer. 

11*1 System Overview 

The computer uses advanced high-density 
CMOS gate array technology to reduce 
component count, interconnections, size of 
PCB and power consumption so that the 
reliability of the computer is improved. 
Figure 11-1 and 11-2 shows the block 
diagrams of the ''LASER 128" series 
computers. 
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Fig. U-1 Block diagram of "LASER 
128EX" 
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Fig. 11-2 Block diagram of "LASER 128" 
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The following is a brief description of the 
functions of the major components found on 
the main-board of the computer: 



Central Processing Unit (CPU): 65C02 

This is the microprocessor which is 
responsible for fetching and executing 
the machine language instructions stored 
in the program memory (either ROM or 
RAM), 

The 65C02 used in "LASER 128EX" is a 4 
MHz version while that used in "LASER 
128" is a I MHz version. 



Memory Management Unit (MMU): 
6IH20B48F 

This is one of the three custom-designed 
gate arrays used in the computer. Its 
primary function is to control the 
addressing and timing of the memory 
devices (RAM and ROM). Besides, It also 
contains the logic for generating the 
various system clock signals as well as 
controlling the operation of some of the 
I/O devices such as mouse, parallel 
printer and serial ports. 
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• Video Display Generator (VDG): 
61H20B44F 

This is another custom-designed gate 
array which is responsible for generating 
and maintaining the video display. 

It fetches and decodes the data stored in 
the video RAM to generate the digital 
video outputs, some of which is accessible 
at the video expansion connector on the 
back panel of the computer. They are 
also processed by analog circuitries to 
produce the composite video output 



Universal Disk Controller (UDC): 
61H20B56F 

This gate array is primarily used for 
controlling the operation of the built-in 
or external disk drives connected to the 
computer, 

Besides, it also controls the addressing of 
the expansion RAM and the operation of 
the other I/O devices such as keyboard 
and speaker 
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• Program ROM: 27C256 

It is a 32K x 8-bit ROM chip which 
contains the built-in BASIC interpreter, 
monitor and firmware drivers for the 
various I/O devices. 



• Video ROM: VT27-0706-0 

This is a 8K X 8-bit mask ROM which 
contains the text display character fonts 
and part of the graphics display 
generation logic. It works together with 
the VDG gate array to generate the video 
display. 



• System RAM: 41464 (X 4) 

They are 64K x 4-bit dynamic RAM 
chips which are organized into two 64 K- 
byte banks, namely main and auxiliary 
bank. The RAM chips used in the 
"LASER 128 EX" have a maximum row 
address access time of 120 ns while those 
used in the "LASER 128" have a row 
address access time smaller than ISO ns. 
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Video RAM (for "LASER 128 EX" only): 
41464 (X 2) 

They arc used for storing the memory 
image of the video display in a specially 
encoded format. The maximum row 
address access time for the RAM chips is 
150 ns. 

The VDG gate array fetches and decodes 
the contents of the video RAM in regular 
time intervals to generate the appropriate 
video signals to refresh the video display. 
In "LASER 128", the system RAM is used 
for generating the video display so that 
no separate video RAM is required. 



• Expansion RAM (Optional): 41256 {x 32) 

These 256K % 1-bit dynamic RAM chips 
have a maximum row address access time 
of 120 ns. They are inserted in the IC 
sockets on the optional IM RAM 
expansion card. 

In "LASER 128 EX", the expansion RAM 
card is built-in. A maximum of 1 M-byte 
expansion RAM can be installed if all of 
the 32 IC sockets on the RAM board are 
fully stuffed. 
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• Disk data buffer: 6U6 

This 2K X 8-bit static RAM serves as a 
temporary CPU working area for storing 
the data read from or written to a 3.5" 
disk drive as well as other system 
parameters used by the internal port 7 
firmware. 



Keyboard encoder: 8048 

It is a single-chip microcontroller with 
internal ROM, RAM, I/O ports etc. and 
is specially programmed to handle the 
task of keyboard interfacing. 

rt scans the keyboard for any keypress, 
generates the appropriate character code 
and stores it in a register in the UDC 
gate array for subsequent read-out by the 
CPU. 



Asynchronous Communication Interface 
Adaptor: 6551 (x2) 

It is the IC which handles the data 
transfer between the computer and the 
devices connected to the two serial 
interface connectors on the back panel of 
the computer. There arc two ACIA's on 
the main-board, one for each of the serial 
ports. 
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It performs such functions as parallel-to- 
serial and seriat-to-paratkl data 
conversions, parity generation for 
transmit data and error detection for 
receive data, data buffering and 
communication handshaking etc. 
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Fig. 11-3 Clock generator 



The "heart" of the computer is a crystal 
controlled oscillator operating at a 
frequency of 14J1818 MHz (for NTSC 
models) or 14.18758 MHz (for PAL models). 
The output of the oscillator is buffered to 
become signal SI4M which is the master 
clock to which all system activities are 
synchronized 
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S14M is fed into the MMU gate array which 
is then divided down to generate the general 
purpose clock signals S7M (7 MHz), S358M 
(3.58 MHz), SQ3 (2 MHz), SPO and SPl (1 
MHz), The timing diagram is shown in Fig. 
11-4. 

sHM(MMu-64) ji/injinjinjiMiiJUUu^ 

S7M(MMU-S«) jXITJlJlJlJlJlJlJaJT^^ 
SJ58M CMMU-ft7> 
SQ^ (MMU-73) 
SFO (MMU*76) 
SPl {MMU-74> 



Fig. 11-4 Timing diagram of general 
purpose clocks 



IL3 CPU and system buses 

The 65C02 CPU has a 16-bit address bus 
and a 8-bit data bus. The CPU address bus 
(AO - A15) is buffered by two 74HCT244 
(octal buffers) to become the system address 
bus (BAO - BA15) which is routed to the 
MMU, VDG, UDC, 27256, 6116, 6551 and 
the expansion connector. 
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The CPU data bus (RDO - RD7) is buffered 
by a 74HCT245 (octal bus transceivers) to 
become the system data bus (SDO - SD7). 
The organization of the data bus in "LASER 
128 EX" is different from that of "LASER 
128". 

In "LASER 128", the CPU data bus is 
completely isolated from the other 
components by the data bus buffer. The 
system data bus is routed to the MMU, 
VDG, UDC, 27256, 6116, 6551, parallel 
printer data latch (74HCT374), expansion 
RAM connector and peripheral expansion 
connector. 

The system data bus is also isolated from 
the main bank RAM data bus (MDO - MD7), 
auxiliary bank RAM data bus (ADO - AD7) 
and the expansion RAM data bus (XDO - 
XD7) by octal bus transceivers {74HCT245). 

In "LASER 128 EX", the CPU data bus is 
directly connected to the VDG, the system 
RAM data bus and the expansion RAM data 
bus buffer. The system data bus is 
connected to the MMU, UDC, 27256, 6116, 
6551, parallel printer data latch and the 
peripheral expansion connector. 

The high-order bit of the system address bus 
(BA15) and the CPU read/write signal 
(CPURW-) is isolated from the peripheral 
expansion connector by the MMU gate 

array* 
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When signal DMA- on the peripheral 
expansion connector (pin 22) is pulled low 
by an interface card plugged into the 
optional expansion box, the system address 
bus, system data bus and read/write line 
will enter high impedance state so that the 
external interface card can control the 
system buses to access the memory and I/O 
devices directly without CPU intervention. 

The clock signal for the CPU (CPUCLK) is 
generated by the MMU gate array (pin 34). 

In "LASER I28\ this signal has the same 
timing as SPO so that the CPU will always 
run at 1 MHz, 

In "LASER 128 EX", CPUCLK may have 
different frequencies and waveforms at 
different instants. Depending on the states 
of the internal registers and the address 
being accessed, the CPU may run at 1 MHz, 
2.3 MHz or 3.6 MHz. The timing waveforms 
of the CPU clock at various frequencies are 
shown in Fig, 1 1-5* 

S14M (UMH.) ju uiMFuuuu iJijm 

CPUCLK (IMIiiJ I 1 T 1 



CPUCLK (2JMHi) I I f " 1 r I I ]__ 

CPUCLK (3.6MH^) I 1 I I 1 1 I 1 | 1 ] L 

Fig» 1 1-5 Timing diagram of CPU clock 
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When an external interface card plugged 
into the expansion box pulls low signal 
DMA' to perform direct memory access, 
CPUCLK will also be forced low at the 
same time to stop the CPU, Notice that 
DMA- should only switch state when 
CPUCLK is low. Otherwise, the current bus 
cycle may not terminate properly. 

Moreover, since only SPO (but not CPUCLK) 
is available at the peripheral expansion 
connector, direct memory access can only be 
performed properly when the CPU is 
running at 1 MHz, during which CPUCLK 
is equivalent to SPO. 



11,4 Program ROM contral 

The program ROM is divided into 32 pages, 
each of which is I K-byte in size. 

The 10 low-order address inputs of the 
ROM are wired directly to the system 
address lines (BAO to BA9), The MMU gate 
array re-maps the contents of the system 
address bus according to the settings of 
internal registers to generate the five high- 
order ROM address inputs (ROMAIC to 
ROMA 14). 

Fig. 11-6 shows the physical address map of 
the ROM, 
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Fig. 1 1-6 Program ROM address map 
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The MMU gate array also decodes the 
contents of the system address bus to 
generate the ROM output buffer control 
signal (ROMOE-). Signal CPUPO (MMU-40), 
which is the same as CPUCLK except that 
it is not gated with DMA-, is used for 
qualifying the validity of the contents of 
the address lines. 

If the address being accessed falls into the 
range which is assigned as ROM space* the 
MMU gate array will pull low ROMOE- as 
CPUPO goes high, driving the contents of 
the addressed ROM location into the system 
data bus. The bus master (65C02 or 
external interface card) should strobe in the 
contents of the system data bus at the 
falling-edge of CPUPO. 



11,5 System RAM control 



The system RAM is divided into two 64K- 
byte banks, namely main and auxiliary. 

The MMU gate array multiplexes a re- 
mapped version of the system address bus 
and the outputs of the internal dynamic 
RAM refresh address generator into eight 
RAM address lines (RAO to RA7) which are 
connected to both the main and auxiliary 
RAM banks. 
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In "LASER 128 EX", the MMU gate array 
uses an external delay line to generate the 
RAM timing signals in the two high-speed 
modes (2.3 MHz and 3.6 MBz). 

The delay line input (DELIN) is derived 
from the clock output of 65C02 (CPUP2). 
The delay line outputs D60, D90 and D120 
are routed back into the MMU gate array as 
timing references for the signals RASA-» 
AX, MCAS-, ACAS- and RWR-. 

RASA- is connected to the row address 
strobe (RAS-) input of the dynamic RAM 
chips. At the falling-edge of this signal, the 
contents in the multiplexed RAM address 
lines RAO to RA7 will be strobed into the 
dynamic RAM chips as row address. 

AX is looped back into the MMU gate array 
through pin 32 to control the multiplexing 
of the dynamic RAM address. When this 
signal is high, row address will appear on 
the RAM address bus RAO to RA7. When 
this signal is low, column address will be 
selected. 

MCAS' and AC AS- is connected to the 
column address strobe (CAS-) input of the 
main and auxiliary RAM bank respectively. 
At the falling-edge of this signal* the 
column address on the RAM address bus 
will be strobed into the RAM chips. 
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The RWR' signal is connected to the write- 
enable input of the dynamic RAM chips. If 
RWR- is high, a read operation will be 
performed in the current RAM cycle. If it 
is low, the current RAM cycle will perform 
a write operation. 

Signal MEMRD- is connected to the output 
buffer control input of the RAM chips. In 
a RAM read cycle, MEMRD- will be 
asserted (goes low) when CPUPO is high in 
order to drive the contents of the addressed 
RAM location into the RAM data bus. 

rn the "LASER 128' or "LASER 128 EX" 
running at I MHz, all the dynamic RAM 
timing signals are generated internally, 
without using the delay line outputs. 

Fig. U-7 shows the timing diagrams of the 
dynamic RAM control signals at various 
CPU clock speeds. 

In •'LASER 128 £X\ the system RAM 
address bus (RA0-RA7) is isolated from the 
video RAM address bus (VRA0-VRA7). The 
main and auxiliary RAM data bus are wired 
together and connected directly to the CPU 
data bus RDO - RD7, 
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la "LASER 128", the system RAM address 
bus aod video RAM address bus are wired 
together , RA4 is remapped by the UDC 
gate array into LiMRA4 before connecting 
to the RAM chips. The rest of the RAM 
address lines are connected directly to the 
RAM chips. 

Moreover, the main and auxiliary RAM data 
bus arc isolated from each other and the 
system data bus SD0-SD7 by octal bus 
transceivers. Signals MAINOE- and 

AUXOE- from the MMU gate array are 
connected to the output control of the main 
and auxiliary RAM data bus buffer 
respectively. 

When the main RAM bank is being accessed, 
signal MAINOE- will go low when CPUPO is 
high to enable the output buffers of the 
main RAM data bus transceiver. Similarly, 
ALTXOE- will be asserted when the 
auxiliary RAM bank is being accessed. 

The two RAM data buses (MRD0-MRD7, 
ARD0-ARD7) are also connected to the 
VDG gate array. The video data stored in 
the system RAM ts transferred to the VDG 
gate array 16 bits at a time. This will be 
revisited later in the section devoted to 
video display generation circuit. 
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Fig. 11-7 System RAM timing diagrams 
(LASER 128 EX) 



11.6 Video display generation 

The video display generation hardware is 
made up of the VDG gate array, video 
RAM, video ROM as well as some "glue" 
logic and analog circuitries* 

In "LASER 128 EX", there is a dedicated 64 
K-byte video RAM for storing the video 
data. The video RAM is time-multiplexed 
between the CPU and the video generation 
circuitries. 
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The VDG gate array decodes the contents in 
the system address bus BAO - BA15 and the 
system read/write line R/W- to determine if 
the CPU or the current bus master wants to 
perform a write operation on the video 
RAM, If so, the contents in the system 
address bus, CPU data bus and the signal 
ASEL (high when accessing auxiliary RAM 
bank) Yrom the MMU gate array will be 
latched inside the VDG gate array at the 
falling-edge of signal CPUPO for subsequent 
use. 

The VDG gate array muitiplexcs the outputs 
of the CPU address latch with the those of 
the internal video address generator and 
refresh address generator into the video 
RAM address bus VRAO to VRA7 using the 
signals CPUCYC- and HSYNC 

When signal CPUCYC- is low, the outputs of 
the CPU address latch is selected. When 
CPUCYC- is high and HSYNC is low, the 
outputs of the video address generator is 
selected. When CPUCYC^ and HSYNC are 
both high, the outputs of the refresh address 
generator will be selected. 

Signal CPUCYC" is also connected to the 
write enable input of the video RAM. If it 
is low, write operation will be performed in 
the current RAM cycle. Otherwise, either a 
video read cycle or a refresh cycle will be 
performed. 
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The row address strobe (VRAS-) and column 
address strobe (VCAS-) for the video RAM 
is also generated by the VDG gate array. 
VRAS- will be asserted (low) at either a 
CPU write, video read or refresh cycle 
whereas VCAS- will only be asserted at a 
CPU write cycle or video read cycle. 

The video RAM data bus VRD0-VRD7 is 
connected directly to the VDG gate array. 
In a CPU write cycle, the VDG gate array 
will drive the outputs of the CPU data latch 
into the video RAM data bus when signal 
CPUCYC- is low. In a video read cycle, the 
contents of the addressed location will be 
driven into the video RAM data bus after 
VCAS- goes low. The video data will then 
be latched in the VDG gate array. 
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Fig. 11-8 shows the timing diagram of video 
RAM read/write operations in ''LASER 128 
EX^ 
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Fig. 11-8 Video RAM timing diagram for 
'■LASER 128 EX" 



In "LASER 128", part of the system RAM is 

reserved for the video display so that no 
dedicated video RAM is required as in 
XASER 128 EX". 

The video RAM address bus VRA0-VRA7 
and the system RAM address bus RA0-RA7 
arc wired together and connected to the 
system RAM, The RAM address bus is time- 
multiplexed between the MMU gate array 
and the VDG gate array using the signals 
SPO and HSYNC 
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When SPO is high, the MMU gate array 
multiplexes the contents of the system 
address bus into the system RAM address 
bus. When SPO and HSYNC are both low, 
the VDG gate array multiplexes the contents 
of the video address generator into the 
system RAM address bus. Finally, if SPO is 
low and HSYNC is high, the MMU gate 
array will drive the outputs of the internal 
refresh address generator into the RAM 
address bus. 

The system RAM control timing signals 
(RASA-, MCAS-, ACAS-, RWR^, MEMRD-) 
are generated by the MMU gate array as 
described befote. 
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Fig. 1 1-9 System RAM timing diagram for 
"LASER 128" 
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The main RAM data bus MRDO-MRD? and 
auxiliary RAM data bus ARD0-ARD7 are 
connected directly to the VDG gate array. 
At the rising-edge of SFO, the data on the 
two RAM data buses are latched into the 
VDG gate array simultaneously. 

In conclusion, two bytes of video data are 
transferred from the video RAM into the 
VDG gate array during each SPO cycle. In 
"LASER 128 EX\ this is performed in two 
consecutive video RAM cycle whereas in 
"LASER 128", only a single RAM cycle is 
required to accomplish the same video data 
transfer rate. 

The VDG gate array uses the latched video 
RAM data together with the states of the 
internal registers and position counters to 
generate the 13 address inputs to the video 
ROM, namely VROMAO to VROMAII and 
ORMODE. 

GRMODE is a signal which indicates to the 
video ROM which display mode the 
computer is currently in. When it is low, 
the display is in text mode. Otherwise, 
graphics will be displayed. The signals sent 
to the video ROM through VROMAO to 
VROMAII are different for the various 
display modes, 
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In text mode, i,c, GRMODE is low, the video 
ROM is used as a character generator, 
storing the character fonts in a bit-mapped 
pattern. There are two sets of character 
fonts available, selected by the USACG- 
input of the VDG gate array (pin 16). This 
pin is tied either high or low for a 
particular version of the computer. For 
instance, this pin is grounded in NTSC 
versions. 

Each character font occupies eight 
contiguous bytes in the video ROM, Each 
of the bytes is maprped to one of the rows of 
the 7Hx8V dot matrix for that character, 
with the first byte mapped to row 0, i*e, the 
uppermost row, 

Bit to bit 6 of each byte are mapped to 
the seven dots in the corresponding 
character row, with bit mapped to the 
leftmost dot. Bit 7 is not used. A zero bit 
corresponds to a black dot while a one bit 
corresponds to a white dot. 

To display a particular row of a character 
font, the VDG places the 8-bit character 
code on VROMA3 to VROMAIO and the 3- 
bit row number on VROMAO to VROMA2 
and then read back the bit patterns of that 
particular character row from the video 
ROM through VROMDO to VROMD6. The 
bit patterns will then be shifted out through 
COLORO to COLOR3, 
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In graphics mode, j,e, GRMODE is high, the 
video ROM is used as a block of slow 
combinational logic network having 12 
inputs (VROMAO to VROMAll) and 7 
outputs (VROMDO to VROMD?). 

Fig. 11-10 shows a simplified address map 
of the video ROM, 
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Fig. II-IO Address map of video ROM 



The VDG gate array encodes the video 
ROM outputs into 4-bit color codes at 
COLORO to COLOR3, Depending the 
current graphics mode, the color encoding 
scheme may be different so that the same 
video ROM outputs may be encoded into 
different colors in different graphics mode. 
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Besides color information, the VDG is also 
responsible for generating the video display 
synchronisation signals HSYNC (pin 51), 
VSYNC (pin 52) and CSYNC- (pin 48), 

HSYNC is the horizontal synchronisation 
signal for the video display which is 
connected to pin 9 of the video expansion 
connector. The rising-edge of this signal 
triggers the horizontal retrace of the 
electron beam in the video monitor. The 
timing of HSYNC is shown in Fig* 11-11, 

HSYNC (NTSC) 1 I I I 



HYSNC (PAL) 






Fig, IMl Timing of HSYNC 



VSYNC is the vertical synchronisation 
signal which is connected to pin 14 of the 
video expansion connector. A high level at 
this signal triggers the vertical retrace of 
the electron beam in the video monitor. Its 
timing is shown in Fig. 11-12. 
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Fig. 11-12 Timing of VSYNC 



CSYNC- is the composite synchronisation 
signal which contains both horizontal and 
vertical synchronisation pulses. It is low if 
either HSYNC or VSYNC is high and is 

high otherwise. 

The color information carried in the 
composite video signal is originated from 
the VDG outputs BURST (pin 49) and 
CHROMA (pin 50). 

After each horizontal synchronisation pulsCj 
a short burst of several cycles in duration 
will be generated at BURST. This color 
burst has a frequency equal to that of the 
color subcarrier for the particular television 
system adopted. For NTSC system, this will 
be 3.58 MHz whereas for PAL systems, this 
will be 4.43 MHz. The timing is shown in 
Fig. 11-13. 
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Fig. 11-13 Color burst timing 



The function of the color burst is to phase- 
lock the internal oscillator in the composite 
color monitor or TV, thus generating a 
precise phase reference, 

CHROMA has the same frequency as the 
color burst. However, it may have different 
phases depending on the color code outputs 
at COLORO to COL0R3. It is this phase 
information embedded in a composite video 
signal which enables different colors to be 
generated by the color monitor or TV, 

A circle diagram is usually used for 
showing the relationship between phase and 
color. In this diagram, the circumference of 
the color circle is labelled with phase angles 
and the corresponding colors. The phase 
angles are measured in clockwise direction. 
Larger phase angle corresponds to larger 
phase lag or delay. 
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For NTSC system, the phase angle of the 
color burst is taken as degree which 
corresponds to yellow. For example, red 
corresponds to a phase angle of 90 degrees 
and hence the chroma for red lags the color 
burst by 90 degrees- Fig, 11-14 shows the 
NTSC color circle. 
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Fig. 11-14 NTSC color circle 



For PAL system, the color circle is reversed 
every other line. For example, red is +90 
degrees for a line and +270 degrees (or -90 
degrees) for another line. 

The line which has the same color circle as 
NTSC system is referred to as NTSC line. 
The color burst of NTSC line is taken to be 
45 degrees, which corresponds to orange. 
For example, red corresponds to a phase 
angle of 90 degrees so that the chroma for 
red in a NTSC line lags that of the color 
burst by 45 degrees. 
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The line which has a reversed color circle is 
referred to as PAL line. The color burst of 
PAL line is taken to be 315 degrees (or -45 
degrees). Red corresponds to a phase angle 
of 270 degrees (or -90 degrees) so that the 
chroma for red in a PAL line leads that of 
the color burst by 45 degrees. 
Fig. 11-15 shows the color circles for PAL 
system. 
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Fig. 11*15 PAL color circles 
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The frequency reference for BURST and 
CHROMA is generated by the VDG gate 
array by dividing the input XTAL (pin 13) 
by four. 

For NTSC system, XTAL is connected to 
S14M which has a frequency of 1431818 
MHz so that the color subcarricr frequency 
is 3,58 MHz. 

For PAL system, the signal S358M (pin 67 
of MMU) generated by dividing S14M by 
four, is buffered to become the input to a 
tune amplifier having a centre frequency of 
17.73447 MHz, The fifth harmonic of the 
buffered input is extracted to become signal 
SI7M which is connected to the input XTAL 
of the VDG. As a result, the signal S17M 
and hence CHROMA and BURST is phase- 
locked to S14M. 

When the "COLOR/MONO" switch is thrown 
to "MONO" position, the BURST and 
CHROMA output will be disabled (low) so 
that color is not available. The color burst 
is also disabled in text mode so as to remove 
any unwanted color fringes from the 
characters, thus producing a better display* 
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The signals COLORO to C0L0R3, BURST, 
CHROMA and CSYNC- are combined by a 
transistor mixer with resistor-summing 
inputs to become the composite video signal 
which is connected to both the RCA jack 
and pin 12 of the video expansion connector 
on the back panel of the computer, 

COLORO to COLOR 3 are d,a coupled to 
the transistor mixer. The resistor summing 
network at the base of the transistor acts as 
a simple digital-to-analog converter^ 
converting the 4-bit color code into an 
appropriate voltage leveL This voltage 
component in the composite video signal is 
called luminence. The brightness of a 
particular spot on the screen is determined 
by the instantaneous value of this 
parameter. The summing resistors for 
COLORO to COLOR3 have the same 
resistance so that only four levels of 
brightness are available. 

The CSYNC- signal is also d.c, coupled to 
the video summer. During the active 
display intervaU CSYNC- is always high. 
As a result^ the luminance signal is super- 
imposed on the blanking level. ' 

BURST and CHROMA are a.c, coupled to 
the transistor mixen Since the color burst Is 
generated during the horizontal blanking 
interval (after the horizontal sync pulse), it 
will be centred at the blanking level. 
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CHROMA will always be low during the 
horizontal and vertical blanking intervaL 
When black, gray or white is being 
displayed, CHROMA will be a constant dx. 
level which will be blocked by the coupling 
capacitor. For the other colors, the 
chrominence signal will be centred at the 
dx. level of the luminence signal. 

The composite video output is designed for 
driving a 75-Ohm load. The pcak-to-peak 
voltage level of the composite video output 
is adjusted to about 1 V, Fig. 11-16 shows 
the waveform and the relative levels of the 
various components of the composite video 
signal 
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Fig. 11-16 Composite video signal 

The VDG gate array also generate the LCD 
panel control signals DISPEN- (pin 53)^ 
LDPS- (pin 54) and SEROUT (pin 55). 

DISPEN- is effectively a composite blanking 
signal. During the horizontal and vertical 
blanking interval, DISPEN* is high. During 
the active display interval, it is low 
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LDPS- is a periodic timing synchronization 
signaL When 40-column text, low-resolution 
graphics or high-resolution graphics is being 
displayed, it will be a 1 MHz clock signal 
having a duty cycle of 13H:IL, 

When 80-column text, double-low-resolution 
graphics or double-high-resolution graphics 
is being displayed, LDPS- will be a 2 MHz 
signal having a duty cycle of 6H:1L. It is 
delayed by a SUM cycle before connecting 
to pin 6 of the video expansion connector. 

SEROUT is the serial video data for the 
LCD panel. It is just COLORO delayed by 
one S14M cycle* SEROUT is inverted and 
delayed by another S!4M cycle using an 
external D-type flip-flop before connecting 
to pin U of the video expansion connector. 
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Fig. 11-17 shows a snap-shot of the timing 
waveforms of the LCD display control 
signals at the start of a white line on the 
screen. 
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Fig, 11-17 Timing of LCD panel control 
signals 
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Keyboard control 



The keyboard controller is made up of the 
8048 keyboard encoder, 74LSI45 BCD 
{Binary-coded-decimal) decoder, UDC gate 
array and MMU gate array. Figure 11-18 
shows the simplified block diagram of the 
keyboard controller. 
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Fig. n-18 Block diagram of keyboard 
controller 



The 8048 is a single-chip microcomputer 
with internal ROM, RAM and I/O ports. It 
is clocked by the signal S358M from the 
MMU gate array and hence runs at 3J8 
MHz. 

Four of the output port bits (P20-P23) of 
the keyboard encoder are decoded by the 
BCD decoder 74LS145 into 10 signal lines 
which are connected to the Y-lines of the 
9x10 keyboard matrix (YO to Y9), The X- 
lines of the keyboard matrix (XO to X8) are 
connected to the nine input port bits PIO to 
P17 and P24 of the keyboard encoder. 
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The keyboard encoder cycles the output port 
bits P20-P23 from to 9 continuously so 
that the decoder outputs will be driven low 
one*by-one sequentially. If any key on the 
keyboard is pressed, one of the X-lines will 
be pulled low when the appropriate Y-linc 
is driven low. The keyboard encoder will 
sense the occurrence of a keypress by 
reading the input port bits and assert the 
AKD (Any-Key-Down) signal which is 
connected to pin 22 of the MMU gate array. 
The state of this signal can then be read 
back by the CPU at bit 7 of the I/O 
location SCO 10. 

The location of the key being pressed can 
be identified by the states of the X-lines 
and Y-lincs. The keyboard encoder converts 
this information into a key code using 
internal mapping ROM and the status of the 
"STD/ALT" switch. It then places the key 
code on the data lines KBDO to KBD6 and 
signals to the UDC gate array that valid key 
code is available on the data lines by 
generating a low pulse at the signal 
KBDSTB-. 
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At the rising-edge of KBDSTB-, the key 
code is latched into the UDC gate array. A 
flip-flop in the UDC gate array is also set 
to indicate that a valid key code has been 
received. When the CPU performs a read 
operation on the I/O location JCOOO, the 7- 
bit key code and the valid-key flag will be 
driven into the system data bus and strobed 
in by the CPU. 



11.8 Speaker control 



Whenever the location $C030 is accessed, the 
UDC gate array output SPKR (pin 21) will 
be toggled* It is amplified by transistor 
circuits to increase the driving power before 
connecting to the built-in S-Ohm speaker. 
By varying the time interval between 
successive accesses to the location $C030, 
waveforms of different frequencies can be 
generated at SPKR and hence tones of 
different pitches can be produced. 



11.9 Disk drive control 



All the disk drive control signals are 
originated from the UDC gate array. 

The UDC output DR35 (pin 55) is high if 
3,5" disk drive is being selected and is low 
otherwise. 
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The signal ENABl- (pin 12) will be low if 
the locations $C0E9 and $COEA is accessed. 
It win be high if either $C0E8 or SCOEB is 
accessed. It is buffered and connected to 
pin 9 of the external drive connector. 

INT525EN- (pin 56) is buffered and 
connected to pin 14 of the internal drive 
connector on the main PCB, It will go low 
if both DR35 and ENABl- is low and will 
be high otherwise. When low, the disk drive 
attached to the connector will be enabled. 

ENAB2- (pin 13) will be low if the locations 
$C0E9 and SCOEB is accessed. It will be 
high if either $C0E8 or SCOEA is accessed. 
It is separately buffered and connected to 
pin 4 and pin 17 of the external drive 
connector. When low, the disk drive 
connected to the external drive connector 
will be enabled. 

The signals PHA (pin 3), PHB (pin 5), PHC 
(pin 6) and PHD (pin 7) are buffered and 
connected to both the internal and external 
connectors. They can be set high by 
accessing the I/O locations SCOEl, $C0E3, 
$C0E5 and SC0E7 and set low by accessing 
the locations SCOEO, $C0E2, $C0E4 and 
$C0E6 respectively. 
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These signals control the voltages applied to 
the four phases of the stepper motor in a 
5,25" disk drive. When high, voltage is 
applied to the corresponding stepper phase. 
When low, no voltage is applied* To step 
the read/v^ritc head, the four phases are 
turned on onc-by-one sequentially. In 
addition, they are also used for sending 
high-level commands to intelligent disk 
drives and 3.5*' drives. 

SIDSEL (pin 11) is for selecting one of the 
two disk surfaces for read/write in a 
double-side drive. It is buffered and 
connected to pin 9 of the internal drive 
connector and pin 16 of the external drive 
connector. To set it high, write a one to bit 
7 of location SCOED while both ENABl- 
and ENAB2- are high. Writing a zero to the 
same bit turns SIDSEL low. 

The signal WGATE- (pin 10) is buffered to 
the drive connectors. When the CPU 
accesses the I/O location SCOEF, this signal 
will go low to enable the write circuitries in 
the disk drive. On the other hand, if the 
CPU accesses the location SCOEE, WGATE- 
will go high so that the disk drive will be in 
read mode, 

WDATA (pin 9) is the serialized write data 
for the disk drive. It is buffered to pin 18 
of the internal drive connector and pin 19 
of the external drive connector. 
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PWM IS buffered by an open-collector 
inverter and connected to pin 10 of the 
external drive connector. It is a pulse-width 
modulated signal having a constant 
frequency but varying duty cycle for 
controlling the speed of the spindle motor in 
a 3.5" drive. 

WP (pin 17) is the writc-protect signal from 
a 5.25" disk drive. It is valid only when the 
disk drive is enabled. When high, it 
indicates that a write-protected diskette is 
inserted in the disk drive. This signal 
shares the same pin with PWM on the two 
drive connectors. 

RDATA (pin 8) is the read data from the 
disk drive. Whenever the drive is enabled, 
positive read pulses with be generated at 
this signal line* For Macintosh type 3,5" 
disk drive, it is also the signal path through 
which the drive status can be sent to UDC 
gate array and hence the CPU. 
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READY- {pin 68) is inverted by an open- 
collector inverter and connected to the RDY 
input of the 65C02 (pin 2) and pin 21 of the 
peripheral expansion connector. When the 
CPU attempts to read the contents of the 
data register in the UDC gate array through 
the 1/0 location $CFF8, READY- will go 
high so that the current CPU cycle will be 
stretched. This continues until a valid disk 
data is present in the UDC data register so 
that READY- will return low and the CPU 
can complete the read cycle. 

RAM- (pin I) is connected to pin 20 (0E-) 
and pin 18 (CE-) of the 6116 static RAM 
This extra RAM is used by the CPU as 
temporary storage of data and parameters in 
a 3.5" drive data transfer transaction. 
Whenever the CPU wants to access the static 
RAM, UDC decodes the system address bus 
and asserts RAM- (low) to enable the RAM 
chip. 

RAMA 10 (pin 2) is connected to pin 19 
(AIO) of 6116. It is used for selecting one 
of two 1 K-bytc banks in the RAM chip for 
read/write- 
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11,10 Expansion RAM control 

The expansion RAM is controlled by the 
^fMU and VDG gate arrays. AH the control 
signals are routed to the optional expansion 
RAM card through the connecting pins 
nnounted on the main board PCB. 

Signals ERAO to ERA8 generated by the 
UDC gate array (pin 30 to 38) arc buffered 
on the RAM board to form the expansion 
RAM (41256) address lines. 

Signal RASB- (pin 33) generated by the 
MMU gate array is buffered on the RAM 
board and connected to the row address 
strobe input (RAS-) of the dynamic RAM 
chips. At the falling-edge of RASB-, the 
row address on ERAO to ERAS is strobed 
into the RAM chips. 

AX generated by the MMU gate array (pin 
31) is connected to pin 71 of UDC This is 
the dynamic RAM address multiplex signal- 
When it is high, row address is selected. 
Otherwise, column address will be selected 
to output on ERAO to ERAS, 
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Signal ECASO- from MMU (pin 30) is 
connected to pin 74 of UDC. It is de- 
multiplexed in UDC to generate the four 
signals ECASI- to ECAS4- which are 
buffered on the expansion RAM card to 
become the column address strobe inputs for 
the four rows of RAM chips. Only one of 
the four signals can be low at a time to 
strobe the column address into the 
associated row of RAM chips, 

RWR- from MMU (pin 17) is buffered on 
the RAM card and connected to the writc- 
enable inputs of the RAM chips. If it is 
low; a RAM write cycle will be performed. 
Otherwise, a read cycle will be performed 
on the RAM chips. 

The expansion RAM data bus is buffered by 
74HCT245 on the RAM card before 
connecting to the system data bus ("LASER 
128") OR CPU data bus ("LASER 128 EX"). 

The direction control input of the expansion 
RAM data bus transceiver is connected to 
MEMRD (pin 18 of MMU). When MEMRD 
is low, data is transferred from the system 
or CPU data bus to the expansion RAM 
data bus. When MEMRD is high, the 
direction of data transfer is reversed* 
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The output buffer control input of the 
expansion RAM data bus transceiver is 
connected to ElMOE- (pin 28 of MMU). It 
win go low whenever the location $C0D3 is 
accessed after the expansion RAM is 
enabled by accessing any locations in the 
range $C500 to $C5FF while the "INT/EXT 
port 5"" switch is set to the "INT PORT 5" 
position. 

Fig. 11-19 shows the timing of the expansion 
RAM under different CPU clock speed. 
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Fig, 11-19 Timing of expansion RAM 



The signal XIMREF generated by the MMU 
gate array (pin 29) is connected to the UDC 
gate array (pin 75). When this signal is 
highj the outputs of the expansion RAM 
refresh counter in the UDC gate array will 
be driven into ERAO to ERAS. At the 
falUng-cdgc of RASB-, the contents of the 
addressed row of memory cells in the 
dynamic RAM chips will be refreshed. 
When XIMREF is low, normal read/write 
operations will be performed on the 
expansion RAM, 
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11.11 Serial Porr CoDlroI 



The data transfer operations on the two 
serial ports of the computer are controlled 
by the MMU gate array, UDC gate array, 
two 6551 ACIAs and 1488/1489 level 
shifters* 

The signal ACIACSN from the MMU gate 
array (pin 60) is connected to one of the 
chip-select inputs (pin 3) of the ACIAs. 
When either the locations from $C0A8 to 
SCOAB is accessed or the locations from 
$C098 to $C09B is accessed while the 
TARALLEL/SERIAL" switch is set to the 
"SERIAL" position, ACIACSI- will go low to 
enable one of the two ACIAs, 

The system address lines BAO and BAl arc 
connected to the register select inputs of the 
ACIAs to select one of the internal registers 
for read/write. Data transfer operations 
between the CPU and the ACIAs are 
synchronized to the clock signal CPUPO 
which is connected to pin 27 of the ACIAs, 
The signal MEMRD (pin 18 of MMU) is 
connected to the read/write input (pin 28) 
of the ACIAs. When MEMRD is high, read 
operation will be performed to transfer the 
contents of the addressed ACIA register to 
the system data bus. Otherwise, a register 
write is performed to transfer the contents 
of the system data bus to the addressed 
ACIA register. 
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In NTSC versions, the reference clock for 
the internal baud rate generator of the 
ACIAs (pin 6) arc generated by the UDC 
gate array. The signal S7M from the MMU 
gate array (pin 66) is routed to the UDC 
gate array (pin 64) where it is divided by 
four to generate the signal ACIACK (pin 
59) having a frequency of 1,79 MHz, 

For PAL versions, there is a separate crystal 
oscillator operating at a frequency of 3.686 
MHz, The oscillator output is divided by 
two to generate the signal ACIACK, 

The transmit data (pin 10) rcquest-to-send 
(pin 8) outputs of the two ACIA's are 
converted to RS232C levels (+3V to +12V 
for logic 0, -3V to -J2V for logic 1) by 1488 
before connecting to the serial interface 
connectors on the back panel of the 
computer. 

The receive data and data-set-rcady signals 
on the serial interface connectors are 
converted to TTL levels by 1489 before 
connecting to the receive data (pin 12) and 
data-carricr-detect (pin 16) inputs of the 
ACIAs, 
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The IRQ- outputs (pin 26) of the two ACIAs 
are wired together and connected to the 
IRQ- input (pin 4) of 65C02, Through this 
interrupt request line, the ACIAs can 
inform the CPU that certain events have 
occurred, e.g. transmit data register empty* 
receive data register full, data parity error, 
data overrun error and so on* 

For a more detailed description on the 
operation of the ACIA, please refer to the 
data sheets published by the manufacturers. 



11.12 Parallel Priater Cootrol 

The task of parallel printer interfacing is 
handled by the MMU gate array and a 
printer data latch (74HCT374). 

When the CPU writes to the locations $C090 
to SC09F while the "PARALLEL/SERIAL" 
switch is set to the "PARALLEL" position, 
an active-low pulse will be generated at the 
output PTRLTH of the MMU gate array 
(pin 57) which is connected to the clock 
input of the data latch (pin 11). 

At the rising-edge of PTRLTH, the contents 
in the system data bus will be clocked into 
the printer data latch. The data latch 
outputs PDO to PD7 are connected to pin 1 
to pin 8 of the parallel printer connector. 
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At about 0.5 us after the printer data is 
latched, the output PTRSTB- of the MMU 
gate array (piji 58), which is connected to 
pin 10 of the parallel printer connector, will 
generate an active-low pulse of 1 us in 
duration to inform the printer that valid 
data is available on the printer data lines 
PDO to PD7, The printer will then strobe in 
the printer data from the data lines. 

The printer will also assert the active-high 
signal PTRBSY which is available at pin 9 
of the parallel printer connector to inform 
the host computer that the printer is busy 
printing the previous data and therefore 
cannot accept any more data at this 
moment. This signal is **Glamped" to ground 
and +5V before connecting to pin 56 of the 
MMU gate array. When the CPU reads the 
location $C1C1^ this signal will be 
propagated to bit 7 of the system data bus 
through the MMU gate array. 

Before writing to the parallel printer, the 
CPU should first check the printer-busy 
status. If the printer is busy, the CPU 
should wait until the printer has finished 
printing the previous data and de-asscrts 
PTRBSY before sending another data to the 
printer. 
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11.13 Joystick and paddle control 

The joysticks and paddles connected to the 
game connector on the back panel of the 
computer generates two types of signals, 
namely switch and analog inputs* 

The switch inputs are connected to pin 1 
(GAMESWl) and pin 7 (GAMESWO) of the 
game connector. These two pins are pulled 
down in the joystick or paddle by a resistor 
having a resistance between 220 Ohm and 
470 Ohm. When the game switches are 
closed^ these pins will be connected to +5V. 
GAMESWO and GAMESWl are isolated by 
opto-couplcrs 4N27 before connecting to pin 
46 (Gil) and pin 47 (GI2) of the UDC gate 
array respectively. When the CPU reads the 
locations $C06J and SC062, these two signals 
will be driven into bit 7 of the system data 
bus through pin 76 of UDC 

The opto-coupler outputs for GAMESWO and 
GAMESWl are also connected to the "open- 
triangle" and "close-triangle" keys on the 
keyboard respectively. As a result, these 
two keys are functionally equivalent to the 
two game switches. 

The two analog inputs are connected to pin 
5 (PDLO) and pin 8 (PDLl) of the game 
connector. These two pin are pulled up to 
+5V in the joystick or paddle by 150 K-ohm 
variable resistors* 
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The analog inputs are connected to the 
inputs of a timer circuit in the host 
computer which consists of a 556 dual-timer 
and some RC circuits. The timer outputs 
for PDLO and PDLl are connected to pin 49 
(Gr4) and pin 50 (GI5) of the UDC gate 
array respectively. 

When the CPU reads the locations $C064 
and $C065, the states of the timer outputs 
for PDLO and PDLl will be transferred to 
bit 7 of the system data bus. 

The trigger inputs of 556 (pin 6 and 8) are 
connected to the output C07X- from the 
UDC gate array (pin 53). Whenever the 
CPU accesses the locations from $C070 to 
$C07F» this signal will be driven low to 
start the timer. The timer outputs will then 
go high immediately. 

Depending on the position of the rotary 
knob on the paddle or the joystick and 
hence the setting of the variable resistor, 
the time constant of the RC circuits will be 
different and hence the timer outputs will 
return to their original state (low) after a 
variable amount of time. By using a simple 
polling loop to read the timer outputs, it is 
possible to determine the position of the 
joystick or rotary knob on the paddle from 
the duration of the positive pulse generated 
at the timer outputs. 
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11J4 Mouse control 



The game connector can also accepts a 
mouse as an input device* To distinguish it 
from a joystick or paddle, pin 1 of the game 
connector is grounded in the mouse. 

The control voltage for the 556 dual-timer 
is derived from one of the opto-couplcrs, 
the input of which is connected to pin 1 of 
the game connector. When it is grounded^ 
the opto-coupler is turned on, making the 
control voltage for the timers close to +5V 
and thus disabling the timers. 

Pin 7 of the game connector is connected to 
the button on the mouse. If the mouse 
button is pressed^ this pin will be grounded. 
Otherwise, this pin will be open. 

As described in the previous section, pin 7 
of the game connector is connected to the 
input of an opto-coupler, the output of 
which is wired together with the "open- 
triangle" key and connected to the UDC 
gate array. 

To distinguish the mouse button from the 
"open-triangle" key, pin 7 of the game 
connector is connected to the input of 
another opto-coupler, the output of which is 
connected to pin 48 (GI3) of the UDC gate 
array. 
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If the mouse button is pressed, the opto- 
coupler will be turned on so that its output 
will be low. Otherwise, the output of the 
opto-couplcr will be high. 

When the CPU reads from the location 
$C063, the state of the opto-coupler output 
will be transferred to bit 7 of the system 
data bus through the UDC gate array and 
strobed in by the CPU. By sensing the state 
of this signal, the CPU can tell whether the 
mouse button or the "open-triangle" key is 
pressed. 

Pin 4 (XDIR) and pin 5 (XINT) of the game 
connector is connected to pin 51 of UDC 
and pin 54 of ^4MU respectively. Whenever 
the mouse is moved on a flat surface 
horizontally, a series of pulses will be 
generated at these two pins* 

Depending on the internal register settings, 
the MMU may generate an interrupt request 
to the CPU via the IRQ- (pin 68) output at 
either the rising-edge or falling-edge of the 
input XINT- 

When the CPU reads from the location 
$C066, the state of the signal XDIR will be 
transferred to bit 7 of the system data bus 
through the UDC gate array. By sensing the 
state of this signal, the CPU can determine 
the direction of horizontal movement. 
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Similarly, pin 8 (YDIR) and pin 9 (YINT) 
of the game connector is connected to pin 

52 of UDC and pin 55 of MMU respectively. 

Any vertical motion of the mouse will 
generate a series of pulses at these two pins. 
Either the rising-edge or falling-edge of the 
signal YINT can generate an interrupt to 
the CPU via the MMU gate array output 
IRQ-. 

Reading from the location $C067 causes the 
state of YDIR to be transferred to bit 7 of 
the system data bus. By sensing the state of 
this signaU the CPU can determine the 
direction of vertical motion. 

The VDG gate array also outputs a signal 
YBLK- (pin 83) which is connected to pin 

53 of the MMU gate array. This signal is 
low during the vertical blanking interval 
and high during the active display area. 
The timing is shown in Fig» 11-20, 



VBIK- (NTSC) 



12.QEM5 *| 4.63MS 

J \ \ L 

■12 JIMS *4*- 7.70 MS -ii^ 



VBLK- <PAL) I I T 



Fig, ll*-20 Timing of vertical blanking 
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At the faliing-cdge of this signal, ix, the 
beginning of the vertical blanking interval, 
an interrupt request to the CPU may be 
generated by the MMU gate array. Using 
this feature, the program may first 
determine the direction of mouse movement 
and then update the screen accordingly 
during the vertical blanking interval so as 
to produce a flicker-free graphics display. 



11,15 Power supply 



The power supply for the computer is made 
up of two parts, namely the external AC 
power adaptor and the on-board DC voltage 
converter. 

The AC power adaptor consists of a step- 
down voltage transformer and a rectifier. 
It converts the AC power line voltage into a 
DC voltage which is fed into the computer 
through the power connector on on the back 
panel. The specifications of the AC adaptor 
arc listed in Table I l-L 
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Input AC voltage 


110V/60HZ or 
220V/50HZ 


Output DC voltage 


17.0 V 


Maximum tolerance 


+/- 5% 


Maximum current 


1.8A 



Table lUi AC power adaptor electrical 
specifications 



The DC voltage generated by the AC power 
adaptor is in turn regulated by the DC 
voltage converter on the motherboard to 
provide the +5V, +i2V and -12Y power 
supplies. 

The *'heart" of the -h5V regulator is the 
TL494 (U2) which is a fixed frequency, 
pulse width modulation control circuit for 
switch-mode power supply control. It has 
an internal linear sawtooth oscillator which 
is set to operate at a frequency of about 28 
KHz by two external components, namely 
C13 and R23, connected to pin 5 and pin 6 
respectively. 
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The sawtooth voltage generated at pin 5 is 
compared with the outputs of two error 
amplifiers inside the chip. Whenever the 
sawtooth voltage is greater than the outputs 
of the amplifiers, the two internal switching 
transistors will be turned on. Thus a 
switching pulse having the same frequency 
as the sawtooth oscillator is generated at the 
collectors of the switching transistors. 

The emitters of the two transistors (pin 9 
and pin 10) are grounded while the 
collectors (pin 8 and pin 11) are tied 
together and connected to the base of the 
PNP power transistor Q2 through the 
resistor RI5, The emitter of the power 
transistor is connected to the filtered DC 
17V input. Whenever the two switching 
transistors are turned on, the power 
transistor will also be turned on, 
transferring power from the emitter to the 
collector. The collector output of the power 
transistor is then stepped down by a "buck" 
circuit and filtered to obtain the +5V power 
supply. 

By varying the error amplifier input control 
signals of TL494, the duty cycle of the 
switching pulse output and hence the 
average power delivered to the collector of 
the power transistor and the output voltage 
can be controlled. 
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TL494 has an internal voltage regulator 
which generates a +5V reference voltage at 
pin 14, with an accuracy of +/-5%. This is 
attenuated by the potential divider network 
made up of resistors R34 and RI07 and 
connected to the inverting input of 
comparator I (pin 2) of TL494, 

On the other hand, the +5V output is 
attenuated by another potential divider 
network made up of resistors R27, VR2 and 
R28 before connecting to the non-inverting 
input of comparator I (pin 1). 

The attenuated output voltage is compared 
With the attenuated reference voltage. If 
the former is larger than the latter, then 
TL494 will generate a switching pulse with 
a smaller duty cycle so that the amount of 
power delivered to the collector of the 
power transistor and hence the output 
voltage will be decreased. The opposite is 
also true. This negative feedback operation 
will continue until the two error amplifier 
inputs are equal so that a stable and 
accurate +5V power supply is generated. 
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By adjusting the variable resistor VR2» the 
ratio of the potential divider at the non- 
inverting input of comparator 1 and hence 
the +5V output voltage can be varied 
slightly. This is necessary due to the 
variation of component values and the 
tolerance of the reference voltage. The 
variable resistor VR2 is adjusted in the 
factory to produce an output voltage of +5V 

The resistor R29 is connected in series 
between the collector of the power 
transistor Q2 and the +5V output. When the 
supply is loaded, current flows through this 
resistor, thus producing a voltage drop 
directly proportional to the load current. 

The +5V output is connected to the 
inverting iaput of error amplifier 2 of 
TL494 (pin 15) through resistor R26. The 
voltage at the other end of resistor R29 is 
attenuated by the potential divider made up 
of R24 and R25 before connecting to the 
non-inverting input of error amplifier 2 of 
TL494 (pin 16), 
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When the supply is overloaded, the voltage 
drop across resistor R29 is so large that the 
voltage at the non-inverting input of error 
amplifier 2 is greater than that of the 
inverting input. This causes the switching 
pulse and hence the power transistor to be 
turned off momentarily so that the load 
current will be cut off and the voltage drop 
across the current-limiting resistor R29 will 
decrease until it falls below the cross-over 
point and the switching pulse is turned on 
again. This feature provides overload and 
short circuit protection to the power supply. 

The collector of the power transistor Q2 is 
connected to the primary coil of the power 
transformer T2 before connecting to the 
current-limiting resistor. This coil serves 
two purposes. 

First of all, it forms part of a *'buck" circuit 
to step down the collector voltage to the 
+ 5V output voltage. Secondly, it couples 
part of the electrical energy from the 
primary coil to the secondary coil of the 
transformer. The secondary coil forms part 
of a "boost variation" circuit from which 
the -12V power supply is derived. 

The filtered +17 DC input is also connected 
to a conventional voltage regulator made up 
of transistors and resistors to generate the 
+ 12V output. 
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The electrical specifications of the DC 
voltage converter is shown in Table 11-2 







Minimum 


Typical 


MAx-lmunt 


Unit 


Input voltage 




+ 13.0 


+ 17.0 


+ 18.7 


DC V 


Full ioad current 


4-i2V 
^12 


; ' 


1 

L.S 

100 


- 


A 
A 
mA 


Output ripptc 


+12 
-12 


* 


- 


100 
ISO 

iOO 


mV p-p 
mV p-p 
mV p-p 


Current limit 


412 
+5 

-12 


2,0 
162 


15 
180 


3.0 
2.6 
I9S 


A 

A 
' mA 


Short circuit 
current 


+ 12 
-12 


L6 
SO 
162 


20 

100 

ISO 


24 

120 

198 


mA 

1 mA 

mA 



Table 11-2 DC voltage converter electrical 
specifications 
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APPENDIX A 

CPU SPEED CONTROL IN 

"LASER 128 EX" 



CPU speed control in "LASER 128 EX" 

With its high-speed central processor (4 MHz 
65C02), the "LASER 128 EX" is capable of 
running programs at up to 3.6 times its 
normal speed, a feature which is not shared 
by the "LASER 128". 

Note: The speed-control technical 

information provided below should be used 
only for reference purposes. System speed is 
intended to be controlled by the user (by 
holding down the 1, 2» or 3 key while 
turning on the computer or pressing CTRL- 
RESET). If an application program 
arbitrarily changes system speed without 
regard to user preferences, this 
unfortunately takes the desired control 
away from the user. 

The clock frequency of the CPU is 
software-selectable to be I MHz, 23 MHz or 
3,6 MHz through the write-only I/O location 
$C074 which is usually referred to as the 
speed register. Only bit 5 to bit 7 of the 
speed register are used. 
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Bit 6 and bit 7 of the speed register are 
used for selecting the highest operating 
frequency of the CPU, Table A-1 shows the 
CPU speed for various speed register bit 
settings. 



Speed register ($C074) 


Maximum CPU 
operating , 
frequeno 


Bit 7 


Bit 6 




a 
1 
1 




J 


1 


1 MHz 
I MHz 

2.3 MHz 
3.6 MHz 



Table A- 1 Selection of CPU speed 



Notice that the CPU clock frequencies 
specified in the table are only maximum 
values. The actual operating frequency of 
the CPU at a particular instant and hence 
the average CPU clock speed may be 
smaller. There are a couple of reasons for 
this. 



A'2 



CPU SPEED CONTROL IN "LASER 128 EX" 



First of all, some memory chips and I/O 
devices may not be able to operate at the 
"turbo" speed due to some timing 
restrictions. For example, the program 
ROM (27256) and expansion RAM can only 
operate at either 1 MHz or 2,3 MHz. If the 
maximum CPU speed is chosen to be 3,6 
MHz, then the CPU clock will automatically 
slow down to 2.3 MHz when these devices 
are being accessed. 

The CPU clock will also be slowed down to 
I MHz momentarily under the following 
conditions: 

• Accessing the ACIA chips, i.e. addresses 
in the ranges $C090 to $C09F and SCOAO 
to SCOAF. 

• Accessing the address ranges SCODO to 
$CODF and $C500 to $C5FF while 
external port 5 is selected using the 
"INT/EXT PORT 5" switch. 

• Accessing the address ranges SCOFO to 
SCOFF and $C700 to $C7FF while 
external port 7 is selected using the 
"INT/EXT PORT 7" switch. 

• Accessing the address range $C800 to 
SCFFF while external port 5 or external 
port 7 is selected. 
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• Pin 32 of the peripheral expansion 
connector (INH-) is pulled low by an 
external interface card plugged into the 
optional expansion box. 

Secondly^ for some time-critical application 
programs, it is necessary to slow down the 
CPU clock to 1 MHz in order to maintain 
compatibility with 'TASER 128" so that the 
program can run correctly. Moreover, the 
CPU clock frequency is not constant in the 
two *'turbo" modes and hence cannot 
generate precise software timing loop. 

This is particularly important in disk drive 
interfacing since the data transfer 
operations between the disk drive and the 
main memory of the computer are directly 
handled by the CPU. As a result, the CPU 
clock will be slowed down to 1 MHz under 
the following conditions: 

• The disk drives attached to the computer 
(either built-in or through the external 
drive connector) are enabled, i.e. when 
the "ENABLE" software-switch is turned 
on by accessing the I/O location $C0E9. 

• The 5.25** disk drive firmware resided in 
$C600 to $C6FF and SCSOO to $CFFF 
(bank-switched ROM space) is being 
executed. 
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For aa external disk drive coatrolJer card 
inserted in the expansion box (external port 
7) to work correctly, it is also necessary for 
the CPU clock to slow down to 1 MHz 
under the following conditions: 

• The external disk drive is enabled by 
accessing the location $C0F9- 

• The external disk drive firmware located 
at $C700 to $C7FF and $C800 to JCFFF 
(bank-switched ROM) is being executed. 

However, some interface cards are not that 
timing-critical and may be able to operate 
at the superior *'turbo^* speeds. As a result, 
the "external port 7 drive detect" feature 
mentioned above is optional and can be 
selected in software through bit 5 of the 
speed register. 

if bit 5 of the speed register is set to one, 
then the CPU will slow down to 1 MHz 
when the external disk controller is 
activated as described above. If it is set to 
zero* then the CPU will not be slowed down 
except when the addresses SCOFO to SCOFF 
and $C700 to $C7FF are being accessed. 

This bit of the speed register can only be 
set once after power-up by writing to the 
location $C074. Writing to this bit again 
has no effect on the setting. 
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APPENDIX B 

KEYBOARD LAYOUTS AND KEY 

CODES 



Fig B-1 and Fig B-2 are the keyboard layouts of the 
U.S-A, standard (Sholcs) and the U.S.A, simplified 
(Dvorak) respectively. 

Table B-I and Table B-2 show the corresponding ASCII 
codes of the Sholes and the Dvorak keyboard layout. 

In Table B-2, the column KEY refers to alphanumeric 
letters on the key tops as in Fig B-I. 

In some versions of the Laser family, the ALT/STD 
switch is not provided. The U.S.A. standard (Sholcs) is 
the default keyboard layout. 



B-1 



KEYBOARD LAYOUTS AND KEY CODES 



Fig B-i USA standard keyboard layout 

F1 ffT ||F2 lp3 ||F4 [pri[FlinrF7l|F8"lfF»'"lFiO 



F6 


F7 


F8 



«= r # # "t % A & ♦ ( 7 ^ + '*^*t 

1 2 3 4 5 ft 7 a 9 - ^ 


* / 


■Wk 


MEJA 


" Q ¥iF £ ft t V U 1 ifO P 1 » 1 
, II 1 J X 


7 B 





*- 


<™ ASDFGHJKL^ -i™* 


* r 


6 


+ 


*^ ZJ£CVBHM<>7*-' 


1 a 


3 


I 


£S5 7 '^ II* * I 




• 





Tabic B-1 The ASCII code of standard USA keyboard. 



KEY 

m 

F4 

m 

m 

n 

sp 

S% 

6 ^ 

74 

I* 

f C 

A 

B 

C, 

D 

,!■• 

© 
W 
I 
} 

L 
M 
H 



NORM CHAR CTBt CHAR SHIFT CHAR BOTH CHAK 



m 


NUL 


00 


NUL 


00 


NUL 


on 


NtJL 


Dl 


SOBt 


Dl 


SOH 


Qt 


SOH 


01 


SOH 


m 


$T3{ 


02 


STX 


02 


STX 


02 


STX 


D3 


EtX 


03 


ETX 


03 


ETX 


03 


ETX 


tt4 


BOT 


04 


EOT 


04 


EOT 


04 


EOT 


Of 


mNQ 


05 


ENQ 


05 


ENQ 


05 


ENQ 


e* 


ACK 


06 


ACK 


06 


ACK 


06 


ACK 


ar 


Mm. 


07 


BEL 


07 


BEL 


07 


BFL 


0^ 


w 


OC 


FF 


OC 


FF 


OC 


FT 


rfr 


CAH 


IS 


CAN 


IS 


CAN 


IS 


CAN 


3<J 




30 





29 


) 


29 


) 


31 




n 


i 


2T 


t 


21 


1 


U 




00 


NUL 


40 


@ 


00 


NUL 


n 




53 


3 


23 


#' 


23 


# 


u 




34 


4 


24 


S 


24 


$ 


35 




35 


5 


25 


% 


25 


% 


36 




m 


RS 


5E 


* 


IE 


RS 


37 




37 


7 


26 


& 


26 


& 


3^ 




n 


S 


2A 


• 


2A 


« 


at 




3? 


9 


28 


{ 


2^ 


t 


«i 




Dl 


SOH 


41 


A 


01 


SOH 


^ 




02 


STX 


42 


B 


02 


STX 


63 




OJ 


ETX 


43 


C 


03 


ETX 


«4 




04 


EOT 


44 


O 


04 


EOT 


€5 




05 


ENQ 


45 


E 


05 


ENQ 


^ 




06 


ACJt 


46 


F 


06 


ACK 


€J 




07 


BEL 


47 


G 


07 


BEL 


U 




QA 


BS 


4& 


H 


OB 


BS 


6« 




09 


HT 


49 


i 


09 


HT 


GA 




OA 


LF 


4A 


1 


OA 


LF 


ft» 




DB 


VT 


4B 


K 


OB 


VT 


m 




OC 


FF 


4C 


L 


OC 


FF 


m 


:at 


OD 


CR 


4D 


M 


OD 


CR 


&£ 


A 


OE 


SO 


4£ 


N 


OE 


SO 
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KEY 



NOHM CHAR CTKL CHAH SHIFT CHAB BOTH CHAR 



o: 


6F 





OF 


SI 


4F 


O 


OF 


SI 


^ 


70 




10 


DLE 


30 


P 


LO 


DLE 


Q 


>I 




It 


DCl 


51 


Q 


11 


DCl 


It 


72 




12 


DCS 


52 


R 


12 


DCl 


S 


73 




13 


DC3 


53 


S 


i3 


DCl 


'r- 


74 




14 


DC4 


54 


T 


14 


DC4 


u 


75 




15 


NAK 


SS 


U 


15 


NAK 


V 


n 




16 


SYN 


56 


V 


16 


SYN 


it 


77 




17 


ETB 


57 


w 


n 


ETB 


% 


n 




IS 


CAN 


5* 


X 


u 


CAN 


Y 


79 




19 


EM 


59 


Y 


19 


EM 


Z 


7A 




lA 


SUB 


5A 


z 


lA 


sua 


* 


2D 




IF 


US 


5F 




IF 


us 


- ^ 


3D 




3D 


- 


3B 


+ 


2B 


+ 


It 


5B 




IB 


ESC 


7B 


( 


IB 


ESC 


J} 


SD 




JD 


GS 


7D 


) 


ID 


GS 


\l 


5C 

3B 




IC 
3B 


FS 


7C 
3A 


1 


IC 
3A 


FS 


■ ■ 


27 




27 


♦ 


22 


p 


22 


m 


. < 


2C 




2C 


J 


3C 


< 


3C 


< 


. > 


2E 




2E 


J 


3E 


^ 


3E 


> 


/? 


2F 




2F 


/ 


3F 


? 


3F 


9 


L ^ 


60 




60 


t- 


7E 


- 


7E 


- 


SPACE 


20 


SP 


20 


SF 


20 


SP 


20 


SP 


— 


OS 


BS 


oe 


BS 


08 


BS 


OS 


BS 


— 


15 


MAK 


15 


NAK 


15 


NAK 


IS 


NAK 


1' 


DA 


LF 


OA 


LF 


OA 


LF 


OA 


LF 


I 


OB 


VT 


OB 


VT 


OH 


VT 


OB 


VT 


ft 


30 





30 





30 





30 





I 


31 


1 


31 


I 


31 


1 


21 


1 


2 


33 


2 


32 


2 


32 


2 


32 


2 


3 


33 


3 


33 


3 


33 


3 


32 




4 


34 


4 


34 


4 


34 


4 


24 




5 


35 


S 


35 


5 


35 


5 


25 




# 


36 


6 


36 


6 


36 


6 


36 




I.' 


37 


7 


37 


7 


37 


7 


37 




i 


38 


8 


38 


8 


38 


8 


2a 




9 


39 


9 


19 


9 


39 


9 


39 




* 


2A 


• 


2A 


• 


:a 


* 


2A 




/ 


IF 


/ 


2F 


/ 


2F 


/ 


2F 




* 


2D 




2D 


- 


2D 




2D 




^^ 


2B 

2E 


f 


2B 
2E 


-I- 


2B 
IE 


+ 


2E 




ESC 


IB 


ESC 


IB 


ESC 


IB 


ESC 


JB 


ESC 


TAB 


09 


HT 


09 


HT 


09 


HT 


09 


HT 


DELETE 


7F 


DEL 


7F 


DEL 


7F 


DEL 


7F 


DEL 


RETURN 


OD 


CR 


OD 


CR 


OD 


CR 


OD 


CR 


PAUSE 


12 


DC3 


ii 


DC3 


13 


DC3 


12 


DC3 


BREAK 


03 


ETX 


03 


ETX 


03 


ETX 


03 


ETX 


ENTER 


OD 


CR 


OD 


CR 


OD 


CR 


OD 


CR 
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Fig B-2 Simplified (DVORAK) Keyboard layout 



□ nnHEEHnrnHH 



□□HlLJHEIDHSCDDDQnnnH 



!:jEE]EnnnEnnDDHnnnnn 



^□□□□□□□□□□Bc^nnnE 



tjanonncnnni! 



in^i^ 



BDQDDf 



Table B-2 The ASCII code of simplified (DVORAK) 
keyboard 



KEY 



NORM CHAR CTRL CHAR SHIFT CHAR BOTH CHAR 



Fl 


00 


NUL 


00 


NUL 


00 


NUL 


00 


NUL 


F2 


01 


SOH 


01 


SOH 


01 


SOH 


01 


SOH 


F3 


02 


STX 


02 


STX 


02 


STX 


02 


STX 


F4 


03 


ETX 


OJ 


ETX 


03 


ETX 


03 


ETX 


F5 


04 


EOT 


Q4 


£OT 


04 


EOT 


04 


EOT 


F6 


05 


ENQ 


05 


ENQ 


05 


ENQ 


05 


ENQ 


F7 


06 


ACK 


06 


ACK 


06 


ACK 


06 


ACK 


Fa 


07 


BEL 


07 


BEL 


07 


BEL 


07 


BEL 


F^ 


OC 


FF 


OC 


FF 


OC 


FF 


ac 


FF 


FIO 


18 


CAN 


la 


CAN 


IB 


CAN 


II 


CAN 


0) 


30 


□ 


iO 





19 


) 


29 


) 


J I 


31 


1 


31 


I 


21 


1 


21 


I 


2® 


32 


2 


&0 


NUL 


40 


@ 


00 


NUL 


3# 


33 


3 


35 


3 


23 


# 


23 


# 


4S 


34 


4 


34 


4 


24 


S 


24 


S 


^% 


3S 


5 


35 


5 


25 


% 


25 


% 


6 - 


J6 


6 


IE 


RS 


5E 


A 


IE 


RS 


7 a. 


37 


7 


37 


7 


26 


& 


26 


& 


a * 


3a 


a 


3a 


S 


lA 


* 


2A 


4 


9( 


39 


9 


39 


9 


2a 


i 


2S 


i 


A 


&I 


£ 


01 


SOH 


4J 


A 


01 


SOH 


9 


n 


% 


IS 


CAN 


sa 


X 


1£ 


CAN 


e 


6A 


J 


OA 


LF 


4A 


X 


OA 


LF 


n^ 


65 


e 


Q5 


EMQ 


43 


E 


OS 


ENQ 


£ 


2E 


, 


IE 


. 


3E 


> 


IE 


> 


F 


75 


Q 


15 


NAK 


S5 


U 


15 


NAK 


a 


69 


i 


09 


HT 


49 


I 


09 


HT 


H 


64 


d 


04 


EOT 


44 


o 


04 


EOT 


t 


63 


c 


03 


ETX 


43 


c 


03 


ETX 


t 


63 


h 


oa 


BS 


4a 


H 


oa 


BS 


%: 


74 


( 


14 


DC4 


54 


T 


14 


DC4 


■h 


6E 


n 


OE 


SO 


4E 


N 


OE 


SO 


M 


6D 


m 


OD 


CR 


4D 


M 


OD 


CR 


N 


62 


b 


02 


STX 


42 


B 


02 


STX 





72 


I 


12 


DC2 


52 


R 


n 


DC2 
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KEY 



NORM CHAR CTRL CHAR SHIFT CHAR BOTH CHAR 



p 


6C 


I 


OC 


FF 


4C 


L 


OC 


FF 


Q 


2F 


/ 


2F 


/ 
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APPENDIX C 

65C02 PROGRAMMING SPECIFICATION 
(The folio wings are extracted from GTE 
G65SCXXX data sheets) 



Addressing Modes 

Fifteen addressing modes are available to the user of 
the GTE G65SCXXX family of microprocessors. The 
addressing modes are described in the foilowing 
paragraphs; 



Implied Addressing 

In the implied addressing mode, the address containing 
the operand is iniplicitly stated in the operation code 
of the instruction. 

Accumulator Addressing 

This form of addressing is represented with a one byte 
instruction and implies an operation on the 
accumulaton 

Immediate Addressing 

With immediate addressing, the operand is contained in 
the second byte of the instruction; no further memory 
addressing is required. 
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Absolute Addressing 

For absolute addressing, the second byte of the 
instruction specifics the eight low order bit of the 
effective address while the third byte specifies the 
eight high order bits. Therefore, this addressing mode 
allows access to the total 65K bytes of addressable 
memory. 

Zero page Addressing 

Zero page addressing allows shorter code and execution 
times by only fetching the second byte of the 
instruction and assuming a zero high address byte. The 
careful use of zero page addressing can result in 
significant increase in code efficiency. 

Absolute Indexed Addressing 

Absolute indexed addressing is used in conjunction 
with X and Y index register and is referred to as 
^Absolute, X\ and "^Absolute, Y", The effective address 
is formed by adding the contents of X and Y to the 
address contained in the second and third bytes of the 
instruction. This mode allows the index register to 
contain the index or count value and the instruction to 
contain the base address. This type of indexing allows 
any location referencing and the index to modify 
multiple fields resulting in reduced coding and 
execution lime. 



®Ackn: GTE Microcircuits 
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Zero Page Indexed Addressing 

Zero page absolute addressing is used in conjunction 
with the index register and is referred to as "Zero 
Page, X" or "Zero Page, Y," The effective address is 
calculated by adding the second byte to the contents of 
the index register. Since this is a form of "Zero Page" 
addressing, the content of the second byte references a 
location in page zero. Additionally, due to the "Zero 
Page" addressing nature of this mode, no carry is added 
to the high order eight bits of memory and crossing of 
page boundaries does not occur. 

Relative Addressing 

Relative addressing is used only with branch 
instruction; it establishes a destination for the 

conditional branch. 

Zero Page Indexed Indirect Addressing 

With zero page indexed indirect addressing (usually 
referred to as Indirect X) the second byte of the 
instruction is added to the contents of the X index 
register; the carry is discarded, the result of this 
addition points to a memory location on page zero 
whose contents is the low order eight bits of the 
effective address. The next memory location in page 
zero contains the high order eight bit of the effective 
address. Both memory locations specifying the high 
and low order bytes of the effective address must be in 
page zero. 
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Absolute Indexed Indirect Addressing (Jump Instruction 
Only) 

With absolute indexed indirect addressing, the contents 
of the second and third instruction bytes are added to 
the X register. The result of this addition points to a 
memory location containing the lower-order eight bits 
of the effective address. The next memory location 
contains the high-order eight bits of the effective 
address. 

Indirect Indexed Addressing 

This form of addressing is usually referred to as 
Indirect, Y. The second byte of the instruction points 
to a memory location in page zero. The contents of 
this memory location is added to the contents of the Y 
index register, the result being the low order eight bits 
of the effective address. The carry from this addition 
is added to the contents of the next page zero memory 
location, the result being the high order eight bits of 
the effective address. 

Zero Page Indirect Addressing 

In this form of addressing, the second byte of the 
instruction contains the low order eight bits of a 
memory location. The high order eight bits is always 
zero. The contents of the fully specified memory 
location is the low order byte of the effective address. 
The next memory location contains the high order byte 
of the effective address. 
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Absolute Indirect AcLdressing (Jump Instruction Only) 

The second byte of the instruction contains the low 
order eight bits of a memory location. The high order 
eight bits of that memory location is contained in the 
third byte of the instruction. The contents of the fully 
specified memory location is the low order byte of the 
effective address. The next memory location contains 
the high order byte of the effective address which is 
loaded into the 16 bits of the program counter. 



c 
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fhocessoh status beg "P' 



CARRY 1 • TRUE 
RESULT ZERO 1 . TRUE 
[RQ DISABLE I » DISABLE 
DECIMAL MODE t « TRUE 
BRK COMMAND 1 - BRK 
OVERFLOW 1 « TRUE 
NEGATIVE 1 » NEC. 



Fig. C'l. Microprocessor Programming Model 
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Tabic C-1 Instruction Set-Alphabetical Sequence 



ADC Add memory to Accumulator with Carry 

AND "AND" Memory with Accumulator 

ASL Shift One Bit Left 

BCC Branch on Carry Clear 

BCS Branch on Carry Set 

BEQ Branch on Result Zero 

BIT Test memory Bits with Accumulator 

BMI Branch on Result Minus 

BNE Branch on Result Not Zero 

BPL Branch on Result plus 

"BRA Branch Always 

BRK Force Break 

BVC Branch on Overflow Clear 

BVS Branch on Overflow Set 

CLC Clear Carry Flag 

CLD Clear Decimal mode 

CLI Clear Interrupt Disable Bit 

CLV Clear Overflow Flag 

CMP Compare Memory and Accumulator 

CPX Compare memory and Index X 

CPY Compare Memory and Index Y 

DEC Decrement by One 

DEX Decrement Index X by One 

DEY Decrement Index Y by One 

EOR "Exclusivc-or" Memory with Accumulator 

INC Increment by One 

INX Increment Index X by One 

INY Increment Index Y by One 

JMP Jump to New Location 

JSR Jump to New Location Saving Return Address 

LDA Load Accumulator with memory 
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LDX Load Index X with Memory 

LDY Load Index Y with Memory 

LSR Shift One Bit Right 

NOP No Operation 

ORA "OR" Memory with Accumulator 

PHA Push Accumulator on Stack 

PHP Push Processor Status on Stack 

•PHX Push Index X on Stack 

• PHY Push Index Y on Stack 

PLA Pull Accumulator from Stack 

PLP Pull Processor Status from Stack 

•PLX Pull Index X from Stack 

*PLY Pull Index Y from Stack 

ROL Rotate One Bit Left 

ROR Rotate One Bit Right 

RTI Return from Interrupt 

RTS Return from Subroutine 

SBC Subtract Memory from Accumulator with 
Borrow 

SEC Set Carry Flag 

SED Set Decimal Mode 

SEI Set Interrupt Disable Bit 

STA Store Accumulator in memory 

STX Store Index X in Memory 

STY Store Index Y in Memory 

• STZ Store Zero in Memory 

TAX Transfer Accumulator to Index X 

TAY Transfer Accumulator to Index Y 

• TRB Test and Reset memory Bits with Accumulator 

• TSB Test and Set memory Bits with Accumulator 
TSX Transfer Stack Pointer to Index X 

TXA Transfer Index X to Accumulator 

TXS Transfer Index X to Stack Pointer 

TYA Transfer Index Y to Accumulator 



Note:»= New Instruction 
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Fig. C-2 Microprocessor Op code table 
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Tabic C-2 Operational codes* Execution Time^ and 
Memory Requirements 
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escaa programming specification 



Notes: 

1, Add 1 to "n" if page boundary is crossed, except 
STA and STZ. 

2, Add 1 to "n" if branch occurs to same page. Add 2 
to "n" if branch occurs to different page. 

3- Add 1 to "n" if decimal mode. 

4. Accumulator address is included in Implied 
address, 

5. "N" and "'V** flags arc unchanged in immediate 
mode. 

6. •'Z" flag indicates A^M result (Same as BIT 
instruction). 



% 


Index X 


Y 


Index Y 


A 


Accumulator 


u 


Memory per effective address 


Ms 


Memory per stack pointer 


+■ 


Add 


- 


Subtract 


A 


And 


y 


Or 


V 


Exclusive or 


n 


No. Cycles 


# 


No. Bytes 


M6 


Memory Bit #6 


M7 


Memory Bit #7 
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SERVICE INFORMATION 



J>A Trouble shoot Guide 

This guide contains technical instructions to trouble 
shoot the Laser Computer. However^ the guide is not a 
complete list . If the user is hesitated on certain 
trouble, he is advised to have the computer repaired by 
a qualified technician. For details of operation of 
individual circuitry, user should refer to the relevant 
chapters in this manual. 
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SYMPTOM 



Computer System no response after power up. 
LED on top cabinet docs not glow. 



Power 



POSSIBLE CAUSES 


SOLUTIONS 


• Power cables not 


• Check the contact of 


connected properly* 


the AC power plug of 




the transformer and 




the wall AC source. 




Check the contact of 




the transformer to the 




computer unit. 


• No DC output from 


• The transformer has to 


the transformer. 


be replaced by a good 




one. 


• Open circuit of 


• Solder the wires again 


connection wires from 


properly. 


the power switch to 




the main board. 




• Bad connection between 


• Check the connector 


the keyboard and the 


anid flat cable 


main board. 


connecting the key 




board and the main 




board. 


•No DC +5V or +12V. 


• Hardware failure of 




the internal switching 




mode power supply. ' 




User is advised to have 




the computer repaired 




by a qualified 




technician. 
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Circuits to be checked: 

a) The switching mode power supply control 
IC (U2). 

b) The power transistor Ql, Q2 and Q3» 
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SERVICE INFORMATION 



SYMPTOM 

Power LED is on but the drive LED on the top cabinet 

is orr 



POSSIBLE CAUSES 


SOLUTIONS 


• Bad connection be- 
tween the keyboard 
and the main board. 


• Check the connector 
and flat cable 
connecting the 
keyboard and the main 

board. 
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SERVrCE INFORMATION 



SYMPTOM 

Power LED and Drive LED are on but the drive LED 
on the drive panel is off. 



POSSIBLE CAUSES 


SOLUTIONS 


• Bad connection 
between the drive 
and the main board. 

• The drive is in 
faulty operation. 


• Check the connection 
between the drive and 
the main board. 

• Replace with a good 
drive. 



Circuits to be checked: 

a) Pin 14 of Jll connector is active low in 
order to enable drive. 

b) The +5V and +12V supply on pin 12 and 13 
of JIL 
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S\MP10M 

The built-in drive cannot boot program properly. 



POSSIBLE CAUSES 


SOLUTIONS 


• The diskette surface 


• Replace with a good 


has been scratched 


diskette. 


or is dirty. 




• The drive .head 


• Clean the drive head 


is dirty. 


with great precaution 




using the drive 




cleaning kit. 


•The drive speed 


• Use drive speed 


has been drifted. 


alignment software to 




adjust the drive speed. 




The drive speed adjust 




hole is on the bottom 




cabinet. The drive 




speed can be adjusted 




by using a small screw 




driver. The adjustment 




process should be done 




with great care. 


• Internal hardware 


• Check gate array 3 


failure. 


and the drive buffer 




IC's, 



Circuits to be checked: 

a) Pin 2,4,6.8 and pin 16 of JU. 

b) Buffer IC (U27) and PHA, PHB, PHC, PHD 
and RDDATA of gate array 3 {U38). 
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SYMPIOM 

External drive does not work properly* 



POSSIBLE CAUSES 


SOLUTIONS 


• Bad connection 


• Check the connector 


between the drive 


and cable connecting 


and the main computer. 


the drive and the 




computer. 


• If the external 


• The external slot 7 


drive is 3-5 inch 


switch should be 


drive, then the cause 


disabled. 


may be due to wrong 




setting of slot 7 




switch inside the 




ROM door on the 




bottom cabinet. 




• Internal hardware 


• Check gate array 3 and 


failure. 


the drive buffer IC's, 



Circuits to be checked: 



a) Connector 15 for external drive. 

b) The drive related signals of gate array 3 
(U38) and the buffers (U13, U18 and U27X 
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SYMPTOM 

Power LED is on but no beep sound. 



POSSIBLE CAUSES 


SOLUTIONS 


• Bad connection 
between the speaker 
and the main board. 

• The volume is set 
at a low level. 


• Check the connection. 

• Adjust the volume 
knob» 



Circuits to be checked: 



The sound output is from pin 21 of gate array 3 (U38). 
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SYMPTOM 

Keyboard cannot function properly. 



POSSIBLE CAUSES 


SOLUTIONS 


• Bad connection 


• Check the connection. 


between the key- 




board and the main 




board. 




• Internal hardware 


♦ Check the keyboard 


failure. 


controller IC (8048). 



Circuits to be checked: 



a) The keyboard connector (JI2) connecting 
the main board and the keyboard. 

b) The keyboard controller (U21) and the 
scanning decoder (U22)- 
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SYMPTOM 

No video display or display not in synchronisation. 



POSSIBLE CAUSES 


SOLUTIONS 


• Bad connection 


• Check the cor- 


between the monitor 


responding connection 


and the computer. 


between the composite 




out or video expansion 




port- 


• Display not in 


• Try to adjust by tuning 


synchronization. 


the monitor V-hoId and 




H-hold, 




• For the PAL model, if 




LCD is used as display 




the 50/60 switch inside 




the ROM door on the 




bottom cabinet should 




be set to 60, If 




monitor is used as 




display, the 50/60 




switch should be set to 


' 


50, 


•Internal hardware 


♦ Check the Gate array 2 


failure. 


and the video port 




buffer IC 



Circuits to be checked: 



a) The video expansion connector (J?), 

b) The gate array 2 (U25) and the buffers 
(U13) and related circuits (U4J). 
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SERVICE INFORMATION 



SYMPTOM 

80 column text mode cannot work correctly. 



POSSIBLE CAUSES 


SOLUTIONS 


• The 40/80 switch on 


•Switch to the 80 


the top cabinet is 


position and turn on 


set to 40 when power 


the computer again (or 


is switched on* 


cold start the computer 




by pressing CTRL - 




RESET - A , 


• RAM failure. 


♦Check the RAM chips. 


• Gate array 2 failure 


• Replace with a new 


which is not common. 


one. 
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SVMrrOM 

No character can be printed using either the paranel 
printer or serial printer. 



POSSIBLE CAUSES 


SOLUTIONS 


• Bad connection between 


• Check the connectors 


the printer and the 


and cable connecting 


computer. 


the printer and the 




computer. 


• Setting of the 


• The switch should be 


Parallel / Serial 


set to the PARALLEL 


switch on the top 


position" if parallel 


cabinet is wrong. 


printer is used as port 




L The switch should 




be set to the SERIAL 




position if serial 




printer is used. 



Circuits to be checked: 

a) The DIN socket (J3) and the parallel printer 
port (J9). 

b) The ACIA (Ull) and the interfacing IC (U3 
and U4). 

c) The ACIA clock generator circuit. 

d) Pin 60 of gate array 1 {U6). 
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SERVICE rNFORMATION 



SYMPTOM 

Missing or wrong characters being printed when using 
cither parallel or serial printer. 



POSSIBLE CAUSES 


SOLUTIONS 


• Bad connection 


• Check the connector 


between the printer 


and cable. 


and the computer. 


1 


• Wrong port con- 


• Enter the control panel 


figuration. 


by pressing CTRL- 




RESET-P and select the 




correct configuration 




parameters. 


• The user has selected 


• Try other interface 


a wrong printer 


options from the list of 


interface through 


options provided by the 


the application 


application software. 


software. 




• Internal hardware 


• Check the serial 


failure. 


interface IC's and 




ACIA if serial port is 




used. 




Check the parallel 




interface IC's if 




parallel port is used. 
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SERVICE INFORMATION 



Circuits to be checked: 

a) The DIN socket {J3) and the parallel printer 
port (J9). 

b) The ACIA (UIl) and the interfacing IC (U3 
and U4). 

c) The ACIA clock generator circuit. 

d) Pin 60 of gate array 1 (U6). 
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SERVICE INFORMATfON 



SYMPTOM 

Communication through serial port 2 cannot work 
properly. 



POSSIBLE CAUSES 


SOLUTIONS 


• Setting of MIDI / 


• Set to the MODEM 


MODEM switch on the 


position. 


back panel is wrong 




in Laser 128 EX/2, 




• Bad connection 


• Check the connector 


between the serial 


and the cable. 


communication device 




and the computer. 


! 


• Wrong port con- 


• Enter the control panel 


figuration of seriul 


by pressing the CTRL- 


port 2, 


RESET-P and select the 




correct configuration 




parameters. 


• Internal hardware 


•Check the serial 


failure. 


interface IC's and 




ACIA. 



Circuits to be checked: 

a) The DIN connector (J4). 

b) The ACIA (U12) and interface IC (U3 and 
U4). 

c) The ACIA clock generator circuit. 

d) Pin 60 of gate array 1 {U6). 
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SERVICE INFORMATION 



SYMPTOM 

MIDI port of Laser 128 EX/2 cannot work properly. 



POSSIBLE CAUSES 


SOLUTIONS 


• Bad connection 


• Check the connector 


between the MIDI 


and the cable. 


device and the 




computer. 




• Setting of MIDI/ 


• Set to the MIDI 


MODEM switch on 


position. 


the back panel is 




wrong. 
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SERVICE INFORM AtlON 



SYMPTOM 

Peripheral card plugged to the side expansion slot or 
the Laser expansion box cannot work. 



POSSIBLE CAUSES 


SOLUTIONS 


• Bad contact of card 


• Clean the gold-plated 


and the computer. 


fingers of the 




peripheral PCB. 


• The setting of the 


• The slots enable 


external slot 


switches inside the 


enable switches is 


ROM door should be 


wrong. 


set to enable external 




slots position. 


•The separate power 


• Check the transformer 


supply of the 


AC connection. 


expansion box is 


Check the DC 


not working. 


connection from the 




transformer to the 




expansion box, , 


* 


• Check the power 




supply regulator circuit 




of the expansion box. 


•The peripheral card 


• Set the computer speed 


uses the DMA signal 


to the normal 1 MHz, 


while the Laser 128 EK 




is running at high speed. 
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SERVICE INFORMATION 



Circuits to be checked: 



jt) The 50 way expansion connector (J I), 

b) Pin 61, pin 63, pin 72, pin 77 and pin lOO of 
gate array 1 (U6y 



<^ The buffer IC (U5 and U13), 



D-J8 



SERVICE INFORMATION 



SYMPTOM 

The built-in expansion RAM cannot be recognised by 
the computer. 



POSSIBLE CAUSES 


SOLUTIONS 


• The RAM chips are 


• Insert the RAM chips 


not inserted in the 


8 pieces / bank , 


correct bank sequence. 


according to the user 




manual. 


• The RAM is inserted 


• The RAM should be 


in a wrong direction. 


inserted in the right 




direction. If it cannot 




work, new RAM chips 




have to be replaced the 




damaged RAM chips. 


• Bad inter connection 


• Make sure the contacts 


of the RAM board 


are good and the RAM 


and the main baard. 


board should be firmly 




mounted. 


• The setting of 


• The switch should be 


external slot 5 


set to disable external 


switch inside the 


slot 5 position. 


ROM door is wrong. 





Circuits to be checked: 



a) Pin 31 to 44, pin 74 and pin 75 of gate 
array 3 (U38). 

b) U45 to U47 of the expansion RAM board* 
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SERVICE INFORMATION 



SYMFIOM 

Game port not functioning properly. 



POSSIBLE CAUSES 


SOLUTIONS 


• Bad connection. 

• Internal hardware 
failure. 


• Check the connector 
and cable. 

• Check the game port 
interface IC's. 



Circuits to be checked I 



a) Pin 45 to 53 of gate array 3 CU38)- 

b) Game port connector J 10 and the interface 
IC {U29 to U32 and U34). 
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SERVICE INFORMATION 



D.2 



Gate array pin assignments 



D.2.1 Gate array 1: Memory Management Unit 

(HG61H20B'18F) 



?i 



MAOO r 

RAID 1 

RAIO I 

N.C- J 

liAJO 5 

IIA40 $ 

PA50 ? 

RAAO ■ 

HATO « 

MCASNO 10 

ACASND II 

MEMRDNO 13 

RASAr^D IJ 

Ttl 14 

tiND 15 

LIMI 1$ 

HWRNO 17 

MEMRnO ts 

AliJKOENO/RBlirDIRO 10 



I^JfTRl 
AKDI 

11901 

i»tioi 

t>£L[NO 

N.C- 

Vl^rREFO 

ECASQNO 



O 



oo 



t » <M ll. '^ I 





$^ 


SD5I 






SMI 






SD1I0 






SCOF5fN0 






SPOO 






uPSYNCl 






SPIO 






SQ30 






&C53CXNO 






RWMO 






muNt 






liFRSTm 






IRQND 


Ol fMMU) 




sjsmo 


HG6lH20B4aF 




S7MO 






CND 






SUMI 






S1OSTBN0 






OMANI 






SCODXI^a 




m 


JVCIACSmO 




ss 


ItfiVNCI 




sa 


PTRSTBNO 




57 


MRLTirO 




56 


PTRBSVJ 




S5 


VJNTI 




54 


XINTJ 




53 


VBLKM 




51 


ASEI.O 




51 


UDSVVCSO 









I : Input 

O : Oufpur 

lO : Jnpyi/Oulput 

H : Aclivt^ l^w 



Fig. D-1 
(MMU) 



Pin assignment oT gate array 1 
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SERVICE INFORMATION 



Pin 


Name 


Oirection 


Description 


] 


RAO 


Out 


System RAM address 
bus bit 


2 


RAl 


Out 


System RAM address 
bus bit 1 


3 


RA2 


Out 


System RAM address 
bus bit 2 


4 


N.C. 


- 


4* 


5 


RA3 


Out 


System RAM address 
bus bit 3 


6 


RA4 


Out 


System RAM address 
bus bit 4 


7 


RA5 


Out 


System RAM address 
bus bit 5 


8 


RA5 


Out 


System RAM address 
bus bit 6 


9 


RA7 


Out 


System RAM address 
bus bit 7 


10 


MCAS- 


Out 


Main bank system 
RAM column address 
strobe 
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SERVICE [NTORMATION 



Pin 


Name 


DirecHon 


Description 


11 


ACAS- 


Out 


Auxiliary bank 

system RAM coJumn 
address strobe 


12 


MEMRD- 


Out 


Systcin RAM output 
buffer control; low 
when reading from 
RAM 


13 


RASA- 


Out 


System RAM row 
address strobe 


14 


Tl 


In 


Gate array test pin; 
should be low for 
normal operation 


15 


GND 


- 


System ground 


16 


LIM 


In 


Operating mode 

strapping pin: 

high for *XASER 

128"*; 

low for "LASER 128 

EX" 


17 


RWR- 


Out 


RAM write-enable 
signal; low when 
writing to RAM 



D-23 



SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 


Jg 

1 


MEMRD 


Out 


Expansion RAM data 
bus transceiver 
direction control; 
complement of 
MEMRD- (pin 12) 


19 


MAINOE- 


Out 


Main bank system 
RAM data bus 
transceiver output 
buffer controJ in 
"LASER 128" (LIM 
iiigh); low when 
reading from main 
RAM 




RBUFOE- 


Out 


System data bus 
transceiver output 
buffer control in 








"LASER 128 EX" 
(LIM low) 


20 


AUXOE- 


Out 


Auxiliary bank 
system RAM data bus 
transceiver output 
buffer control in 
"LASER 128" (LIM 
high); low when 
reading from 
auxiliary RAM 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 




RBUFDIR 


Out 


System data bus 
transceiver direction 
control in "LASER 
128 EX" (LIMlow) 


21 


PPTR 


In 


Printer-type selection 
pin: 

high for parallel 
1 printer; 
low for serial printer 


22 


AKD 


la 


Any-key-down signal 
generated by 8048 
keyboard encoder; 
high if a key is 
pressed 


23 


D120 


In 


Delay line output 
(fourth tap) 


24 


D90 


In 


Delay line output 
(third tap) 


25 


D60 


In 


Delay line output 
(second tap) 


26 


DELIN 


Out 


Input to delay line 


27 


N,C 


- 


- 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 


28 


ElMOE- 


Out 


Expansion RAM data 
bus transceiver output 
buffer control; low 
when accessing 
expansion RAM 


29 


XJMREF 


Out 


Expansion RAM 
refresh control signal; 
high during expansion 
RAM refresh cycle. 


30 


ECASO- 


Out 


Expansion RAM 
column address strobe 


31 


AXOUT 


Out 


Dynamic RAM 
row/column address 
select output 


32 


AXIN 


In 


Dynamic RAM 
row/column address 
select input 


33 


RASB- 


Out 


Expansion RAM row 
address strobe 


34 


CPUCLK 


Out 


Clock input to 65C02 
CPU 


35 


SLOTDIR 


Out 


Unused in current 
system 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 


36 


INHS5- 


In 


Internal/external port 








5 select; 

high for internal port 

5 

(expansion RAM); 








37 


INHS7- 


Id 


Internal/external port 

7 select: 

high for internal port 

7 

(3.5" disk drive 














interface); 








low for external port 
7 


38 


CPURW- 


In 


Read /write line of 

65C02 CPU; 

high in a CPU read 

cycle; 

low in a CPU write 

cycle 


39 


CPUP2 


In 


Clock output of 
65C02 CPU; delayed 
version of CPUCLK 
(pin 34) 


40 


CPUPO 


Out 


Gated internally with 
DMA-(pin 62) to 
generate CPUCLIC 








(pin 34) 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 


41 


VDD 


- 


+5V power supply for 
the gate array 


42 


ROMA 10 


Out 


Program ROM address 
bit iO 


43 


ROMAll 


Out 


Program ROM address 
bit 11 


44 


ROMA 12 


Out 


Program ROM address 
bit 12 


45 


ROMA 13 


Out 


Program ROM address 
bit 13 


46 


ROMA 14 


Out 


Program ROM address 
bit 14 


47 


ROMOE- 


Out 


Program ROM output 
buffer control; 
low to enable the 
output buffer 


48 


Z80CLK 


Out 


Unused in current 
system 


49 


Z80DLTH 


Out 


Unused in current 
system 


50 


RST- 


In 


System reset signal; 
low to reset the gate 
array 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 


51 


VIDSYNC- 


Out 


I MHz {13H:iL) 
synchronisation signal 
for VDG gate array 


52 


ASEL 


Out 


High when the 
auxiliary bank system 
RAM is being 
accessed 


53 


VBLK- 


In 


Vertical blanking 
signal from the VDG 
gate array; low during 
the vertical blanking 
interval 


54 


XINT 


In 


X-direction interrupt 
signal from the 
mouse; square waves 
appear at this pin 
whenever the mouse 
moves horizontally 


55 


YINT 


In 


Y-direction interrupt 
signal from the 
mouse; square waves 
appear at this pin 
whenever the mouse 
moves vertically 
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SERVICE INFORMATION 



Pia 


Name 


Direction 


Description 


56 


PTRBSY 


In 


Active-high busy 
signal from the 
parallel printer 


57 


PTRLTH 


Out 


Parallel printer data 
latch clock output; 
printer data latched 
at rising-edge of this 
signal 


58 


PTRSTB- 


Out 


Parallel printer data 
strobe output; latched 
printer data is strobed 
into the parallel 
printer at the rising- 
edge of this signal 


59 


HSYNC 


In 


Horizontal display 
synchronisation signal 
generated by VDG 
gate array 


60 1 


ACIACSl- 


Out 


Chip-select output for 
6551 ACIAs; 
low when accessing 
the two ACIAs 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 


61 


SCODX- 


Out 


Low when accessing 
addresses from $CODO 
to SCODF while 
external port 5 is 
selected 


62 


DMA- 


In 


Low if external 
interface card is 
performing direct 
memory access 


63 


SIOSTB- 


Out 


Low when accessing 
addresses from $C800 
to $CFFF while either 
external port 5 or 
external port 7 is 
selected 


64 


S14M 


In 


Master clock from 
which all other 
timing signals are 
derived; 

1431818 MHz for 
NTSC versions; 
14.18758 MHz for 
PAL versions 


65 


GND 


- 


System ground 


66 


S7M 


Out 


General purpose 7 
MHz clock 
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SERVICE INFORMATION 



Pin 


Name 


! 

DirecttDD 


Description 


67 


S358M 


Out 


General purpose 3.58 
MHz clock 


68 


IRQ- 


Out 


Active-low CPU 
interrupt request 
output 


69 


UPRST- 


In 


CPU reset signal; low 
during power-up or 
when CTRL-RESET 
is pressed 


70 


INH- 


In 


Driven low by 
external interface 
card to inhibit the on- 
board system RAM 
and program ROM 
(except the I/O 
firm wares) 


71 


RW- 


Out 


When DMA* (pin 62) 
is high« it is in output 
mode and is 
equivalent to 
CPURW- (pin 38); 


J 




In 


when DMA- is low, it 
is in input mode and 
is driven by external 
interface card 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 


72 


SC5XX- 


Out 


Low when accessing 
addresses from $C500 
to $C5FF wliile 
external port 5 is 
selected 


73 


SQ3 


Out 


General purpose 2 
MHz {4H:3L) clock 


74 


SPl 


Out 


General purpose 1 
MHz clock; 
complement of SPO 
(pin 76) 


75 


UPSYNC 


In 


65C02 SYNC signal; 
high in an opcode- 
fetch cycle 


76 


SPO 


Out 


General purpose 1 
MHz clock 


77 


SCOFX- 


Out 


Low when accessing 
addresses from SCOFO 
to SCOFF while 
external port 7 is 
selected 


78 


SD7 


In/Out 


System data bus bit 7 


79 


SD6 


In 


System data bus bit 6 


80 


SD5 


In 


System data bus bit 5 
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SERVICE INFOBMATION 



Pin 


Name 


0irection 


Description 


81 


SD4 


In 


System data bus bit 4 


82 


SA15 


tn 


When DMA- (pin 62) 
is low, it is in input 
mode and is driven 
by the external 
interface card; 






Out 


When DMA- is high, 
it is in output mode 
and is a latched 
version of BAI5 {pin 
83) 


83 


BA15 


In 


System address bus 

bit 15; 

When DMA" {pin 62) 

is highf it is in input 

mode; 






Out 


When DMA- is low, it 
is in output mode and 
is equivalent to SA15 


84 


BA14 


In 


System address bus 
bit 14 


83 


BAB 


In 


System address bus 
bit 13 
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SERVICE INFORMATION 



PiD 


Name 


Direction 


Description 


86 


BA12 


In 


System address bus 
bit 12 


87 


BAH 


In 


System address bus 








bit U 


88 


BAIO 


In 


System address bus 
bit 10 


89 


BA9 


In 


System address bus 
bit 9 


90 


BA8 


In 


1 

System address bus 
bit 8 


91 


VDD 


- 


+ 5V power supply for 
gate array 


92 


BA7 


In ' 


System address bus 
bit 7 


93 


BA6 


In 


' System address bus 
bit 6 


94 


BA5 


In 


System address bus 
bit 5 


95 


BA4 


In 


System address bus 
bit 4 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 


96 


BA3 


In 


System address bus 
bit 3 


97 


BA2 


In 


System address bus 
bit 2 


9S 


BAl 


la 


System address bus 
bit 1 


99 


BAO 


In 


System address bus 
bit 


100 


SC7XX- 


Out 


Low when accessing 
addresses from $C700 
to $C7FF while 
external port 7 is 
selected 
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SERVICE INFORMATION 



D2.2 Gate array 2: Video Display Generator 

(HG61H20B44F) 



2 o o 

O w hj 



*P« ^M i*» »" ifM ^^ i** i*! 1*1 r' 1^ i^f 1^ 



ASELl 


1 


VIDSVNCNI 


1 


SSTNl 


1 


N.C 


4 


INHNI 


5 


R^VN 


« 


SPQI 


7 


CrUFOf 


S 


uPRSTNl 


9 


F$ELI 


1(1 


UMt 


11 


TESTl 


n 


XTALl 


13 


S14MI 


14 


CND 


15 


USACCNJ 


16 


COLORI 


U 


T3M5SO 


IB 


MRD71/I1D71 


19 


MRD6I/RB6I 


20 


MRD5I/RD5J 


21 


ht[(D-ir/RD4l 


22 


MRD3I/RD3I 


23 


MltD21/RE»2l 


24 


MRD1I/RDLI 


2S 


MRUdl/StNIl 


26 


N.C 


27 


ARD7|/Vtlt>TI0 


2« 


ARD6I/VRD&IO 


29 


AKD^I/VRDSIO 


30 



D2 (VDG) 
HG61H2QB44F 



so 


VROMD4I 


79 


VftOMDII 


78 


VROMD5L 


7*? 


VROMDOt 


76 


VROMD61 


7S 


VROMAOO 


74 


VROMAIO 


'JJ 


VHOMAIO 


72 


VROMAIOQ 


71 


VR0MA30 


n 


VR0MA4O 


69 


VROMAUO 


6t 


VROMA50 


67 


VR0MA90 


«ti 


VIDEANI 


ss 


CND 


64 


COLOR3Q 


63 


C0L0R2O 


62 


CO LOR JO 


61 


COLOROO 


60 


VR0MA6O 


5» 


VR0MA80 


5S 


VR0MA70 


57 


CRKfODEO 


56 


NX, 


55 


5EROUTO 


54 


LDPSNO 


53 


E^tSFEIXO 


52 


VSVJSCO 


5t 


HSYNCO 



k » '-I « VO O ^ I 



I 0h -4 » V 9 



TO Sa 






3D -S 



OO OO * 



> > 



> > 

9 Q 






f/t t/i ^ o^ uiJb^uHi^oZcnA 
:z 2 O O O O O O O O n -1 g 
O O ? O > 



I : Tii|iul 

O 1 Output 

N : Actlr? Ion 



Fig. D-2 Pin assignment of gate array 2 
(VDG) 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 


1 


AS£L 


In 


High when accessing 
auxiliary bank system 
RAM 


2 


VIDSYNC- 


In 


] MHz (13H:1L) 
synchronisation signal 
generated by MMU 
gate array 


3 


RST- 


In 


Active-low system 
reset signal 


4 


N.C. ' 


- 


- 


5 


INH- 


In 


Driven low by 
externa] interface 
card to inhibit the 
video RAM 


6 


RW- 


In 


System read/write 
line; low in a write 
cycle 


7 ' 


SPO 


In 


1 MHz clock 


8 


CPUPO 


In 


Non-gated CPU clock 
generated by MMU 
gate array 


9 


UPRST- 


In 


Active-low CPU reset 
signal 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 


10 


FSEL 


In 


TV system strapping 

pin: 

high for NTSC system 

(60 Hz); 

low for PAL system 

(50 Hz) 


11 


LJM 


In 


Operating mode 

strapping pin: 

high for "LASER 

128"; 

low for "LASER 128 

EX" 


12 


TEST 


la 


Gate array test pin; 
should be low in 
normal operation 


13 


XTAL 


In 


Color-subcarrier 
reference clock; 
14.31818 MHz for 
NTSC versions; 
17.73447 MHz for 
PAL versions 


14 


S14M 


In 


Master clock; ' 
14.31818 MHz for 
NTSC versions; 
14.18758 MHz for 
PAL versions 


15 


GND 


- 


System ground 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 


16 


USACG- 


In 


Character set 
strapping pin; 
low for USA 
character set; 
high for foreign 
character set 


17 


COLOR , 


In 


Color/monochrome 
mode selection pin; 
high for color 
graphics display 


18 


T3M55 


Out 


Not used in current 
system 


19 


MRD7 


In 

1 


Main bank system 
RAM data bus bit 7 
in "LASER 128"; 




RD7 


In 


CPU data bus bit 7 in 
"LASER 128 EX" 


20 


MRD6 


In 


Main bank system 
RAM data bus bit 6 
in "LASER 128"; 




RD6 


lo 


CPU data bus bit 6 in 
"LASER 128 EX" 
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SERVICE tNFORMATION 



Fio 


Name 


Direction 


Description 


21 


MRD5 


In 


Main bank system 
RAM data bus bit 5 
in "LASER 128"; 




RD5 


In 


CPU data bus bit 5 in 
"LASER 128 EX"; 


22 


MRD4 


Id 


Main bank system 
RAM data bus bit 4 
in "LASER 128 EX" 




RD4 


In 


CPU data bus bit 4 in 
"LASER 128 EX" 


23 


MRD3 


In 


Main bank system 
RAM data bus bit 3 
in "LASER 128"; 




RD3 


In 


CPU data bus bit 3 in 
"LASER 128 EX" 


24 


MRD2 


In 


Main bank system 
RAM dat bus bit 2 in 
"LASER 128"; 




RD2 


In 


CPU data bus bit 3 in 
"LASER 128 EX" 


25 


MRDl 


In 


Main bank system 
RAM data bus bit i 
in "LASER 128"; 



D^l 



SERVICE INFORMATION 



Via. 


1 Name 


Direction 


Description 




RDl 


In 


CPU data bus bit 1 in 
"LASER 128 EX- 


26 


MRDO 


In 


Main bank system 
RAM data bus bit 
in "LASER 128"; 




RDO 


In 


CPU data bus bit in 
"LASER 128 EX" 


27 


N.C. 


- 


- 


28 


ARD7 


In 


Auxiliary bank 
system RAM data bus 
bit 7 in "LASER 128"; 




VRD7 


In/Out 


Video RAM data bus 
bit 7 in "LASER 128 
EX" 


29 


ARD6 


m 


Auxiliary bank 
system RAM data bus 
bit 6 in "LASER 128"; 




VRD6 

1 


In/Out 


Video RAM data bus 
bit 6 in "LASER 128 
EX" 


30 


ARD5 


In 


Auxiliary banic 
system RAM data bus 
bit 5 in "LASER 128"; 
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service; infoemation 



Pin 


Name 


Direction 


Description 




VRD5 


In/Out 


Video RAM data bus 
bit 5 in "LASER J28 
EX" 


31 


ARD4 


In 


Auxiliary bank 
system RAM data bus 
bit 4 in "LASER 128"; 




VRD4 


In/Out 


Video RAM data bus 
bit 4 in "LASER 128 








EX" 


32 


ARD3 


In 


Auxiliary bank 
system RAM data bus 
bit 3 in "LASER 128"; 




VRD3 


In/Out 


Video RAM data bus 
bit 3 in "LASER 128 
EX" 


33 


ARD2 


In 


Auxiliary bank 
system RAM data bus 
bit 2 in "LASER 128"; 




VRD2 


In/Out 


Video RAM data bus 
bit 2 in "LASER 128 
EX" 


34 


ARDl 


In 


Auxiliary bank 
system RAM data bus 
bit 1 in 'LASER 128"; 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 




VRDl 


In/Out 


Video RAM data bus 
bit 1 in "LASER 128 
EX" 


35 


ARDO 


In 


Auxiliary bank 
system RAM data bus 
bit in "LASER 128'*; 




VRDO 


In/Out 


Video RAM data bus 
bit in "LASER 128 
EX" 1 


36 


CPUCYC- 


Out 


Video RAM write- 
ertable signal in 
"LASER 128 EX**; low 
during a RAM write 
cycle; not used in 
"LASER 128" 


37 


VRAS- 


Out 


Video RAM row 
address strobe in 
"LASER 128 EX"; not 
used in "LASER 128" 


38 


VCAS- 


Oul 


Video RAM column 
address strobe in 
"LASER 128 EX"; not 
used in "LASER 128" 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 


39 


VRA7 


Out 


Video RAM address 

bus bit 7 in -LASER 

128 EX^ 

System RAM address 

bus bit 7 in "LASER 

128" 


40 


VRA6 


Out 


Video RAM address 

bus bit 6 in "LASER 

128 EX**; 

System RAM address 

bus bit 6 in "LASER 1 

128- 


41 


VDD 


- 


+5V power supply Tor 
the gate array 


42 


VRA5 


Out 


Video RAM address 

bus bit 5 in "LASER 

128 EX"; 

System RAM address 

bus bit 5 in "LASER 

128" 


43 


VRA4 


Out 


Video RAM address 

bus bit 4 in "LASER 

128 EX"; 

System RAM address 

bus bit 4 in "LASER 

128" 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 


44 


VRA3 


Out 


Video RAM address 

bus bit 3 in "LASER 

128 EX"; 

System RAM address 

bus bit 3 in "LASER 

128" 


45 


VRA2 


Out 


Video RAM address 

bus bit 2 in "LASER 

128 EX'; 

System RAM address 

bus bit 2 in "LASER 

128" 


46 


VRAl 


Out 


Video RAM address 

bus bit 1 in "LASER 

128 EX"; 

System RAM address 

bus bit 1 in "LASER 

128" 


47 


VRAO 


Out 


Video RAM address 

bus bit in "LASER 

128 EX"; 

System RAM address 

bus bit in "LASER 

128" 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Descriptioii 


48 


CSYNC- 


Out 


Composite 

synchronisation signal 
for generating 
composite video 


49 


BURST 


Out 


Used for generating 
the color burst in the 
composite video 


50 


CHROMA 


Out 


Used for generating 
the chromincncc 
signal in a composite 
video signal , 


51 


HSYNC 


Out 


Horizontal 

synchronisation signal 
for TV or monitor 


52 


VSYNC 


Out 


Vertical 

synchronisation signal 
for TV or monitor 


53 


DISPEN- 


Out 1 


Active-high composite 
blanking signal for 
the LCD display 


54 , 


LDPS- 


Out 


Timing 

synchronisation signal 
for the LCD display 


55 


SEROUT 


Out 


Serial data output for 
the LCD display 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 


56 


N.C. 


- 


- 


57 


GRMODE 


Out 


Video ROM address 

bit 12; 

high when displaying 

graphics; 

low when displaying 

text 


58 


VROMA7 


Out 


Video ROM address 
bit 7 


59 


VROMA8 


Out 


Video ROM address 
bits 


60 


VROMA6 


Out 


Video ROM address 
bit 6 


61 


COLORO 


Out 


Digital color code bit 



62 


COLOR 1 


Out 


Digital color code bit 
1 


63 


C0L0R2 


Out 


Digital color code bit 

2 


64 


COLORS 


Out 


Digital color code bit 

3 


65 


GND 


- 


System ground 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 


66 


VIDEA- 


In 


Must be low for 
norma! operation 


67 


VROMA9 


Out 


Video ROM address 
bit 9 


68 


V ROMA 5 


Out 


Video ROM address 
bit 5 


69 


VROMAII 


Out 


Video ROM address 
bit 11 


70 


VROMA4 


Out 


Video ROM address 
bit 4 


71 


VROMA3 


Out 


Video ROM address 
bit 3 


72 


VROMAIO 


Out 


Video ROM address 
bit 10 


73 


VR0MA2 


Out 


Video ROM address 
bit 2 


74 


VROMAl 


Out 


Video ROM address 
bit 1 


75 


VROMAO 


Out 


Video ROM address 
bit 


76 


VR0MD6 


In 


Video ROM data bit 6 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 


77 


VROMDO 


In 


Video ROM data bit 


78 


VROMD5 


In 


Video ROM data bit S 


79 


VROMDl 


lo 


Video ROM data bit 1 


80 


VR0MD4 


In 


Video ROM data bit 4 


81 


VROMD2 


In 


Video ROM data bit 2 


82 


VROMD3 


In 


Video ROM data bit 3 


83 


VBLK- 


Out 


Acttve-low vertical 
blanking signal; 60 Hz 
for NTSC versions; 50 
Hz Tor PAL versions 


84 


BA15 


In 


System address bus 
bit 15 


85 


BAM 


In 


System address bus 
bit 14 


86 


BA13 


In 


System address bus 
bit 13 


87 


BA12 


In 


System address bus 
bit 12 


88 


BAH 


In 


System address bus 
bit 11 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 


89 


BAIO 


In 


System address bus ' 
bit 10 


90 


BA9 


In 


System address bus 
bit 9 


91 


VDD 


- 


+5V power supply for 
the gate array 


92 


BAS 


In 


System address bus 
bit 8 


93 


BA7 


In 


System address bus 
bit 7 


94 


BA6 


In 


System address bus 




* 




bit 6 


95 


BAS 


In 


System address bus 
bit 5 


96 


BA4 


la 


System address bus 
bit 4 , 


97 


BA3 


In 


System address bus 
bit 3 


98 


BA2 


In 


System address bus 

bit 2 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 


99 
100 


BAl 
BAO 


In 
In 


System address bus 
bit 1 

System address bus 
bit 
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SERVICE INFORMATION 



D.3 Gate array 3; Universal Disk 

(HG61H20B56F) 



CoDtrolIer 






t ^ iM * 



PHAO 

N.C, 

PtfSO 

PHCO 

PHOO 

nDATA[ 

WCATENO 

ENABJNO 
CNABINO 
IPiTSEPNI 

WM 

pwhfo 



lOSTANJ/KADSTBNI 19 



lOSrLNI/FPTRI 
S7HOMAM>/SfKBO 

KBDSr 

l!BP3t 

N.C 

tRAta 



03 (UDC) 

HGeiHlOBS&F 



so 


SD310 


■)» 


SD410 


1* 


SDsm 


TT 


SIHIO 


TS 


SOTIO 


1* 


xthoiEri 


T4 


ECA<iCFNt 


73 


INIISSNI 


71 


HWNI 


71 


AXi 


70 


RSTNl 


£9 


■PSSTNI 


«• 


REAPVNO 


*1 


crifp&i 


U 


|NHS7?*I/DKV£ELrJt 


*% 


GNQ 


u 


S7M1 


« 


SI4MI/SI4MI 


£2 


RA-IT/ROMhTO 


«l 


SQJI 


«0 


SFOI 


St 


AC r ACKO/STItQJtl A LOQ 


5t 


S^fCtKJ 


*T 


SEPDNt 


H 


QB52S£]NO/rehlO 


55 


DR3SO 


34 


LIMRA^O/ltEADNQ 


53 


C07XMO/S7ROMAaO 


32 


G17r/STROMAlia 


51 


GI4J/£TnOMAJJ0 



fisssrsx^sss: 



i * ^ K ^ S 



o o 6 o " 



Fig. D-3 Pin assignment of gate array 3 
(UDC) 
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SERVICE INFORMATION 



Pin 


Name 


Directloa 


Description 


I 


RAM- 


Out 


Chip-enable for disk 

buffer 6116; 

low when accessing 

RAM 


2 


RAMA 10 


Out 


Disk buffer address 
bit 10 


3 


PHA 


Out 


Stepper motor phase 
control 


4 


N.C 


- 


- 


5 


PHB 


Out 


Stepper motor phase 1 
control 


6 


PHC 


Out 


Stepper motor phase 2 
control 


7 


PHD 


Out 


Stepper motor phase 3 
control 


g 


RDATA 


In 


Disk drive read data 


9 


WDATA 


Out 


Disk drive serial 
write data 


10 


WGATE- 


Out 


Writc-gate signal for 
disk drive; 
tow when writing to 
the drive 
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SERVICE INFOR24ATION 



Pin 


Name 


Directioa 


Description 


11 


SIDSEL 


Out 


Side-select signal for 
double-side drives 


12 


ENABl* 


Out 


Low when drive 1 is 

enabled 


13 


ENAB2^ 


Out 


Low when drive 2 is 
enabled 


14 


INTSEP* 


In 


Internal/external data 
separator strapping 
pin; must be low in 
current system 


15 


GND 


- 


System ground 


16 


INTC7- 


In 


Operating mode 
strapping pin; 
must be low in 
current system 


17 


WP 


In 


Write-protect signal 
from disk drive; high 
if disk is write- 
protected 


18 


PWM 


Out 


Spindle motor speed 
control for S.S'' disk 








drives; constant 
frequency but 
varying duty cycle 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 


19 


KBDSTB- 


In 


Active-low strobe 
generated by the 
Iteyboard encoder 
whenever a Iccy is 
pressed 


20 


PPTR 


In 


Printer-type strapping 
pin: 1 
low for serial printer; 
high for parallel 
printer 


21 


SPKR 


Out 


Speaker control signal 


22 


KBD6 


In 


Bit 6 of key code 
generated by the 
keyboard encoder 
804S 


23 


KBD5 


In 


Bit 5 of key code 


24 


KBD4 


In 


Bit 4 of key code 


25 


KBD3 


In 


Bit 3 of key code 


26 


KBD2 


In 


Bit 2 of key code 


27 


N.C. 


- 


- 


28 


KBDl 


In 


Bit 1 of key code 


29 


KB DO 


In 


Bit of key code 
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SERVICE INFORMATION 



Pin 


Name 


Directton 


Description 


30 


ERA8 


Out 


Expansion RAM 
address bit 8 


31 


ERA? 


Out 


Expansion RAM 
address bit 7 


32 


ERA6 


Out 


Expansion RAM 
address bit 6 


33 


ERAS 


Out 


Expansion RAM 
address bit 5 


34 


ERA4 


Out 


Expansion RAM 
address bit 4 


35 


ERA3 


Out 


Expansion RAM 
address bit 3 


36 


ERA2 


Out 


Expansion RAM 
address bit 2 


37 


ERAl 


Out 


Expansion RAM 
address bit 1 


38 


ERAO 


Out 


Expansion RAM 
address bit 


39 


ECASl- 


Out 


Column address strobe 








for first 256K-byte 
expansion RAM 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


DescriptioD 


40 


ECAS2- 


Out 


Column address strobe 
for second 256 K*bytc 
expansion RAM 


41 


YDD 


- 


+5V power supply for 
the gate array 


42 


ECAS3' 


Out 


Column address strobej 
for third 256 K-byte 
expansion RAM 


43 


ECAS4- 


Out 


Column address strobe 
for fourth 256 K-byte 
expansion RAM 


44 


RASB- 


In 


Expansion RAM row 
address strobe 


45 


GIO 


In 


*40/80 column" switch 

status; 

high if switch is in 

"40" position 


46 


Gil 


In 


Game switch status; 
high if switch is 
closed 


47 


012 


In 


Game switch 1 status; 
high if switch is 








closed 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 


48 


GI3 


In 


Mouse signature; low 
if mouse is connected 
to the game port 


49 


GI4 


In 


556 timer output for 
analog input 0; a 
positive pulse will be 
generated after 
accessing any 






• 


locations from $C070 
to $C07F 


50 


GI5 


III 


556 timer output for 
analog input 1; a 
positive pulse will be 
generated after 
accessing any 
locations from $C070 
to $C07F 


51 


GI6 


In 


Mouse XDIR output; 
square waves will be 
produced whenever 
the mouse moves 
horizontally 


52 


GI7 


In 


Mouse YDIR output; 
square waves will be 
produced whenever 
the mouse moves 
vertically 
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SERVICE INFORMATION 



Pin 


Name 


DirectioQ 


Description 


53 


C07X- 


Out 


556 timer trigger 
pulse; goes low 
whenever the 
locations from $C070 
to $C07F are accessed 


54 


L1MRA4 


Out 


System RAM address 
bus bit 4 in ''LASER 
128"; not used in 
^'LASER 128 EX" 


55 


DR35 


Out 


High when selecting 
3.5" drive; low when 
5.25" drive is selected 


56 


DR525EN1- 


Out 


Low when internal 
5.25" drive is enabled 


57 


SEPD- 


In 

1 


Separated disk data; 
must be low in 
current system 


58 


SEPCLK 


In 


Separated data 
window; must be low 
in current system 


59 


ACIACK 


Out 


L8 MHz clock for 
6551 ACFAs in NTSC 
versions; not used in 








PAL versions 
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SERVICE INFORMATION 



Pin 


Name 


Directton 


Description 


60 


SPO 


In 


1 MHz general 
purpose clock 


61 


SQ3 


In 


2 MHz general 
purpose clock 


62 


RA4 


In 


Connect to RA4 of 
MMU and VRA4 of 
VDG in "LASER 128"; 
not used in ''LASER 
128 EX" 


63 


S14M 


In 


Master clock; 
I4JI818 MHz for 
NTSC versions; 
14,18758 MHz for 
PAL versions 


64 


S7M 


In 


General purpose 7 
MHz clock 


65 


GND 


- 


System ground 


66 


INHS7- 


In 


Internal/External port 

7 strapping pin; 

High for internal port 

7 (3.5" drive 

interface); 

low for external port 

7 
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SERVICE INFORMATION 



Pio 


Name 


Direction 


Description 


67 


CPUPO 


In 


Non-gated CPU clock 


68 


READY- 


Out 


65C02 CPU ready 
control; low to extend 
current read cycle 


69 


UPRST- 


In 


Active-low CPU reset 
signal 


70 


RST- 


In 


Active-low power-up 
reset signal 


71 


AX 


In 


Dynamic RAM 
row/column address 
select input 


72 


RW- 


In 


System read/write 
signal; low in a write 
cycle 


73 


1NHS5- 


In 


Internal/external port 
5 strapping pin: 
High for internal 
port 5 (expansion 
RAM interface); low 
for external port 5 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 


74 


ECASO- 


In 


Decoded internally to 
generate the column 
address strobe signals 
for the expansion 
RAM 


75 


XiMREF 


In 


High to initiate an 
expansion RAM 
refresh cycle 


76 


SD7 


In/Out 


System data bus bit 7 


77 


SD6 


In/Out 


System data bus bit 6 


78 


SD5 


In/Out 


System data bus bit 5 


79 ' 


SD4 


In/Out 


System data bus bit 4 


80 > 


SD3 


In/Out 


System data bus bit 3 


8i 


SD2 


In/Out 


System data bus bit 2 


82 


SDl 


In/Out 


System data bus bit I 


83 


SDO 


In/Out 


System data bus bit 


84 


BA15 


In 


System address bus 
bit IS 


85 


BAM 


In 


System address bus 
bit 14 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description ' 


86 


BA13 


In 


System address bus- 
bit 13 


87 


BAI2 


In 


System address bus 
bit 12 


88 


BAU 


In 


System address bus 
bit 11 


89 


BAIO 


In 


System address bus 
bit 10 


90 


BA9 


In 


System address bus 
bit 9 


91 


VDD 


- 


+5V power supply for 
the gate array 


92 


BA8 


In 


System address bus 
bit 8 


93 


BA7 


In 


System address bus 
bit 7 


94 


BA6 


In 


System address bus 
bit 6 


95 


BA5 


In 


System address bus 
bit 5 


96 


BA4 


In 


System address bus 
bit 4 
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SERVICE INFORMATION 



Pin 


Name 


Direction 


Description 


97 


BA3 


In 


System address bus 
bit 3 


98 


BA2 


In 


System address bus 
bit 2 


99 


BAl 


In 


System address bus 
bit 1 


100 


BAO 


In 


System address bus 
bit 
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D.3 Parts lists 
D.3.1 Laser 12S 



SERVICE INFORMATION 



DESTIJTRTiOtI 



PAKT mmsEH 



SM1,SW2 
Jll 



J3 



JIO 

Jll 

U20 

tJ3a 
tJ15 



UJ5,tJ36,tn9 
114 d 



Uli 



4S' 

V 42' 
42- 
40- 

V 40- 
A 40- 
A 40- 
k 40- 

4D' 

R 40- 

40- 

40- 

4 0- 

U 40- 

R 40- 

40- 



OG32- 
0032- 
0L25- 
0415- 
0415- 
0200- 
0200- 
O200- 
0632- 
0&32' 
0457- 
0459- 
0669- 
0456- 
0456- 
0665- 
04 5fi- 
0456- 
0669- 
04 56- 
0456- 
0255- 
0611- 
0132- 
0634- 
0133' 
0U3- 
0133- 
0460- 
0683- 
0690- 
0691- 
0692- 
0473- 
0473- 
0473- 
0473- 
0473- 
0473- 
0S9T- 
0597- 
0S97- 
0597- 
0597' 
0597- 
0597- 
0597- 
0597- 
0057- 
0057- 
0057- 
0057- 
0057- 



OO-OO 
00-02 
Ol-OO 
20-04 
20-05 
01-00 
01-01 
02-00 
05-01 
05-00 
07*00 
05-00 
19-01 
19-02 
19-00 
15-01 
15-02 
15-00 
05-01 
09-02 
09-00 
30-06 
■03-00 
00*00 
00-00 
01-00 
02-01 
■00*00 
00-00 
00-00 
00-00 
00-00 
00-00 
02*04 
00-00 
00*01 
00-02 
00-03 
00-04 
01-01 
01-02 
01-00 
01-03 
00-00 
OO-Ol 
00-02 
00-03 
00-04 
00-03 
00-02 
00-01 
00-04 
00-05 



DESCRIPTION 

SWITCH 2P2T 103436280 
SLIDE SWITCH MODEL NO- SSSS322NA2- 
EOCKER SWITCH 3P2T ART KO . llOE 
FLAT CABLE CONKECTOH 2 X 10 PINS 
PLAT CABLE CONNECTOR 20 WAVS 
FLAT CABLE CONNECTOR Z X ID PINS 
FLAT CABLE CONNECTOR 2 X 10 PIHa 
FLAT CABLE CONNECTOH 2 X 10 PINS 
EDGE CONN. 50 PINS RAT-050-210 
EDGE CONN, 50 PIJIS RAT-O50-^10 
DIN PLUG 7 PINE DJ-014*PT 
DIN ^WG 7 PINS DJ-021-5PS 
D-SUB CONN* 19 PINS FEMALE DHR-i9S 
D-TYPE CONN. 19 PINS FEMALE D»m-19 
DB-19 FEMALE SOCKET 19 PINS RICHT 
D-SUfl CONN. 15 PINS FEMALE DMR-15S 
D-TYPE CONN. 15 FINS FEMALE DMR*15 
DB-15 FEMALE SOCKET 15 PINS 
D-SUB CONN* 9 PINS FEMALE DMR-SS-Y 
FEMALE SOCKET 9 PINS DMP-9S-W 
DB-9 FEMALE SOCKET 9 PINS 
DOUBLE ROW HEADER 2 X IS PINS 
DUAL EOW HEADER 2 X 15 FlNS DRVr-30 
EARPHONE JACK HSJ 0922*01-010 
PHONE JACK S PINS SCJ-03B6ft-5P 
PIN JACK JPJ 0544-01-310 
RCA JACK LP-oa4 4 
PIN JACK J00545-01-210 
S65SC03P-1 (1KH2) 
VL65NC02-02PC (2MHZ) 
GATE ARRAY HG61H20a4SF Dl 
GATE AIIHAY HGeiH20B44E D2 
GATE ARRAY KG6LH5 0B5eF 03,2 
EPHOH (32K X E) (250NSJ TMS27C356 
CaSONSJ 

C250NS) HN272SfiG-2 
(2 SONS J 
(2 SONS} 
f250N3) 
TMH41464P-12 
(120NS> MT-4067-1J 
(120NS) HM504fi4P-12 
(laONS) UPD41464-12 
(ISONS) HMSa464P-l5 
(150NS) TMM4l4e4P'l 
jlSONSJ MSM414 64HS- 
(150NS^ UP041464-15 
fl50NS3 TMS4464-15 



EPROM (32K 

EPROM {32K 

EPROM (22K 

EPROM [32K 

EPROM {32K 



DRAM 
DRAM 

DRAM 



ej 
s) 



(64K X 4) 
[64K X 4) 



f64K 



DRAM (64K 
DRAM f64K 



DRAM 
DRAM 
DRAM 
DRAM 
I.C, 

I.e. 
I.e. 

I*C. 
I.C, 



(64K 

(64K 

f64K 

f64K 

74LS05 

7'aLS05 

74LS05 

74LS05 

741^05 



4J 
4) 
4J 
4) 
4) 
4) 
4J 



D^66 



DESTtHATIOH 
U2fi 



U21 



PAHT mmaiiE 



OESCRIPTIOS 



mi 

UI4 



U-11,U44 

US,U13,EJ19, 
U23,U37 

U14 



-ooua 

-0030 
-0018 

-003a 

-0440 
-0440 
-0440 
-0440 
-0440 
•0253 
-0253 
-0253 
-0253 
•0145 
-0145 
•0145 
-0703 
■0687 
-OTOfi 
■0143 
■0143 
■0141 
-0133' 
■0133 
•0133 
■0133 
'0133' 
■0133' 
■0133 
■0133 
'0133 
■0436 
■0436 
■0436 
-0441 
-044X 
■0441 
-04SS 
-0656 
-0656 
-0363 
-0363 
-03^3 
-0363 
-0363 
-0363 
-0363 



-02-00 
-02-05 
-02-01 
-02-02 
•02-03 
-00-00 
-00-01 
-00-02 
-00-03 
-00-04 
-00-07 
-00-06 
-00-01 
-00-02 
-OO-OO 
-00-01 
-00-02 
-00-00 
-00-00 
-00-00 
-02-00 
-02-01 
-02-02 
-06-01 
-06-02 
-04-02 
■05-04 
-05-05 
-05-07 
-05-08 
-07-00 
-07-01 
-01-00 
-00-00 
-00-02 
-00-00 
-00-03 
-00-05 
-00-00 
"00-00 
-01-00 
-00-05 
-00-02 
-00-00 
-00-01 
-00-01 
-00-03 
-00-04 



74LS04H 

74LS04N 

74IiS04N 

74LS04 

74LS04 

KCA74HCT374 

SII74HGT374K 

MC74HCT374 

74HCT374P 

74HCT374 
DUAL TIHIHG CiRCinTS UA556 
DUAL TIMER NE556H 
I.e. KESS6 

HE556 

74LS145 

741^145 

74LS145N 

SIHGLE CHIP HICROCOMPUTER 8 04 a AH 
LSI UPDeOC48C 

KASK ROM 64K VT37-O7O6-0 (20ONS3 
EPROM 2764 (2 SONS) 
EPROH (8K X 8) H5L2T64K (2 50KS) 
EPROH (8K X aj H2764-25 (250MSJ 
CMOS SRAM E2K X fi) HY6116P-12 (120 
CMOS SRAM t2K X S) CXK5816PK-12 {I 
5RAK r2K X 8) LC3516P-20 (200NS) 
RAH {ax X a) HV6 116-15 (150HS] 
CMOS SRAM {2K X &J KM6816-15 [150H 
CMOS SRAM (2K X 8) V62C16P15 

a) UW6 116-1 (150MS 

(120MS) 

8) HM61ieL-S U20K 



I , C, 
I.e. 

I.e. 

I.C, 
I.C, 
I,C, 
I.C* 
I.C- 
I.C. 
l.C. 



I.C. 

I.e. 

I.C* 
I.C. 



CMOS SRAM {2K X 
SRAM HM61ieLP-2 
CMOS SRAM [2K X 



J.C- KS74HCTLS74A 

I.C. RCA74HCT74 

I.C. PC7 4HCT74P 

I.C. RCA74HCT244 

I,C- PC74HCT244P 

I.C, M74HCT244 

I.C* 6551 tlHHZ) 

I.C. S65S1 E1.8432MHZ) 

I.C, S6551AP (l.a4 32HHZ] 

QUAD LIKE DRIVER XHl49e 

I.C, LINER DPIVER MCl4a8 

I.C. MCl4eS 

I.C. MC14Se 

I.e. MC148S 

I.C* SN75iea 

I.C, GD751fla 



D-67 



SERVICE INFORMATION 



,tJ3 






L127 

L94-L96 

L1|L7-15,LX7, 

LZ0,L2a-L31, 

L31-L43, 

L47-L51,L55, 

L30,LS&-^2> 

1.104, L105, 

LI26,L128 

LS7-L55,Le3 

Ll^,M4-L4e, 
LS3,L53,L61r 

L2-L6 * L16 , 

Ll0fi-Ul4 

La2 



Lia9, 1,130 
CM3 



•FA 



XTAU. 

XTAL3 



PART NUMBER 



27- 
27- 
S7- 
27- 
27- 
27- 
27- 
27- 
27- 
27- 
27- 
27- 
37- 
27- 
2S- 
25- 
25' 
25- 
25- 



0364- 
0364- 
0364- 
0364- 
0364- 
0364- 
0614- 
0614- 
0614- 
0435' 
043S- 
0433- 
043B- 
0433' 
106S' 
1065- 
1065- 
1109- 
1109- 



00-05 
OO-OO 
00-01 
00-02 
00-03 
00-04 
00-01 
00-00 
00-00 
02-00 
00-00 
00-01 
00-03 
00-04 
01-00 
00-00 
00-00 
OO-OO 
00-10 



25- 
R 25- 

25- 
V 25- 

ZS- 
A 25- 



2 5- 
25- 
25- 
25- 
25- 
25- 
25' 
25- 
25- 
25- 
25- 
25- 
52- 
52- 
52- 
52- 
25- 
25- 
25- 



-llOe-OD-01 
■1103-00-00 

'4004-00-01 
■4004-00-00 

■1104-01-00 
■1104-00-00 

■lD22-t3i-0O 
1022-00-00 
■1020-00-00 
1020-00-02 
■1020-00-03 
'1139-00-00 
'1072-00-00 
■1072-00-01 
'1173-00-01 
■1173-00-00 
1201-00-00 
■1175-00-00 
■2234-20-00 
■2234-l*-O0 
■2284-OB-OO 
■2234-11-00 
■3014-01-01 
0015-01*00 
■3-45-01-00 



DESCRIPTION 

QUAD LIME [RECEIVER KR-14BSA 

I.e. KC14a9 

I.C, HC14S9 

I.C, HC14S9A 

I.e. SH75ia9 

I,C. GD75189A 

I*C. TM94 

I.e. TL494CH 

I,C. KS74HCTLE245 

I.e. KS74AHCT245 

I*C, RCA74HCT245 

I.e. 74HCT245 

X*C. 74HCT245 

I,C. 74HCT245 

CBOKE COIL CaUH +/-10I 

GoiL eeuH v-5* 

CHOKE 32UH 6010-6H-3TS 

3 1/2T FERHITE BEAD CHOKE HOR. HOU 

3 i/2T FERRITE BEAD CHOKE HOR. MOU 



2 1/2T FERRITE BEAU CHOKE HOR. MOD 

2 1/2T FERRITE BEAD CHOKE VERT, MO 
FEERIXE BEAD CBOKt RH 3,5 X 5 X 1* 
FERRITE BEAD CHOKE RH 3 , 5 X S X 1 , 

3 1/2T FERRITE BEAD CHOKE VERT. MO 
3 1/2T FERRITE BEAD CHOKE VERT, HO 

CHOKE COIL IWH */^5\ 

CHOKE COIL IMH +/-10% 

CHOKE COIL 3*3H 

CHOKE COIL 3,3H +/-10% 

CHOKE COIL 3 OB -»"/-iO% 

FERRITE BEAD CHOKE 1 1/2T 

FILTER CHOKE COIL TK-4716 

FILTER CHOKE COIL TMP-1228 

COMMON MODE CHOKE 3.7KH +/-20% ^IK 

COMHQH ftoDE CHOKE 3.7MH +/-20% glK 

GOHMO^f MODE CHOKE 25T RC02O7/fl8 

COMHOW MODE CHOKE 16T ^^RT, MOUHTI 

COMMON MODE CHOKE C014/C015 20T VE 

X' FORMER EB-19 5V/-12V 

TOROIDAL X* FORMER 5V/-12V 

K' FORMER EI-19 5V/-12V 

CHYSTAL 14.31318 MHZ 

CRVSTAl. 14.31Sie HHS 

CRYSTAL 3.6864 MHZ 
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DESTINATION 

VR2 

VR3 



Ra9 

I114,H73,R74, 

H43,R45,R49, 

R54,H64,Rai, 

Ha4,R85,Ri8, 

R3a,^9l,R93* 

R101,RIDS, 

R133 

E2&,R30,R71, 

R7£ 

RI6 

RI9 

1131 

K31,R3i,EU4 
JU5 

R1S,I!44 

R27,R1I,R32 

R75,RB2 

R36 

R99 

R7e,Rai 

R55,R130 

R8 3 , R8 6 

RIOU 

R135,R136, 
RI3S,R140 
R56,I157,R9S 



PART NimaER 



DESCRIPTIOW 



V 23-1 



V 23-1 



2202- 
0012- 
0012- 

oo&a- 

'0104- 
0011- 
0011- 
0012- 
0012- 
0013- 
0013- 



0014- 
0014- 
0014- 
0015- 
0015- 
0017- 
0017- 
0122- 
0122- 
0123- 
■0151- 
0151- 
0152- 
0152- 
0153- 
0153» 
0131- 

oiai- 

0183- 
0183- 
0220- 
0220- 
0221- 
0221- 
0222- 
0222- 
0223- 
0223- 
0271- 
0271- 
0272- 
0272- 
0330> 
0330- 
0331- 
0331- 



00-00 TRIMMER RESISTOR 5K OHM RVF8P01A50 

00-00 TKIHTIBH RESISTOR 2K DHM RVFBP 01-20 

01*00 VOLUME D50K OHM 16SN01 

01-01 VOLUWE 50K om 

00-00 VOLUME 2 OK OHM, TYPE B 

00-00 ROTARY POTiTHTlOHETIIR 2 OK OHM 16SK- 

10-02 RESISTOR 10 OHM +/-5I 1/4W 

10-00 RESISTOR 10 OHM +/*5% 1/4W 

10-02 RESISTOR 100 OHM +/-5\ 1/4W 

10-00 RESISTOR 100 OHM V^* ^/^^ 

10-02 RESISTOR IK OHW +/-5% 1/4W 

10-00 RESISTOR IK OHM +/*5% 1/"1W 



10-02 RESISTOR lOK OHM -^/-5% I/4W 

10-00 RESISTOR lOK OHM V-5% V^ 

13-00 RESISTOR lOK OHM +/-2* V4W 

10-02 RESISTOR lOOK OHH +/-^\ 1/4W 

10-00 RESISTOR lOOK OHM */*5% V4W 

10-02 RESISTOR lOM OHH +/-5k 1/4W 

10-00 RESISTOR lOM OHM V-5% 1/4^ 

10-02 RESISTOR 1.2K OHK +/-5% 1/4W 

10-00 RESISTOR 1,2K OHM +/-5^ 1/4W 

10-02 RESISTOR 12K OHM +/-5I 1/4H 

33-02 RESISTOR 150 OHM +/-5% IW 

33-02 RESISTOR 150 OHM V-5% IW 

10-02 RESISTOR 1.5K OHM +/'S% X/4W 

10-00 RESISTOR 1 . SK OKM +/-5% 1/4W 

10-02 RESISTOR iSK OHM +/*5% 1/4W 

10-00 RESISTOR 15K OHM +/-5% 1/4W 

10-02 RESISTOR IBQ OKH +/-51 1/4W 

10-00 RESISTOR ISO OHM +/-5% 1/4W 

10-03 RESISTOR IBK OHH +/^5% 1/4W 

10-00 RESISTOR IBK OHM +/-5* 1/4W 

10-02 RESISTOR 22 OHH V^5% 1/4W 

10-00 RESISTOR 2 OHM +/-&* 1/4W 

10-02 ElESISTOR 220 OHM +/-5% 1/4W 

10-00 RESISTOR 220 OHM +/"&% V^M 

10-02 RESISTOR 2 . 2K OHM +/-5% 1/4W 

10-00 RESISTOR 2*2K ORH +/-5% 1/4W 

10*02 RESISTOR 22K OHM +/-5% 1/4W 

lO-OO RESISTOR 22 K OHM */-5% V^W 

10-02 RESISTOR 270 OHM +/-5* V4W 

10-00 RESISTOR 270 OHM +/*&* 1/4W 

10-02 RESISTOR a.7K OHM +/-&% 1/4W 

10-00 RESISTOR 2.7K OHM +/-5% V4W 

10-02 RESISTOR 3 3 OHH +/^^l 1/4W 

10 -00 RESISTOR 33 OHH +/-5% 1/4W 

10-02 RESISTOR 330 OHM +/-5% 1/4W 

10-00 RESISTOR 330 OHM V-5% 1/4 W 
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DESTXNATIOK 

Ra7,R3a,R4a, 
R41,R42,R46, 
R47,R4S,R50^ 

RB9,R60,Re2, 

R66/R67,R69, 

R70,R94,R95, 

R111,R112, 

RX90 

R20,R2a,R39 

M1,R63,R6S, 

R68 

R21,R92 

R7a,R7 9 
R24,R52 
R104,RI1G 
R107 

Its? 

R102,Ri05 
C44,C5l,C59 



CIS 

C17,C41 

C9 



PART NUMBER 



23-0332-10-02 
23-0332-10-02 



DESCRIPTIOH 



RESISTOR J,3K OHM +/"5% 1/4W 
RESISTOR 3,3K DHM +/^S* V^W 



23- 
23- 
23- 
23- 
23- 
23- 
23- 
23' 
23- 
33' 
23- 
23- 
23- 
23- 
23- 
23- 
23- 
23- 
23- 
23- 
23- 
23- 
22- 
22- 
22- 
22- 
22' 
22- 
22- 
22- 
22- 
22" 
22- 
22- 
V 22- 
A 22- 
22- 
22- 
22- 
22- 
22- 
22- 
22- 



0333- 
■0333- 
0391- 
0391- 
0392- 
0392- 
0399- 
0399- 
0431- 
0431- 
0471- 
0471- 
0472- 
0472- 
■0473- 
0473* 
0561- 
0S61- 

oeai- 
oeei- 

06B2- 
0632- 
1100' 
1100- 
1100- 
llOQ- 
1100- 

iioa- 
xioo- 

1100- 
1100- 
1100- 
1100- 

1470- 
L470- 

lioi- 
1221- 
1221- 
1221- 
1221- 
1321- 
1221- 
1221- 



■10-02 
■10-02 
10-00 
■10-00 
■10-02 
■10-02 
■10-02 
10-00 
■10-02 
-10-00 
■10-02 
■10-02 
■10-02 
■10-00 
■10-02 
■10-00 
10-02 
■10-00 
■10-02 
■10-00 
10-02 
■10-00 
21-71 
21-03 
li-03 
13-00 
13-11 
21-55 
21-S6 

21-se 

31-00 
33-00 
33-11 
61-70 
61-03 
61-03 
31-70 
31-03 
31-55 
31-56 
31-3fl 
33-15 
3 3-41 



RESISTOR 3aK OHM +/-5\ 1/4W 
RESISTOR 33K OHM +/'St 1/4W 
RESISTOR 390 OHM +/-B\ 1/4W 
RESISTOR 390 OHM +/-5I 1/4W 
RESISTOR 3*9K OHM ■^/-5* 1/4W 
RESISTOR 3,9K OHM +/-S% 1/4W 
RESISTOR 3*9 OHM +/-5\ 1/4W 
RESISTOR 2.9 OHM -^/-Sl I/4W 
RESISTOR 430 OHM +/-5t 1/4W 
RESISTOR 430 OHM +/-5* 1/4 W 
RESISTOR 470 OHM 4^/-5% 1/4W 
RESISTOR 470 OHM V^55 1/4W 
RESISTOR 4,7K OHM */-5% 1/4H 
RESISTOR 4*7K OHM V^5% 1/4W 
RESISTOR 47K OHM V^S* 1/4 W 
RESISTOR 47K OHM V=* V*^ 
RESISTOR 560 OHM -i'/-51 1/4 W 
RESISTOR 560 OHM +/*5% 1/4 W 
RESISTOR 680 OHM */-5\ 1/4H 
RESISTOR 68 OHM */^Sk 1/4 W 
RESISTOR e.BK OHM +/-5\ 1/4W 
RESISTOR 6,9K OHM V-5| J./4W 
ELEC CAP lOUF l^V V'^O* 
ELEC CAP lOUF 16V +/-50% 
ELEC CAP lOtJp lOV +/-20k 
ELEC CAP lOUT 10 V 'H50-1OI 
EiEC CAP lOUr lOV *50-10l 
ELEC CAP lOUF 167 ^/-2Q^ 
ELEC CAP lOUF 16V +/-20% 
ELEC CAP lOUF 16V V-20% 
ELEC CAP lOUP 2SV +/-2QI 
ELEC CAP lOtry 25V +50-10% 
ELEC CAP lOUF 25V -1-50-10* 
ELEC CAP 47UF 50V +/-204 
ELEC CAP 47UF 50V +/-20» 
ELEC CAP lOOUF 50V +/-20\ 
ELEC CAP 220UF 25V +/-20% 
ELEC CAP 220UF 25V +/*20^ 
ELEC CAP 220UF 25V +/-20% 
ELEC CAP 220UF 25V V^Ol 
ELEC CAP 220tlF 25V ■•■/-20* 
ELEC CAP 220UF 25V +50-10% 
ELEC CAP 220UF 25V -^ 50-10% 
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DESTINATION 




PART NUMBER 


DESCRIPTION 








C30.C31,C32 




22-1221-11-70 


ELEC 


CAP 


220UF 


lOV 


V-201 






V 


22-1221-11-03 


ELEC 


CAP 


220UF 


lOV 


+/-20% 






V 


22-1221-11-Se 


ELEC 


CAP 


220UF 


lOV 


+/-20t 






V 


22-1221^11-58 


ELEC 


CAP 


22 0UP 


IDV 


+/-20% 






A 


22-1221*13-11 


ELEC 


CAP 


220UF 


lOV 


+50-10% 




CI 




22-1221-21-03 


ELEC 


CAP 


220tJF 


16V 


+/-20I 




C60 




22-1229-61*71 


ELEC 


CAP 


2.2UF 


50V 


V-^oi 






V 


22-1229-61-03 


ELEC 


CAP 


2,2tJF 


50V 


V-20* 






V 


22-1229-61-04 


ELEC 


CAP 


2 . 2UF 


50V 


+/--20% 






V 


22-1239-61-55 


ELEC 


CAP 


2.3UF 


50V 


+/-20I 






V 


22-1229-61-56 


ELEC 


CAP 


2 . 2UF 


50V 


+/"20% 






V 


22-1229-61-53 


ELEC 


CAP 


2.2UF 


50V 


V-20* 




C26,C27,G29, 




22-1229-21-OD 


ELEC 


CAP 


lOOUF 


16V 


+/-20t 




C193 


V 


22-1101-21-55 


ELEC 


CAP 


lOOUF 


16V 


+/^20l 






Y 


22-1101-21-56 


ELEC 


CAP 


lOOUF 


1€V 


+7-20% 






V 


22-1101-21-55 


ELEC 


CAP 


lOOUF 


16V 


+/-30% 






V 


22-1101-21-56 


ELEC 


CAP 


lOOUF 


lev 


+7*201 






A 


22-1101-23-15 


ELEC 


CAP 


lOOUF 


16V 


+50-10* 






A 


22-1101-23-41 


ELEC 


CAP 


lOOUF 


16V 


+50-101 




C2S,C45,C57 




22-1220-21-71 


ELEC 


CAP 


2 2UF 


16V 


v/-20% 






V 


22-1220-21-03 


ELEC 


CAP 


22UF 


16V 


V-20* 






V 


22-1220-21-55 


ELEC 


CAP 


22UF 


16V 


v-ao* 






V 


22-1220-21-56 


ELEC 


CAP 


22UF 


16V 


*-/-20l 






V 


23-1220-21-5B 


ELEC 


CAP 


Z2tlF 


16V 


ty-201 




C23 




22-1109-61-71 


ELEC 


CAP 


lUF 50V +/-20% 






V 


32-1109-61-03 


ELEC 


CAP 


lUF 50V +/-Z0* 






V 


22-1109-61-55 


ELEC 


CAP 


lUF 50V +/-S0% 






V 


22-1109-61-56 


ELEC 


CAP 


lUF 50V +/^20* 






V 


22-1109-61-56 


ELEC 


CAP 


lUF 50V +/-20I 




C7 




22-1220-41-03 


ELEC 


CAP 


22UF 


3 5V 


+/-20* 






V 


22-1220-41-55 


ELEC 


CAP 


22irF 


35V ■ 


+/-20% 






V 


22-1220-41-56 


ELEC 


CAP 


22UF 


35V 


+/-20I 






V 


22-1220-41-58 


ELEC 


CAP 


22tJF 


35V 


+/-20* 




Cd6 




22-1470-11-71 


ELEC 


CAP 


47UF 


lOV 


V-201 






V 


22-1470-11-03 


ELEC 


CAP 


47UF 


lOV 


+/-20I 






V 


22-1470-11-55 


ELEC 


CAP 


47UP 


lOV 


+/-20% 






V 


22-1470-11-56 


ELEC 


CAP 


47UF 


lOV 


+/-20% 






V 


22-1470-11-53 


ELEC 


CAP 


47UF 


lOV 


4-/-20I 






k 


22-1470-13-15 


ELEC 


CAP 


47UF 


lOV 


+50-10* 






k 


22-1470-13-41 


ELEC 


CAP 


47UF 


lOV 


f50-lOI 




C5<»,C53,C62, 




22-3104-28-74 


CER CAP . lUF 


50V 


fBO-20* 




C63,C65,C2e9, 


V 


22-3104-2S-00 


CER CAP OaUF 


50V ■ 


fao-20* 




C290 


A 


22-3120-ia-OO 


CER CAP O.IUF 


25V 


fBO-20* 






h 


22-3104-18-15 


CER CAP OaUF : 


25V ■ 


+30-20% 




C34,C66-C75, 




22-3120-2S-69 


CER CAP 100 OFF 


50V 


+60-20* 




C79,CS3-C6e, 


V 


22-3102-28-15 


CEH CAP lOOOPT 


50V 


+80-201 




C91,C92,CS6, 


V 


22-3102-23-00 


CER CAP lOOOPF 


50V 


+30-20* 




C100-C112, 


V 


22-3l02-;a-6S 


CEFt CAP lOOOPF 


50V 


fBO-201 




C114,C11€, 


A 


22-3102-26-00 


CER CAP lOOOPF 


50V 


+/-10* 




C13a-C144, 


A 


22-3102-27-00 


CER CAP lOOOPF 


50V +/-201 




C160-C191, 


















caoo*ca7a, 


















C301 
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DESTTHATIOK 




PAKT KtTKBEIt 


C49, 




?2-3l21-a6-74 


C252-C2fil, 


V 


22-ai2i-36-00 


C2e7-CZ'?3 






C35-C3G 




22*1331-26-74 




V 


32-3331-26-00 


C274 




22-3390-26-00 


G47,C43, 




22-:il00'-26-69 


C377 


V 


2a-3100'-2&-00 



CZ-C6,C29, 

C33,C34,C43. 

C52,C57|C58, 

C61«C64| 

C76-C7g,Cll3, 

Clie-C127, 

C130-C132, 

CX45-C156, 

C194,C201, 

C202,C262-C264 

C266,C27B 

Ca5a,C159 

C90,C93*C95, 

C97-C99 , 

Clfi^,C345, 

C250,C251, 

C244 

C207,C3OO 

C54,€55 



C195,Cl9a 

vci 

04,D7"D14, 

DX9,D20 

D2 



D16. D17 



22- 

22^ 
V 22- 
A 22- 

k 22^ 



3100- 
3100- 
3100- 
31S1- 
31fll' 

3473" 
3403- 
3403- 
3403- 



3203- 
3203- 
3101- 
3101- 
3101- 
310L* 

3650- 
322 3- 
3223- 
3223- 
322 3- 
6103- 
6103- 
6473- 
6473- 
■70O2- 
7002- 
OOOl- 
0001- 

oise- 

0158- 
0167- 
0033- 

■0042- 
0039- 
D039- 



21-00 
25^00 
55-15 
26-74 
26-00 
26-74 
ia-15 
29-00 
23-02 
2B-19 



2S-00 
26-00 
26-69 
26-00 
25-00 
25-09 

26-00 
■2 5-72 
25-36 
35-13 
35-37 
26-01 
46-40 
46"47 
26-01 
01-00 
00-00 
00-00 
00-02 
00-01 
00-00 
OO-OO 
00-00 
00-00 
02-00 
01-00 



DESCRIPTIOH 

CER CAP 12 OFF 50V +/^10^ 
CER CAP 12 OFF 50V +/^XQl 

CER CAP 330PF SOV -t-Z-lOt 
CER CAP 3 3 OFF SOV +/-101 
CER CAP 39PF SOV +/*10% 
CER CAP lOPF SOV +/-X0^ 
CER CAP IDPF SOV +/-10% 
CER CAP lOPF SOV +/-5% 
CER CAP lOPF SOV V-5% 
CER CAP lOPF 50V */-5% 
CER CAP ISOFP SOV +/-10* 
CER CAP leOPF 50V +/-10* 
CER CAP 0.04UF 50V +/-10* 
CER CAP 0.O47UF 35V +80/-20% 
CER CAP 0*04UF SOV +80-20% 
CER CAP 0,04t;F SOV -<-80-30* 
CER CAP 0,04UF 50V +80-20* 



CER CAP 0,02U? SOV -hSO-aO* 
CER CftP 0,02DF 50V V-10* 
CER CAP lOOPF SOV +/-10% 
CER CAP lOOPF SOV +/-10I 
CER CAP lOOPF SOV ■^/-S% 
CER CAP lOOPF SOV V-S% 

CER CAP eePF +/*io% 

MONO CAP 0,022UF 50V +/'5l 

MONO CAP 0*022UF SOV +/-5* 

KONO CAP 0,022UF 50V V5* 

MONO CAP 0.0221;F SOV +/'-S\ 

HYLEH CAP 0.0 lUF SOV +y-10* 

HYLER CAP 0.01UF lOOV VIO* 

WtLER CAP O.OIUF lOOV V-JL^l 

inUTk CAP O,O470F 50V +/'10% 

TRIMMER CAP 4PF-30PF +SO-0t CTC-&U 

TRIKKER CAP 2 OFF 

DICDE 1N4148 

DIODE lN4l4e 

SCHOTTKY DIODE lN5a31 30V 3 A 

SCHOTTKY DIODE 1N5321 30V 3A 

SCHOTTKy BAHHXKR RECT. tiaR340P 40V 

DIODE 2-1K60 

ZENEJi DIODE 5.1V @ IE-SKA 0.4W BZX 

ZENER DIODE 13V IZ^IOMA HTE13B 

ZENER DIODE 13V 500KW -i-Z^^Ol BSX7g 
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SERVICE INFORMATION 



DESTXHATIOil PAJlT ITOMBEII DESCRXPriOW 

21-00X9-04-00 ZENER DIODE 6,aV IZ=20HA KTZe.SC 

A 21-0019-00-00 ZEKER DIODE 6,SV 500MA ? rZ-5KA 

A 21-0019-OQ-Ol ZmER DIODE 6.8V 500KW § IZ^SMA 

A 21-0019-00-01 ZEI^ER DIODE 6,aV 500MW § IZ=5KA 

21-0006-05-00 ZEmR DIODE MTS5,6#B SOMA 

A 21-0006-03-00 ZEKER DIODE 5,6V V'2% 500WW @ 13:= 

20-00H-02-0I TRAK3IST0H 901&H 

20-0014-01-01 TRMISJSTOR 9012O 

A 20-0014-00-01 TRANSISTOR 9012H 

20-0019-00-01 TRANSISTOR 9014C 

V 20-0019-00-00 TRANSISTOR 9014C 

V 20-0019-00-05 TRANSISTOR H9014C 
A 20-0025-03-00 TRANSISTOR 1402D 

20-0035-01-02 TRANSISTOR? 140^B 

V 30-0025-01-01 TRANSISTOR ST 1402B 
20-0025-03-00 TRANSISTOH 14020 

20-0003-02-00 TBANSISTOR 80S0C 

A 20-002e-03-00 TRANSISTOR NA3 IXJ 

A 20-0026-03-00 TRANSISTOR NA31XI/J 

A 20-0028-04-00 TRANSISTOR NA31XI/J/H 

20-0033-01-00 TRANSISTOR STleO^D 

20-0112-00-00 TRANSISTOR BD43S 

A 20-0042-00-00 TRANSISTOR BD434 

20-0105-00-00 PHF POWEM THANSISlTOR TTPAl 

A 2D-O1OS-0O-O1 POWER TRANSISTOR TIP42 

A 20-0105-01-00 PWP TRANS rSTOR TrP42C 

A 20-0105-02-00 PNP POV^EjR TRANSISTOR TIP42A 

A 20-0105-03-00 PNP POWER TRANSISTOR ^IP42B 

20-0014-00-02 OPTO-COUFLER 4N2? 

V 20-0044-00-00 OPTO-COUPLER 4N27 



37 



gie 

Q7,QQ 
Q11,Q1Z 



Q15 



Q4,Q13 
Q3 



Q1,Q2 



tJ29-U3a 
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SERVICE INFORMATION 



D.3.2 Laser 128 EX 



DESTINATION 




PART KUHBER 


BVil,2 




42*0032-00-00 




V 


42-0032-00-02 


&t4 




42-0125-01-00 


^1 




40-0415-20-04 




V 


40-0415-20-05 




h 


lO-0200-Ol-OO 




A 


40-0200-01-01 




A 


40-0200-02-00 


m. 




40-0632-50-01 




R 


40-0632-50-00 


J2 




40-0457-07-00 


Jl,4 




40-0459-05*00 


J# 




40-0669-19-01 




R 


40-0456-19-02 




R 


40-D456-19-OD 


J7.9 




40-0669-15-01 




R 


40-0456-15-03 




R 


40-0456-15-00 


^ 




40-0699-09-01 




R 


40-0456-09-02 




R 


40-0456-09-00 


^M 




40-0133-01-00 




K 


40-0133-02-01 




A 


40-0133-00-00 


:n^ 




40-0132-00-00 




A 


40-0684-00-00 


«3 




40-0255-30-06 




A 


40-0611-30-00 


V20 




27-0695-00-00 


XS^ 




27-0690-00-00 


If^S 




27-0691-00-00 


mB 




27-0692-00-00 


tJj3 




27-0473-02-04 




V 


27-0473-02-02 




A 


27-0473-00-00 




A 


27-0473-00-01 




A 


27-0473-00-02 




A 


27-0473-00-03 




A 


27-0473-00-Q4 


U7 , 6 , 9 , 10 




27-0597-01-01 




V 


27-0597-01-02 




V 


27-0597-01-00 




V 


27-0597-01-03 


U36,3€ 




27-0597-01-01 




V 


27-0597-01-00 




V 


27-0597-01-03 




A 


27-0597-00-00 




A 


27-0597-00-01 




A 


27-0597-00-02 




A 


27-0597-00-03 



DESCRIPTION 

SWITCH 

SLIDE SWITCH 

HOCKER SWITCH 

FLAT CABLE CDNT^ECTOK 2 X 10 PIN 

FLAT CABLE CONN- 

FLAT CABLE CONN, 

FLAT CABLE COKH, 

FLAT CABLE CONN. 

EDGE CONK 50 PINS 

EDGE CONN 50 PINS 

OIK PLUG 7PIKS 

DIN SOCKET 5 PINS 

D-SUB CONK. 19 PINS 

D-TYPE CONK 

Dai9 FEMALE SOCKET 

D-SDB CONK. 15 PINS 

D-TVPE COtlW. 

DB-15 FEMALE SOCKET 

D^SUB com 9 PINS 

FEMALE SOCKET 

DB-9 FEMALE SOCKET 

PIM JACK 

RCA JACK 

PIN JACK 

EARPHOKE JACK 

PKCKE JACK 

DOUBLE ROW HEADER 

DUAL ROW HEADER 

CPU G6SSC02P-4 f4MHZJ 

GATE ARRA'^ 1 (HG61H20B4eFS 

GATE ARRAY 2 [HS61H20B44F) 

GATE ARRAY 3 tHG61H30S56F) 

EPHOH (32K X a) (25DNS} TMSa7C2 

EPROH 02K X a) (250KSJ NHC27C2 

EPEOM a72S6 2S6K (250NSJ 

EPHOM 27256 256K (250Na^ iHN272 

EPHiH 27256 2S6K U^ONS] 

EPROK 27256 256K (250HS1 

EPROM 27256 256K (2 SDKS) 

DRAM (64K X 4) TMM41464P-12 

DRAM (64K K 4) MT4067-12 

DRAM HM50464P-12 

DRAM (64K X 4) DPD41464-12 

DRAM (64K X 4) THH414 64P*12 

DRAM HM50464P-12 (120HS) 

DRAM UPD41464-12 (12D1IS) 

DRAM HM50464P-15 flSOKS) 

DRAM TMM41464P-15 (1 SONS J 

DEAK MSM414 64|%S (150NS) 

DRAM UP041464-15 {150NSJ 
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SERVICE INFORMATION 



OESXIKMIOH 




PART NUMBER 


DESCRIPTIOH 




DS 






27-0160-00-00 


74LS244 








V 


27-OI6Q-00-02 


H074LS244 








V 


27-0160-00-03 


74LS244H 








V 


27-0160-00-05 


74LS244 








V 


a7-oi60-oo-oa 


G074LS244 




U13,Z7 






27-0441-00-00 


RCA74HCT244 








V 


27-0441-00-03 


PG74HCT244P 








V 


27-0441-00-05 


H74HCT244 




011^3 






a7-04sa-oo-oo 


6551 (IMHZ) 








h 


27-0656-00-00 


56 551 (ACIA - 1.8432HHZ) 








X 


27-06Se-01-00 


SeSSlAP (1.B432MHZ) 




in 






27-0363-00-05 


R5-a32 QUAD LINE DRIVER XR1443 






V 


27-0363-00-02 


LINEAR DRIVER {SXGNETICS) MC144 






V 


27-0363-00-00 


KCI44a 








V 


27-0363-00-01 


HCliia 








V 


27-0363-00-03 


SK75lsa 








V 


27-0363-00-04 


GD75iaa 




^ 






27-0364-00-05 


RS-232 QUAD LINE RECEIVER XE-14 






V 


27-0364-00-00 


MC14e9 








V 


27-0364-00-01 


HCl4a9 








V 


27-0364-00-02 


LINE RECEIVER (SIGKETICSJ MC148 






V 


27-0364-00-03 


SN75139 








V 


27-0364-00-04 


GD7 5ie9A 




Wi 






27-0614-00-01 


TL494 








V 


27-0614-00-00 


!rL494CN 




m 






27-0438-01-00 


KS74HCTLS245 








A 


27-043S-02-00 


KS74AHGT245 








A 


27-0438-00-00 


RCA74HCT245 








A 


27*0438-00-01 


74HCT245 








A 


27-0430-00-03 


74HCT245 








A 


27-0438-00-04 


74HCT24S 




L127 






25-1065-01-00 


CHOKE COIL 68UH 








A 


25-1065-00-00 


COIL 68trH 




I^94-96 






25-IOB2-00-00 


CKOKE 32UH 




CK3 






25-1072-00-00 


FILTER CHOKE COIL 








V 


25-1072-00-01 


FIUER CHOKE 




L2-6, 32,104-114 




25-1104-01-00 


3 1/a T FEBEITE BEAD CHOKE 


VERT 






A 


25-1104-00-00 


3 1/2 T FERRITE BEAD CHOKE 


VERT 






A 


25-1104-00-01 


3 1/2 T FERRITE BEAD CHOKE 


VERT 


L:*-!©, 20,22 




25-1109-00-00 


3 1/2 T FERRITE BEAD CHOKE 


HORI 


24-31, 


,33-43 


V 


25-1109-00-01 


3 1/2 T FERRITE BEAD CHOKE 


HORI 


47-51, 


,5S,56 










60,63- 


'SO 










86-92, 


,100-102 










UO, 126, 128 










L19,44- 


-46,53,54 




25-4004-00-01 


FHRRITE BEAD RH 3 , 5X5X1. 2 KM 




61,62, 


,a3-3S 


V 


25-4004-00-00 


FERBITE BEAD RH3 . 5X5X1 . 2MH 




U.29-I31 




25-1189-00-00 


FERRITE BEAD CHOKE 








R 


25-4044-00-00 


FERRITE HULTI HOLE CORE 




L€3,B7- 


■59 




2S-HOB-00-01 


2 1/2 T FERRITE BEAD CHOKE 


HORI 






R 


25-1103-00-00 


2 1/2 T FERRITE BEAD CHOKE 


VERT 


Lax,93, 


.103 




23-1022-01-00 


CHOKE COIL 








A 


25-1022-00-00 


CHOKE COIL 
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SERVICE INFORMATION 



DESTI NATION 




PART WUWBEH 


DESCRIPTION 


uie 




^7-0057-00-03 


74LS05 




V 


27-0057-00-02 


74LS05 




V 


27-0057-00-01 


74LS05 




V 


27-0057-00-04 


74LS05 




V 


27-0057-OO-OS 


74L505 


m^' 




27-OO3S-0S-OO 


74LS04N 




V 


a7-003&-02-01 


74LS04N 




V 


27-0038-02-02 


74L504 




V 


27-0038-02-03 


74LS04 




V 


27-0038-02-05 


74LS04N 


w^^ 




27-OlStl-OO-OO 


74LE373 




V 


27-0183-00-01 


74LS373 




V 


27-G1B3-00-02 


74LS373N 




V 


^7-0183-00-06 


74LS373 




V 


27-O1B3-O0-07 


74LS373 




V 


27-01fi3-00-09 


GD74LS373 




A 


27-0452-00-00 


RCA74HCT373 




h 


37-0452-00-01 


74KCT373 




A 


27-0452-00-02 


74HCT373 




A 


27-0452-00-03 


74HCT373 




A 


27-0452-00-04 


74KCr373 




A 


27-0452-OX-OO 


KS74HCTliS373 


m% 




27-0253-00-07 


DUAL TIMING CIRCUITS [JA556 




V 


27-0253-00-06 


DUAL TIMER HE5S6N 




V 


27-0253-00-01 


NE556 (T.I.J 




V 


27-0253-00-02 


HE55S (THOMROH) 


v^^ 




27-0145-00-00 


74LS14S 




V 


27-0145-00-01 


74LS145 




V 


27-0145-00-02 


74LS14SN 


trix 




27-0703-00-00 


8048AK K.B. ENCODER 


' 


A 


27-06B7-00-00 


URDaOC4SC (6MHZ, IK X 8 BITS RO 


9^^ 




27-0700-00-00 


64K RASK ROH VT27-0706-0 {20OKS 




A 


27-0143-02-00 


EPRONt 2764 (250NSJ 




A 


27-0143-02-01 


EPROH M5L27S4K (2 SONS) 




A 


27-0143-02-02 


EPROM K2 7 6 4-2 5 (250KS> 


m^ 




27-0470-01-00 


KS74HCTLS175 




A 


27-0470-00-01 


74HCT175 




A 


27-0470-00-00 


fiCA74HCTl75 


U39,eO 




27-0436-01-00 


KS74HOTLS74A 




A 


27-0436-00-00 


RCA74KCT74 




A 


27-0436-00-02 


PC74KCT74P 


wp 




27-0443-01-00 


KS74HCTLS3 2 




A 


27-0443-00-00 


RCA7 4HCT32 




A 


27-0443-00-01 


7^HCT32 


II31 




27-0133-06-01 


CMOS SRAH (2K X 8) HY6I16F-12 ( 




V 


27-0133-06-02 


CMOS SRAM f2K X 8) CKK5316PN-12 




A 


27-0133-04-03 


SRAM f2K X 8) LC3516P-20 (200NS 




A 


27-0133-05-04 


RAH (2K X aj HV6I16-15 U50HS) 




A 


17-0133-05-05 


CMOS SRAM (2K X B) KM6S 16-15 {I 




A 


27-0133-05-07 


CMOS SRAM {2K X fl) V62C16P15 




A 


27-0133-03-09 


CMOS SRAM {2X X 8} UH6116-1 (15 




A 


27-0133-07-00 


STATIC RAM (2K X &) HM611fiU*-2 




A 


27-0133-07-01 


CMOS SRAM C2K X 8) HM6116L-5 fl 
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SERVICE INFORMATION 



DESTIMATICN 
LS2.97 



f-ART NUMBER 

25-1020-00-00 

V 25-1020-00-02 

V 25-1050-00-03 
25-1173-00-01 

V 25-1173-00-00 
A i5-1201-00-00 
X 15-1175-00-00 



m 








52-22e4-14-00 








A 


52-2284-Oa-OO 








A 


52-2384-11-00 


m. 








52-2284-20-00 


XTALl 






A 


35-3015-01-01 
25-3015-01-00 


xt:al3 








25-3045-01-00 


tJ16 






V 

V 


25-6007-00-00 
25-6007-00-01 
25-6007-00-02 


YKl 








24-2503-00-00 


VR4 








34-2202-00-00 


m:^ 






V 
A 
A 


24-0012-01-00 
24-0012-01-01 
24-0053-00-00 
24-0104-00-00 


R14,45, 


73, 


,74 




23-0012-10-02 


113,114 




V 


23-0012-10-00 


B43.54, 


, 55, 


,64 




23-001J-LO-02 


B4,S5, 


,B8, 


,90 


V 


23-0013-lO-OQ 


91r53, 


,101 






108,133 








Ba5,30, 


.71. 


,82 


V 
A 


23-0014-10-02 
23-0014-10-00 
23-0014-13-00 


Rlt 






V 


23-0015-10-02 
23-0015-10-00 


fill. 






V 


23-0017-10-02 
2^-0017-10-00 


sai 






V 


23-0122-10-02 
23-0122-10-00 


R131,132,134 




23-0123-10-02 


R15 






V 


33-0151-33-02 
23-0151-33-00 


Rie,27 






V 


23-0152-10-02 
23-0152-10-00 


ti31,32 






V 


73-0153-10-02 
23-0153-10-00 



DESCRIPTION 

CHOKE COIL 

CHOKE COIL 

CHOKE COIL 

COHMOH MODE CHOKE 3,7MH V^Oi 

eiKHS 29T, O.flMM DIA 

COMMON MODE CHOKE 3 * 7HH +/-20% 

eiKHZ 29T, O.BMK DIA 

COMMON MODE CHOKE HCO207/B8 DIA 

0.8MM WIRE 25 TURNS 

COMMON MODE CHOKE 16T, O.flMM, 3 

VERTICAL MOUNT 

EE-19 X' FORMER, 5V/-12V, C014/1 

2E1, 24^55T, I SAT > 4 AMP gPRX 

TOROIDAL X^ FORMER t5V/-12VJ 

INSTEAD OF 52-2334-07-00 

EI-19 X' FORMER 5V/-12V, C014/15 

2ES, 24:55T, I SAT > 4 AMP e PR 

COMMON MODE CHOKB (CD14/C0151 2 

P/M: 2 5-4 03 3-00-00, VERTICAL 

CRYSTAL 14* 3 IS IB MHZ 

CRYSTAL 14-31813 MHZ 

CRYSTAL 3,6e64MHS 

DELAY LINE T46A111 

DELAY LIKE EP9S10-11O 

DELAY LIKE DL2996 

TRIMMER RESISTOR 5K OflM 

TRIMMER RESISTOR 2K OHM 

VOLUME 50K 16MH 

VOLUME 50K 16MM 

VOLUKH 2 OK 16MM 

ROTARY POTENTIOMETER 20K 

RESISTOR 100 OHM TAPE 

RESISTOR 100 OHM 

RESISTOR IK OHM TAPE 

RESISTOR IK OHM 



RESISTOR lOK OHM TAPE 
RESISTOR lOK OHM 
RESISTOR lOK OHM 
RESISTOR lOOK OHM TAPE 
RESISTOR 10 OK OHM 
RESISTOR lOM OHM TAPE 
RESISTOR lOH OHM 
RESISTOR 1.2K OHM TAPE 
RESISTOR 1.2K OHM 
RESISTOR 12K OHM TAPE 
METAL FILM RESISTOR TAPE 150 OH 
METAL FILM RESISTOR 150 OHK 
RESISTOR 1.5K OHM TAPE 
RESISTOR 1,5K OHM 
RESISTOR 15K OHM TAPE 
RESISTOR 15K OHM 
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SERVICE INFORMATION 



PART NUMBER 




DESCEIPTIOM 



138.139 
|l5fi,57,9B 

37, iO, 41, 42 
46| 47,43,50 
51,53,53,59 
60,62,66,67 
10,94,95,10* 

R6l,6a ,65^63 

Ra3,92 

R17 

R7a,79 

R24,52 

11104,111 

RIO 7 

RS? 

R97 

ftlO2,l05 

Ra9 



0333 

0391 
0391 
0392 
0392 
0399 
0399 
04^91 
0431 
0471 
0471 
0472 
047^ 
■0473 
0473 
0561 
0561 
0691 

oeai 

0632 

0019 
0019 
0019 



-10*02 
-lD-00 
-10-02 
-lO-OO 
-10-02 
-10-00 
-10-02 
-10-00 
-10-02 

ao-00 

-10*02 
-10-00 
-10-02 
-10-OQ 
-10-02 
-10-00 
-10-02 
-10-00 
-10*02 
-10-00 
-10-02 
■10-00 
09-00 
■33-00 
^38-00 



RESISTOR 
RESISTOR 
RESISTOR 
RESISTOR 
RESISTOR 
RESISTOR 
RESISTOR 
RESISTOR 
RESISTOR 
RESISTOR 
RESISTOR 
RESISTOR 
RESISTOR 
RESISTOR 
RESISTOR 
RESISTOR 
RESISTOR 
RESISTOR 
RESISTOR 
RESISTOR 
RESISTOR 
RESISTOR 



180 OHH TAPE 
ISO OHH 
laK OHM TAPE 
lOK OHU 

32 OHM TAPE 
22 OHM 

220 OKH TAPE 

220 OHM 

2.2K OHH TAPE 

2.2K OHM 

22K OHH TAPE 

22K OHH 

270 OHM TAPE 

270 OHM 

2,7K OHM TAPE 

2.7K OHM 

33 OHH TAPE 
33 OHM 

330 OHH TAPE 
330 OHM 
3.3K OHM TAPE 
3.3K OHM 



RESISTOR 33K OHM TAPE 
RESISTOR 33R OHM 
RESISTOR 390 OHH TAPE 
RESISTOR 390 OHM 
RESISTOR 3.9K OHM TAPE 
RESISTOR 3.9K OHM 
RESISTOR 3,? OHM TAPE 
RESISTOR 3*9 OHH 
RESISTOR 430 OHM TAPE 
RESISTOR 430 OHM 
RESISTOR 470 OHM TAPE 
RESISTOR 470 OHM 
RESISTOR 4,7K OHM TAPE 
RESISTOR 4,7K OHM 
RESISTOR 47K OHM TAPE 
RESISTOR 47K OHM 
RESISTOR 560 OHM TAPE 
RESISTOR 560 OHM 
RESISTOR 6S0 OHM TAPE 
RESlStOR 6 80 OHM 
RESISTOR 6.eK OHH TAPE 
RESISTOR 6,aK OHM 
METAL FILM RESISTOR . 1 OHM -»-/- 
METAL FIU1 RESISTOR 0-1 OHH +/" 
METAL FILM R£SIST0R 0.1 OHM +/- 
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SEKVICE INFORMATION 



OESTIITATIOII 




PKTir ITOMBES 


DESCEIPTTOJI 




C44,5I,59 




22-1100-21-71 


ELEC 


CAP 


IQUF 


+/-30%, 16V 




V 


22-1100-21-03 


ELEC 


CAP 


lOUF 


+/*iO%, 16V U'TIP 




A 


22-1100-11-03 


ELEC 


CAP 


lOUF 


+/-^oi, lOV 




A 


22-1100-13-00 


ELEC 


CAP 


IDDF 


+50/-10I, lOV 




A 


22-1100-13-11 


ELEC 


CAP 


lOUF 


+50/-10%, lOV SSH 




A 


22-1100-21-55 


ELEC 


CAP 


lOUF 


+/-20%, 16V^ RB S 




A 


22-1100-21-56 


ELEC 


CAP 


lOUF 


+/-20*, 16V, GR S 




A 


22-1100-21-53 


ELEC 


CAP 


lOUF 


+/-20%, 16V, RS S 


CIS 




22-1100-31-00 


ELEC 


CAP 


loUF 


+/-20%, 25V NLA S 




A 


22-1100-33-00 


ELEC 


CAP 


lOUF 


+50 -10% 2SV U-TY 




A 


22-1100-33-11 


ELEC 


CAP 


lOUF 


+50 -10% 25V 


C17 




22-1470-61-70 


ELEC 


CAP 


47UF 


+/-201, 50V 




V 


22-1470-61-03 


ELEC 


CAP 


47DF 


+/-20*, 50V 




A 


22-1101*61-03 


ELEC 


CAP 


lOOUF 


' +/*20%, 5QV 


ei 




a2-ia2i-as-ii 


ELEC 


CAP 


220UF 


+S0/-2D%, 16V 




A 


22-1221-21-03 


ELEC 


CAP 


220UF 


+/^20%, 16V 




A 


22-1221-21-55 


ELEC 


CAP 


22DUF 


' +/-20%, 16V 




A 


22-1221-21*56 


ELEC 


CAP 


220UF 


+/-201, 16V 




A 


22-lS21-ai-Si 


ELEC 


CAP 


2JDUF 


V-261, lev; 


m 




22-1221-31-70 


ELEC 


CAP 


22 0trF 


+/-20I, 25V 




V 


22-1221-31-03 


ELEC 


CAP 


220UF 


+/-30t, 25V 




V 


22-1221-31-55 


Et^C 


CAP 


220tJF 


+/-20%, 2SV 




V 


22-1221-31-56 


ELEC 


CAP 


220UF 


+/-30%, 25V 




V 


a2-l231-3l-5& 


ELEC 


CAP 


220UF 


+/-20\, 25V 




A 


22-1221-33-15 


ELEC 


GAP 


220UF 


+50-10%, 25V 




A 


22-1221-33-41 


ELEC 


CAP 


220UF 


+50-10%, 25V 


C30,31,32 




22-1221-11-70 


ELEC 


CAP 


220UF 


+/-20t, lOV 




V 


22-1221-11-03 


ELEC 


CAP 


220UF 


+/-20%, lOV 




V 


22-1221-11-56 


ELEC 


CAP 


220UF 


+/-ao%, lOV 




V 


22-1221-ll-5a 


ELEC 


CAP 


aaouF 


+/-20%, lOV 




A 


22-1221-13-11 


ELEC 


CAP 


220UF 


+50-101, lOV 


C26,27<2B,193 




22-1101-^1-00 


ELEC 


CAP 


lOOUF 


+/-ao%, 16V 




V 


22-1101-21-55 


ELEC 


CAP 


lOOUF 


+/*20%, ISV 




V 


22-1101-21-56 


ELEC 


CAP 


IDOUF 


+/-20%, 16V 




V 


22-1101-21-S3 


ELEG 


CAP 


lOOUF 


+/-20%, 16V 




A 


22-1101-13-15 


ELEC 


CAP 


lODUF 


' +50-10*, 16V 




A 


22-1101-23-41 


ELEC 


CAP 


lOOUF 


+50-10%, 16V 


C25 




22-1220-21-71 


ELEC 


CAP 


221IF 


+/-201, 16V 




V 


22-1220-S1-03 


ELEC 


CAP 


22UF 


+y-20l, 16V 




V 


22-1220-21-55 


ELEC 


CAP 


22UF 


+/-20I, 16V 




V 


22-1221-21-56 


ELEC 


CAP 


22UF 


+/-20I, 16V 




V 


22-1220-21-53 


ELEC 


CAP 


22UF 


+/-20%, 16V 


C39,45 




22-1220-21-71 


ELEC 


CAP 


a2UF 


+/-20%, 16V 




V 


22-1220-21-03 


ELEC 


CAP 


22UF 


+/-20I, lev 




V 


22-1220-21-55 


ELEC 


CAP 


22UF 


+/-20lj 16V 




V 


22-1221-21-56 


ELEC 


CAP 


22UF 


+/*2Qt, lev 




V 


22-1220-21-5S 


ELEC 


CAP 


22UF 


+/-20%, 16V 




V 


22-1220-21-11 


ELEC 


CAP 


22UF 


+/-20I, 16V 




A 


22-1220-11-04 


ELEC 


CAP 


22UF 


+/-20%, 16V 




h 


22-1220-23-00 


ELEC 


CAP 


22DF 


+50-101. 16V 



D-79 



SERVICE INFORMATION 



DESTIHATIOW 



PXRT HUHBER 



DESCRlPTIDK 



C57 



<»a 



^ 



€23 



€«1 



264,2S9,29D 



23- 

V 22^ 

V 22- 

V 22- 

V 22- 
22< 

V aj- 

V 22^ 

V 23- 



C24| 66-75, 79 

9<, 100-112,114 
116,138-144 
160-191,200 
271,272 
C2B% 

C35,36,37,3a 

C274 
C47,4B,Z77 



V 22- 



1220- 
1220- 
1220' 
1221- 
1220- 
■1229- 
1229- 
1229- 
■1229- 
1229- 
1229- 
122&- 
1220- 
1220- 
1220- 
llOS- 
1109- 
1109- 
1109- 
1109- 
1470- 
1470- 
1470- 
1470- 
1470- 
1470- 
1470- 
3104- 
3104- 
3104- 
3104- 
3102- 
3102- 
3102- 
3102- 
3102- 
3102- 

3iai- 

31S1- 
3331- 
3331- 
3390- 
3100- 
3100- 
3100- 
3100- 
3100- 



11-04 
21-03 
21-55 
21-56 
21-58 
61-71 
61-03 
61-04 
61-55 
61-S6 
61-58 
41-03 
41-55 
41-56 
41-58 
61-71 
61-03 
61-55 
61-56 
61-58 
11-71 
11-03 
11-5S 
11-56 

11-sa 

13- IS 
13-41 

2S-74 
23-00 
18-00 
lS-15 
28-69 
23-15 
28-00 
28-65 
26-00 
27-00 
26-74 
26-00 
26-74 
26-00 
26-00 
26-69 
26-00 
21-00 
23-00 
25-15 



C26l,27 3 



22-3121-26-74 
V 22-3121-26-00 



ELEC CAP 22U? +/-20t, lOV 
ELEC CAP 22UF +/-20%, IfiV 
ELEC CAP 22UF +/-ao*, 16V 
ELEC CAP 22UJ V^Ot. l^V 
ELEC CAP 22Uy +/"20%, 16V 
ELEC CAP 2-2UF +/-20*, 50V 
ELEC CAP 2.2UF +/'ZQ\, 50V 
ELEC CAP 2*2UF +/-20%, 50V 
ELEC CAP 2,2UF V'^^*- SOV 
ELEC CAP 2*2UF +/-3D%, 50V 
ELEC CAP 2,2Ur ^/'20\, 50V 
ELEC CAP 22UF V^O*. 35V 
ELEC CAP 2aU? +/-50%, 35V 
ELEC CAP 22trF V^^D^i 35V 
ELEC CAP 23UF V-20*, 35V 
ELEC CAP lUF V^20%, 50V 
ELEC CAP lUP +/-20*i 50V 
ELEC CAP lUF +/^20l, 50V 
ELEC CAP ItTP +/-S01, 50V 
ELEC CAP lUF +/^20%, 5€V 
ELEC CAP 47UF +/-Z0%, lOV 
EIXC CAP 47UF +/-20\, lOV 
ELEC CAP 47tJF +/-20*, lOV 
ELEC CAP 47UF +/'^0** lOV 
ELEC CAP 47UF +/-20%, lOV 
ELEC CAP 47UF +50-101, 10 V 
ELEC CAP 47UF +50-10%, lOV 
CER CAP O^lUr +S0-20%, 50V 
CER CAP 0*1U7 +iO-20*, 50V 
CEP CAP 0,1UF +80-20%, 25V 
CEH CAP O.IUF +B0-20%, 2SV 
CEP CAP lOOOPF +aO-ZO%, 50V 
CER CAP lOOOPF +80-20%, 50V 
CER CAP O.OOIUF +80-20%, 50V 
CER CAP lOOOPF +80-20%, 50V 
CER CAP lOOOPF +80-20%, 50V 
CER CAP lOOOPF +/-20%, 50V 
CER CAP 18 OFF +/^L0%. 50V 
CER CAP ISOPF +/-10%, 50V 
CER CAP 33 OFF +/-10t< 50V 
CER CAP 3 30PF -/-10%, 50V 
CER CAP 39PF +/-10%, 50V 
CER CAP lOPF +/-10%, 5QV 
CER CAP lOPF +/-10%, 50V 
CER CAP lOPF +/* 0.5PF, 50V 
CER CAP lOPF +/- 5%, 50V 
CER CAP lOPF +/-5*, 50V 
CER CAP 120PF +/~10*, 5QV 
CER CAP 120PF +/-10*, SOV 
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DESTI^fATION 



PWRT NUMBER 



40^43,50,52 
53,56,53,64 
76,77,76,113 
llS-128 
130-132,145-149 
151-156, 194,199 
201,202,246,263 
266,275,278,384 
C15&,159 

C90, 93**5,97 
93,99,196,244 
245,250,251 
2S2 

C49 



C54,5S 

C2a6, 267,388 
0195,198,265 

VCl 

04,7-14,19,20 

016,17 
02 






m 



Z3-6 



OIB 
Q7,B 



Q11.12 



V 
A 

E 21' 

21- 

A 21- 

21' 

A ai' 

A 21 

A 21 
21 

A 21 
20 
20 

A 20 
20 

V 20 

V 20' 
A 20 



3470- 
3470- 
3470- 
3470- 
3403- 
3473* 
3403- 
■3403- 
3403- 



-3203- 
-3203- 
-3101- 
►3101- 
-3101- 
-3101- 
-3104- 
-3104- 
-3104- 
'3223- 
■3223- 
'36B0- 
■6473- 
-6473- 
■7002- 
■7002- 
'0001- 
-0001- 
■0032- 
■015S- 
■015S- 
■0167- 
'0133- 
■0Q42- 
'0039- 
■0039- 
'0019- 
■0019- 
.0019- 
-0019- 
.0006- 
-0006- 
.0011' 
■0014- 
■0014' 
■0019- 
»0019- 
-0019^ 
-0025- 



26-69 
26-00 
26-01 
25-00 
26-74 
ie-15 
2B-00 
28-02 
28-19 



28-00 
26-00 
26-69 
26-00 
25-00 
25-09 
28-70 
28-07 
2B-06 
25-72 
25-36 
26-00 
46-47 
26-01 
Ol-OO 
00-00 
00-00 
00-02 
00-00 
00-01 
00-00 
00-00 
00-00 
00-00 
02-00 
01-00 
04-00 
00-00 
00-01 
00-02 
05-00 
03-00 
02-01 
01-01 
00-01 
OD-01 
00-00 
00-05 
03-00 



DESCRIPTION 

CER CAP 47PF ■^/-10%, 50V 

CER CAP 47PF +/'10%, SOV 

CER CAP 47FF -K/-10%, 50V 

CER CAP 4 7PF */-5\, 50V 

CER CAP 0.04UF +/*3.0*^ 5QV 

CER CAP 0.047UF *SO/-20%, 25V 

CER CAP O.041fr +B0-20% SOV 

CER CAP O.O40r ■t-B0/-20%, 50V 

CER CAP 0,04UF +30-2QI, SOV 



CER CAP 0*02UF +80-20%, SOV 

CER CAP 0.02UF +/-10I, SOV 

CER CAP lOOPF ■^/-lOt, 50V 

CER CAP lOOPF +/-^0i, SOV 

CER CAP lOOPF +/-'5\t SOV 

CER CAP lOOPF +/-5%, 50V 

MONO CAP O.IUF +80-20%, 50V 

HONO CAP O.IUF +80-20%, 50V 

MONO CAP 0,iur +BO-20I, SOV 

MOWO CAP 0.022UF +/-5%, SOV 

HONO CAP 0.022UF +/-5I, SOV 

CER CAP 63PF +/-10I 

HYLAR CAP 0*047UF +/-10%, lOOV 

MYLAR CAP 0.047UF +/-10%, 50V 

TIIMMER CAP 4PF-20PF 

TRIMMER CAP 20PF 

DIODE 1N414 8 

DIODE 1N4148 

DIODE 2-LK60 

SCHOTTKY DIODE 1K5821 30V 3A 

SCHOTTKV DIODE IN 5821 30V 3A 

SCHOTTKY BARRIER RECTIFIER H0R3 

SCHOTTKY RECTIFIER INS 820 20V 3 

ZEMER DIODE B2X7 9C5V1 5,1V 5MA 

ZENER DIODE MT213B 13V lOMA 

ZENER DIODE BKX79B13 13V 500HW 

ZENER DIODE 6.aV MTZ6-SC I2«30H 

KENER DIODE 6,av 500HW 5MA 

ZENER DIODE 6 . BV 500MH SWA 

ZENER DIODE 6 , SV 500MW 5 HA BSX7 

ZENER DIODE MTZ5.6iB 5,4 5-S.73V 

3ENER DIODE S.6V SOOHW 5 HA BZX7 

TRANSISTOR 901B H 

TRANSISTOR 9012 G 

TRANSISTOR 9012 H 

TRANSISTOR 9014C 

TRANSISTOR 901 4C 

TRANSISTOR H9014C 

TRANSISTOR 140 2D 
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DESflKATIOK 



FAHT NUMBER 



DESCRIPTION 



017 
Q9,10 



C13,14 



Um^ 



20-0025-01-02 
20-0025-01-01 
20-0025-0:J-00 
30-0003-05-00 
20-002S-02-00 
20-0O2B-O3-00 
20-0028-04-00 
20-0033-01-00 
20-0112-00-00 
20-0042-00-00 
20-0044-00-02 
20-0044-00-00 
20-0044-00-04 
20-0105-00-00 
20-0105-00-01 
20-0105-01-00 
20-0105-02-00 
20-0105-03-00 



TRANSISTOR 14 02B 
TRAJJSISTOR ST 1402B 
TRANSISTOR 1402D 
TRANSISTOR 6050 C 
TRANSISTOR NA31XJ 
TRAKSISTOR KA31XI/J 
TRAKSISTOR NA31X I/J/H 
TRANSISTOR ST 16 020 
TRAKSISTOR BD43B (SGS] 
TRfcNSXSTOR BD4a4 
OPTO-COUPLER 4N27 
OPTO-COUPLER 4K27 
OPTO" COUPLER PC4N27 
POWEB TRAKSISTOR TIP 4 2 
POWER TRANSISTOR TIP42 
PNP TRANSISTOR TIP42C 
POWER TRANSISTOR TIP42A 
POWER TRAKSISTOR TIP42B 



SERVICE INFORMATION 



D,4, Schematics, PCB and Componetit layouts 

Since the manufacturer is constantly improving the 
product, the circuits covered in this section may be 
different from that on the computer PCB without 
notice to the computer user. For detailed 'operation of 
the circuits^ the user may refer to the relevant chapters 
of this manual. 
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D.4.1 Laser 128 

The following descriptions are on the six pages of 
schematics of the Laser 128. 



Page one (D-91) 

a) Gate array 1 

This gate array (U6) is for memory 
management, the parallel printer logic the 
mouse logic and the expansion slot signals, 

b) The CPU (U20) is 65C02. 



c) The CPU address buffers arc U19 and U21 
The CPU data bus buffer is U2S, 

d) The ROM is U15. 

e) The keyboard controller (U2I) is a 8048- 
U22 is for keyboard scanning decoding. 

f) U29, U30, U31, U32 and U34 are for the 
paddle / mouse port interfacing. 

g) XTALl and part of U26 is for the system 
clock (I4.31818MH2) generation. 

h) U18 and the associated circuits are used to 
generate the power-up reset and the CTRL - 
RESET reset. 

i) U24 is the parallel port data latch- 
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SERVICE INFORMATION 



Page two (D-92) 

a) Gate array 3 

This gate array (U38) contains circuits for 
the drive controllers, game port logic, the 
expansion RAM circuits, the ACIA logic, 
the keyboard logic and the sound output. 

b) U27, part of U13 and U18 arc for drive 

buffering, 

c) Ull and UI2 arc the 6551 ACIA. U3 and 
U4 are RSC232 interfacing ICs, 
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Page three (D-93) 

a) Gate array 2 {U25) is mainly for the video 
circuits. 

b) UI4 is the character generator ROM 

c) Part of U13 and U14 for video circuits. 

d) U35. U36, U39 and U40 are the RAM chips. 

a) U42 and U43 are the RAM data bus buffers. 

f) U37 is the RAM for the disic drive 
controller use. 

Page four (D-94) 

This page contains information of the connectors. 
Some connectors pin assignments are found in 
other pages. 

Page five (D-95) 

This page is the switching mode power supply 
circuits for +5V and -12V. The +12V power 
supply regulator is also on this sheet. 

Page six (D-96) 

Page six is the crystal oscillator circuit for the 
ACIA. 
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SERVICE INFORMATION 



BAa Laser 128 EX 
Page One (D-99) 
a) Gate array 1 



The gate array (U6) is for memory 
management, the parallel printer logic, the 
expansion slot signals and the mouse logic, 

b) The CPU (U20) is 65C02-4. 

c) The CPU address buffers arc U19 and U23. 

d) The ROM is U15. 

e) The keyboard controller (U21) is a 8048, 
U22 is for keyboard scanning decoding. 

f) U29, U30, U3I, U32 and U34 arc for the 
paddle / mouse port interfacing, 

g) XTALl and part of U26 is for the system 
clock (14.31 8I8MH2) generation. 

h) U18 and the associated circuits are used to 
generate the power-up reset and the CTRL- 
RESET reset. 

i) U24 IS the paralld port data latch. 
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Page two (D-lOO) 

a) Gate array 2 (U25) is mainly for the video 
circuits. 

b) Ui4 is the character generator ROM 

c) U35 and U36 are the video RAM chips. 

d) U37 is the RAM for the disk drive 
controller use, 

e) U13 and U41 are for video circuits. 



Page three (D-lOl) 

a) The gate array three (U38) contains circuits 
for the drive controllers, game port logic, 
the expansion RAM logic circuits, the ACIA 
logic, the keyboard logic and the sound 
output- 

b) U27 and part of U18 arc for drive 
buffering. 

c) Ul I and U12 are the 6551 ACIA. U3 and 
U4 are RSC232 interfacing ICs. 

d) U17 is the system RAM data bus buffer. 

c) U7, U8, U9 and UIO arc the system RAM. 
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Page Tour (D-102) 

Page four contains information of the connectors. 
Some connectors pin assignments arc found in 
other pages* 



Page five (D-103) 

a) U47 is the expansion RAM data bus buffer. 

b) U45 and U46 arc the expansion RAM. 
address buffers, 

C) U48 to U79 arc the expansion RAM chips. 

Page six (D-104) 

Page six is the switching mode power supply 
circuit for +5V and -I2V. The +12V power 
supply regulator is also on this page. 

Page seven (D-105) 

Page seven is the crystal oscillator circuit for the 
ACIA. 
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The schematic diagram shows the two expansion 
connectors and the expansion box power supply. 
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